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Introduction ^ 



Thank you vety much for purchasing the Panafax UF-550/770. 

The UF-550/770 is one of the most advanced models In the Panafax famNy of G3 compatible, desktop facsimile 
machines. 

Some of Its many features are 

1. Plain Papar Printing Plain paper printing means you can easily write on received documents 

with a pen or pencil. Documents do not curl, making filing easier. In 
addition, plain paper does not fade, making It ideal for long term storage 
of important documents. 

2. Quick Scanning The UF-S50/770 Quick Scan speeds up the fax process by scanning and 

storing documents into memory in about 2,8 seconds* per page, cufsso 

: 6 seconds) 

This means that you no longer have to wait around until a transmission Is 
completed before retrieving your documents. 

3. Easy IMaintenanea Maintenance requires only changing a toner cartridge, making it quicker 

and easier than with other types of plain paper fax machines. 

A standard image memory feature allows you to store up to standard 70* 
pages into the document memory. After the UF-S5C/770 stores your 
documents, it can send them to selected station(s) automatteally. You do 
not have to wait untif the transmission ends before retrieving your 
originals. (' UF-SSO 12 standard pag^) 

The UF-550/770 can reserve the next transmission even during reception 
or memory transmission. It can also receive during document storage. 

The UF-770 can select from Multiple LOGOs which are printed on the 
l-leader of each page sent, Cover Sheet, COMM. Journal and Individual 
XMT Journal. 

This feature allows multiple departments to share the same facsimile 
machine. When a department code is assigned to each department, the 
Transaction Journal will be sorted by each deparbnent number. 

Your machine has been equipped with a View function which aiiows you 
to view the contents of the Journal and File List on the LCD display without 
having to print them. 

With a little practice, anyone can learn how to use the most popular 
features of the UF550/770. 

This User's Guide will help you to use your UF-S50/770 quickly and easily. 
The Table of Contents shows where to find information on each feature. 
Although we recommend that you review each section briefly, it will only 
be necessary to read the sections that contain the feature(s) you will be 
using. 



4. IMamory Function 

5. Dual Access 
Operation 

6. IMultiple LOGO 

7. Department Coda 

8. View Mode 
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► Function Key 



Any function can be started by first pressing I FUNCTION 
S or 0 scroll key repeatedly until tlie desired function 

K1 ) Deferred Communication 
«X 1 = XMT 
2 = Polling 

( 2 1 Relayed Transmission 

(see Note) 



J and then enter the function number, or by pressing 
appears on the display. 



FUNCTION 



K3^ Polling 
ZJ 1 = Polling 
2 = Polled 



FUNCTION 



-0 



File Transmission 

[UF-770only] 

1 = Store File 

2 = Send File 

3 = Delete File 

4 = Print RIe 



Confidential Communication 

1 =XMT 

2 = Polling 

3 = Polled 

4 = Print 

5 s Detete 



Printout 

1 = Journal (PrinlA/iew) 

2 = One-Touch/Abbreviated/ 

Directory Search List 

3 = Program List 

4 = Fax Parameter List 

5 = Not used 

6 = Individu^ XMT Journ^ 

7 = Directory Sheet 



-0 



Set Mode 

1 = User Parameters 

• Date & Time 

• Logo 

• Character ID 

• ID Number (Fax Telephone Number) 

2 = One-Touch/Abbreviated Nurrtfjeis 

3 = Program Keys 

4 = Fax Parameters 

5 = Relayed XMT & Conf . Comm. Parameters 

(see Note) 
6 = Cleaning Printer Roller 



Select Mode 

1 = Communication Journal = OFF/ON/I NO 

2 = OMR-XMT = OFF/ON 

3 = Cover Sheet = OFF/ON 

4 = Password-XMT = OFF/ON (see Note) 

5 = RCV to Memory = OFF/ON/PRINT 

Edit File Mode 

1 2= File List (PrintA/iew) 

2 = Change Time/Station 

3 s Delete File 

4 a: Print File 

5 = Add Document 

6 = Retry Incomplete File 



m 



fMe: 



If Fax Parameter is not prB$0t to Vafid posftior), which entd^ you to use tim functkvi, me m^v wiH mt 
s^ow the function. 
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External View -4 



Handset 

[UF- 770: standard. (Depending of the country 
v0rston, the Manual is not standard.) 
UF-BSO: AvalUM0 as an opSon. Sae pa^ 1 69} 



OocutnentGuides 



Contrd Panel 




Document Sub Tray 
Printer Cover 



Document Trays 




SOO ^rmis Recording! P^r Cassette 
[Avsd^nriaasanc^fOwtfOrUF'TTOonly. See 
pag9l69J 



sJi NotB: For some countries, the handset may not be avmhMe because of Ute country's regulation or specification. 
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► Control Panel 



LCD Display 

Indicates date and time, or the current 
operation. 



/— 

Q ON LINE 


Blinl<s when the machine is 




transmitting a document or 




receiving. 


C3 TONER 


Blinks when the toner has 




run out. 




(see page 16) 


a ALARM 


BJinlts when trouble occurs. 




(see page 158) 



One-Touch Keys (01-32*) 

Used for One-Touch Dialling. 
(*UF-550: 01-24, see page 47 and 52) 
Program Keys (P1-P8*) 
Used to record long dialling procedures 
or Group Dialling Number keys. 
(*UF-550: P1-P4, see page 70 to 75) 
Character Keys 

The One-Touch Keys and Program 
Keys also serve as character and 
symbol input keys which are used to 
record your LOGO and station name. 
The character key template is printed 
on the panel under the directory sheet 
cover. 



Directory Sheet 
Overlay 












"yjvyKvyc 






"ypryavyH' 






'^yvTY^ry^ 






"yAvytryoi 






"y \ ^y, \ *^y'\ 




" \pwifm. 



Note; Whenever One-Touch keys are 
changed to the character key mode (to 
record your LOGO and station names), 
use the UPPER/LOWER key to switch 
Uaetween upper and lower character set. 



Panasonic 



I ON UNE 



=> DARKER 


1=3 S-F(NE 


t=J FAST 




C3 LIGHTER 


CD FINE 


cn QUALITY 




CONTRAST 


RESOLUTION 


HALFTONE 


STAMP 


L_„ 1 


1 1 


I- 1 


1 1 


< 


> 


V 


A 



MEMORY 



FUNCTION 



DiRECTORY 
SEARCH 



OS 



26 



01 



IB 



22 



84 



PI 



P3 



P4 



P6 



P7 



PAUSE/ SPACE SU&-ADDP 
REDIAI ARBR Fl il^RH 



__VOL — * 

CLEAR SET MONITOR 



1 r 
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Control Panel ^ 



CONTRAST 

1 1 

< 

HALFTONE 
I • 
V 


Used to set Normal, Lighter, or Darker, (see resolution 

page 41) Also serves as an arrow key (<) to i 1 

move the cursor over recorded numbers and ^ 
characters. 

Provides OFF, QUALITY or FAST settings stamp 
for halftone documents, (see page 42) i i 
Also used for the following ^ 

• Search station name for Directory 
Search Dialling 

• Confirm entered station for mutti-station 
communtoation. 

• Select functions. 


Used to set Standard, Fine, Super-Fine, 
(see page 41 ) Also serves as an arrow key 
(>) to move the cursor over recorded 
numbiers and characters. 

Used to turn the verification stamp ON or 
OFF. (see page 42) 
Also used for the following 

• Search station name for Directory 
Search Dialling 

• Confirm entered station for multi-statton 
communication. 

• Select functbns. 




MEMORY 
1 1 


Used to select either memory or direct function 
(see page 44 to 54) 

DIRECTORY 
SEARCH 

r „: J 


Used to start or select the function and 
sub-functions. These functions are 
explained in detail on the next page. 

Used to search for a station name 
(see page 49 and 54) 



PAUSE/ 
REDIAL 



SPACE 
ABBR 



SUB-ADDR 
RASH 



Used to enter a pause when recording or 
dialling a telephone number, or to redial the 
last dialed number, (see page 59) 

Used to start At^reviated Dialling, 
(see page 48 and 53) 

Used to access some features of your PBX. 



-VOL 

CLEAR 



VOL- 



SET 



MONfTOR 



Used to erase the previously entered input. 
Also used to adjust the monitor artd ringer 
volume, (see page 24) 



Used to set operations. Also used to 
the monitor and ringer volume, 
(see page 24) 



Used to start On-Hook Dialing or to make 
voice contact request, 
(see page 56) 



0 


0 


© 


0 


0 


© 


© 


© 


© 




© 


© 




Used for h/lanuai Number Dialling, 
recording phone numbers, and selecting 
functions. 



Used to temporarily change Dialling Mode 
to Tone when Pulse mode is set. 



Used to confirm current communication 
modes (e.g. Page number, ID, Dialed 
Telephone numlser. File number) when unit 
is ON LINE. 




Used to cancel operations. When it is 
pressed, the machine wili return to standby. 

Used to make copies, 
(see page 64) 



Used to start operations. 
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► Safety Information 



This product compiles with the requirements of EC Council Directives 73/23/EEC amended by 93/68/EEC, and 
89/336/EEC amended by 92/31/EEC and 93/68/EEC. 

denotes a potential hazard that could result in serious injury or death. 



• TO PREVENT FIRE OR SHOCK, DO NOT EXPOSE THIS PRODUCT TO RAIN OR ANY TYPE OF 
MOISTURE. 

• TO MINIMIZE THE POSSIBILITY OF SHOCK OR DAMAGE TO THE MACHINE. IT MUST BE PROPERLY 

GROUNDED. 

• THIS PRODUCT CONTAINS HAZARDOUS RADIATION. IF YOU DO NOT FOLLOW THESE 
INSTRUCTIONS OR USE CONTROLS, MAKE ADJUSTMENTS OR PROCEDURES OTHER THAN THOSE 
SPECIFIED HEREIN, YOU MAY EXPOSE YOURSELF TO HAZARDOUS RADIATION. 

• WHEN YOU OPERATE THIS EQUIPMENT, THE SOCKET-OUTLET SHOULD BE NEAR THE EQUIPMENT 
AND BE EASILY ACCESSIBLE. 

• MAKE SURE THAT THE MACHINE IS INSTALLED IN A SPACIOUS OR WELL-VENTILATED ROOM SO 
AS NOT TO INCREASE THE AMOUNT OF OZONE IN THE AIR. SINCE OZONE IS HEAVIER THAN AIR, 
IT IS RECOMMENDED THAT AIR AT FLOOR LEVEL BE VENTILATED. 

. PLUG POWER SUPPLY CORD INTO ORDINARY AC OUTLET BEFORE CONNECTING TELEPHONE 
LINE CORD. DISCONNECT TELEPHONE LINE CORD BEFORE UNPLUGGING POWER SUPPLY CORD 
FROM AC OUTLET 

• DISCONNECT THE EQUIPMENT IMMEDIATELY SHOULD IT EVER SUFFER PHYSICAL DAMAGE 
WHICH RESULTS IN THE INTERNAL PARTS BECOMING ACCESSIBLE IN NORMAL USE. IN THIS 
INSTANCE USERS SHOULD HAVE THE EQUIPMENT REPAIRED OR DISPOSE OF. 

• IF THE POWER SUPPLY CORD AND/OR TELEPHONE LINE CORD OF THIS EQUIPMENT ARE 
DAMAGED, THEY MUST BE REPLACED BY THE SPECIAL CORDS SUPPLIED BY AN AUTHORIZED 

PANASONIC SERVICE CENTRE. 



A CAUTION 



1 When you know that a thunderstorm is coming, we recommend that you: 

(1) Unplug the telephone line cord from the phone jack. 

(2) Turn off the power and unplug the power supply cord from AC outlet. 

2 This equipment may not necessarily provide for the effective hand-over of a call to or from a telephone 
connected to the same line. 

3 The operation of this equipment on the same line as telephones or other equipment with audible warning 
devices or automatic ring detectors will give rise to bell tinkle or noise and may cause false tripping of the ring 
detector. Should such problem occur, the user is not to contact telecom (telephone company) faults service. 
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Safety Information ^ 



A CAUTION 




denotes hazards that could result in nfiinor injury or damage to the machine. 

Do not install the machine near heating or air conditioning unit. 




Avoid exposure to direct sunlight. 




Install the machine on a flat surface, leave at least 10 cm of space 
between the machine and other objects. 



Do not block the ventilation openings. 




Do not place heavy objects, or spill liquids on the machine. 
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► Main Unit and Accessories 



Unpack the carton and check that you have all the accessories Illustrated. 













Note: AvaM^e as an qfstion for Oie UF-550. See page 169 for Hie order number. 
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Installing the Accessories ^ 




Final installed View 



Handset Cradle [Av^fabiea8anOptk»i(UF-550)l 
Hook the projections into the square holes on 
the machine. 

Connect the cable Into the HANDSET jack on 
the machine. 




Handset Cable 

[Available as an Option (UF-SSO)] 



U Mote; For some counMes, the harnteet may not be available because of the coiffttr/s regulation or speciSca^. 
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► Installing the Toner Cartridge 





Push the Release Button to open the Printer 
Cover. 



Continued on the next page. 
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Installing the Toner Cartridge ^ 



Align the arrow and the proiection on both sides 
as shown and insert the Toner Cartridge into the 
machine. 





if you are replacing the Toner Cartridge, it is recommended to clean the Printer Roller to maintain 
good printing quality. To clean the Printer Roller, foFlow the procedure on page 1 61 . 
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► Loading the Recording Paper 



Paper Speciffcations 

In general, most bond papers wifl produce excellent results. Most photocopy papere will also work very well 
There are many "name" and "generic" brands of paper available. We recommend that you test various papers 
until you obtam the resutts you are looking for. For detailed recommended paper specifications, see page 
168, 

How to Load the Recording Paper 

Slide out the Paper Cassette from the machine. 





Paper Width Clip 




(!) 



Paper width Guide 



Adjust the Paper Length Guide to the proper 

paper size (A4. LTR, or LGL). 

For LGL size paper, remove the Paper Length 

Guide and store it in the provided slot in the front 

left side of the Paper Cassette. 

if reloading the same size of paper, skip the 

step 2 and 3. 



Adjust the Paper Width Guide and Clip to the 
proper paper (A4, or LTR/LGL). 
The factory default for the Paper Width Guide 
and Clip are on A4 position. For LTR/LGL paper 
size, adjust by following the steps below. 
® Replace the Paper Width Guide into the 

proper slot (A4 or LTR/LGL). 
(D Release the Paper Wfclth Clip latch. 
® Pull upwards to remove the Paper Width 

Clip. 

® Replace the Paper Width Clip into the A(A4) 

or L<LTR/LGL) slot. 
® Push down on the Paper Width Clip to latch 

It in place. 
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Loading the Recording Paper ^ 



0 Release the hook and remove the Paper 

Size Selector, 
d) Rotate the Paper Size Selector until the 

appropriate setting marked on the 
Selector is facing upward and the wording 
is upright, 
d) Reinstall the Paper Size Selector. 

[For UF-550] 

There is no paper size selector on the paper 
cassette. Refer to page 22 for the Recording 
Paper Size Setting, 

(P Push the Pressure Plate until it is locked 

down. 

(2) Load the paper into the Paper Cassette. 

Caution: Make sure that the paper is set 
under the clips of the Paper 
Cassette. You can load at)out 
250 sheets with standard weight 
paper (20 lb. or 75 g/m^). For 
paper specification see 
page 168. 

d) Set the proper paper size \a.bet. 




Slide ttie Paper Cassette into the machine. 



ffl Note: 1, The Recording Paper Size setting must match the paper loaded in the cassette. See page 22. 

2. Your machine will prc^erly print on A4, Letter and Legal size paper only. If other size of paper (B4, B5, 
AS) is used, your machine may not print properly. 





19 



► Connecting the Telephone Line Cord and Power Cord 

■ Telephone Line Cord 

Plug one end of the telephone tine cord into the telephone jack supplied by the telephone company and the 
other end into the LINE jack on the rear of the machine. 



•i3= 



Talaphone Una Cord (Attachment) 



Power Cord 

Plug one end of the power cord into an ordinary AC outlet and the other end into the receptable on the rear 
of the machine. 

Warning : This apparatus must be properly grounded through an ordinary AC outlet. 



Power Cofd (Attechmant) 



lA Note: i. Your macNne uses im power and you should ke^ it ON at all times. If the povi^ is turned OFF for too hna 
Ote contents of the memory may be lost. 

2. UF'770 has 2 separate rechargeable tfatteries to preserve the memory contents in case of a short term 
power failure. One for the machine parameters (such as LOGO, ID Number, Auto-diaier Telephone 
Number, etc.) which can back up for 10 days and the ottier one for the ckxument memory, wtMt can back 
up for 1 hour when fully (barged. 

UF-550 has a rec^rgeable battery to preserve the machine parameters only for up to 10 days when fullv 
charged. ' 

3. The built-in rechargeable batteries require 48 hours to be fully charged in tfns machine. 



zo 



Connecting the Telephone Line Cord and Power Cord 
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► Setting the Recording Paper Si 



[For UF-5S0 only] 



The Recording Paper Size setting must match the paper loaded in the cassette. If you change the Recording 
Paper Size, please change the setting by following the procedure below. 



1 



2 



FUNCT ION I 7 

r-z—} 



15 





SET 



3 (T) (T) 




or 
2^ 

or 
3 




for A4 size paper. 



for Letter size paper. 



for Legal size paper. 



SET MODE (1-6 
ENTER NO . OR V A 



PAX PARAMETER (01-99) 

Kro.=| 



23 EEC. PAPER SIZE 
1:A4 



23 REC. PAPER SIZE 
1:A4 



or 



23 REC. PAPER SIZE 
2: LETTER 



or 



23 REC. PAPER SIZE 
3: LEGAL 
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Setting the Dialiing Method (Tone or Pulse) 

Yourmachine can operate witheither of twodialling methods (Tone or Pulse), depending on 
lineyouareconnectedto. » you need to change the dialling method to Tone or Pulse, follow the procedure below. 



1 



FUNCTION ( 7 




SET MODE 


(1-6)1 


ENTER NO. OR 


V A 1 



2 



SET 



15 



FAX PARAMETER (01-99) 
N0.=| 



3 




0) ( 6 




SET 



0 6 DIALLINO METHOD 
2:T0NE 



4 




for Pulse. 



or 
2 




for Tone. 



06 DIALLING METHOD 
1: PULSE 



] 



or 



06 DIALLING METHOD 

2 : TONE 



5 



SET 



fSTOP\ 
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► Adjusting the Volume 



You can adjust the monitor and ringef volume on your nfiachlne. The built-in speaker enables you to hear the 
dial tone, dialling signals, and busy tone. The ringer sounds when your machine receives a call. 

Setting the Monitor Volume 



1 



2 



MONITOR 

You will hear the dial tone through the speaker. 



VOL * 

CLEAR SET 



repeatedly to raise the volume. 



MONITOR * 



MONITOR VOLUME j 
LOW [||||||||] HIGH 



or 



3 



VOL — + 

CLEAR SET 



repeatedly to lower the volunne. 



MONITOR 



MONITOR VOLUME 

LOW [ ] HIGH 



Setting the Ringer Volume 

■jj Standby 



2 



VOL — + 

CLEAR SET 



repeatedly to raise the volume. 



or 



08-MAR-1997 15:00 



00%| 



RINGER 
(({( 



VOLUME k 

a )))) I 



3 



VOL — <■ 

CLEAR SET 



repeatedly to lower the volume. 




RII16ER VOLUME 
B 



/,^™ffrtf n ^"""^ ^ "'^"'^ Of the buzzer in Fax PemrteterNo. 

10 (KEY/BUZZER VOLUME), (see page 35) 
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User Parameters 

voul^or'^!^^^^^ tT^'T^'. ^^.'r ParametetB) to helpyou keep records of the documents 

Ni?,mhTr h!L tJtl^ ; f ^ T^^' ^^^^^ ^^"^ date and time, and your LOGO and ID 

Number help to identify you when you send or receive documents. 

If a power failure occurs, a built-in battery will back up this information for up to 10 days when it is fully charged. 
Setting the Date and Time 

JSd"' '"'"^ ""^'^ ""'^^ ^^"^'^y ^'«P'«y ft automatically be 



1 



FUNCTION 



SET MODE {1-6) 
ENTER NO . OR V A 




1:0SER PARAMETERS? 
PRESS SET TO SELECT 



3 



SET 



DATE & TIME 

lL-01-1997 00:00 



Enter the new date and time. 

Ex: (S)® Date 
(D® Month 

®(I)(D(Z) Year : 1997 

Time : 3:00 PM 



08th 

March BATE. TIKE 



08-03-1997 15:00 



If you make a mistake, use [<] or [>] to move the cursor to 
the incorrect number and enter the new number over it. 
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► User Parameters 



Setting Your LOGO 

When you send a document, your LOGO appears on the top of the copy printed out at the other station. 
The LOGO helps to identify you to someone who receives your document. 



1 



FUNCTION 



15 




SET MODE (1-6) 
ENTER NO. OR V A 




1 : USER PARAMETERS? 
PRESS SET TO SELECT 



3 



SET 



repeatedly until display shows; 



LOGO 
I 



4 Enter your LOGO (max. 25 characters and digits) by using 
the Character keys {see page 10). 

Ex: [HEl[H][Al[l][aC8][nEl 

If you mal<e a mistake, use [<] or [>] to move the cursor to 
the incorrect character and enter the new character over it. 
If more than 19 characters are entered, the left side 
characters will scroll off the display. 



LOGO 

PAUASONICl 
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User Parameters 



Setting Your Character ID 

If the remote machine has a Character ID capabilities, when you are sending or receiving your Character 
iZy^^' °" '^'^ "^'^'^^ ^^^^^^ '° «^eS on you! 



1 



RJNCTION 

c 



15" 



SET MODE (1-6) 
ENTER NO. OR V A 



1 .-USER PARAMETERS? 
PRESS SET TO SELECT 



3 



SET 



repeatedly until display shows; 



CHARACTER ID 
I 



4 Enter your Character ID (max. 16 characters and digits) by 
using the Character keys (see page 10). 

Ex: CHEEJEBlsb&cejCoIECHEDCSE 

If you make a mistake, use [<] or Q to move the cursor to 
the Incon^ct character and enter the new character over it. 



CHARACTER ID 
HEAD OFPICEI 



5 



SET 



IS 




Note: The special characters of A, A, 6, 0, /E, d and ^ cannot be used for Character ID. 
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► User Parameters 



Setting Your ID Number (Fax Telephone Number) 

If the remote machine does not have a Character ID but it has an ID Number, when sending or receiving, your 
ID Number will appear on the remote machine's display and their ID Number will appear on your display. 

We suggest you use your facsimile telephone number as your ID number, (max. 20 digits) 



1 



FUNCTION 



SET MODE {l-6> 
ENTER NO. OR V A 




1 : USER PARAMETERS? 
PRESS SET TO SELECT 



3 



SET 



repeatediy until display shows; 



ID NO. 



il 



Enter your ID (max. 20 digits) by using the l<ey pad and 



Ex: @(0)®rSPACEl ®®(D 



ID NO. 






201 555 1212! 



If you make a mistake, press I CLEARJ to erase the number 
then reenter the correct number. 



5 



SET 




Note: 1. You may use 0 to enter a "+" character at the beginning ot the ID number to indicate the Mowing 
cSgit(s) for your country code. 
Ex: +1201 555 1212 + 1 for U.S.A. country code. 
+81 3 111 2345 +81 for Japan country code. 
2. For some countries, this feature is not available dependng on Uie country's reg^latiem. 
The display may not show Uiis feature. 
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One-Touch/Abbreviated Dialling Numbers 

Entering One-Touch/Abbreviated Dialling Numbers 

One-Touch and Abbreviated DiaJling are two fast ways of dialling full teleph^ 

methods, you must first store the telephone number using the following procedure. "^«'"^«®<^'^"'"9 
To enter a One-Toudfi key, follow these stefM below 



1 



FUNCTION 



c 



15 



J 



SET MODE Cl-6} 
ENTER NO. OR V A 



2 



SET 



1 : ONE-TOUCH 
2:ABBR. NO. 



3 



ONE-TOUCH< > 
PRESS ONE-TCH OR v 



3 



4 
5 



6 



Ex: 



Enter the telephone number. 

(up to 36 digits including pauses and spaces) 



Ex: (D 



mmm 



SET 



<01> 

ENTER TEL. HO. 



<0l> 

9-555 1234| 



<01> ENTER NAME 
9-555 1234 



Enter the station name using character keys 
(up to 15 characters). 



8 



SET 



15 

To record another number, repeat step 4 to 8. 
To return to standby, press I STOP J . 



<01> SALES DEFT I 
9-555 1234 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 
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► One-Touch/Abbreviated Dialling Numbers 



To s»t an Abbreviated Dialling Number, follow these stepe below 



1 

2 

3 

4 

5 

6 



8 



FUNCTION { 7 




SET 




Ex: 



(UF-770: 00 to 99, UF-550: 01 to 72) 



Enter the telephone number. 

(up to 3 6 digits inc luding pauses and spaces) 

Ex: (D[MiSi]®(DC§)ClE&£B(D(D®(D 



SET 



Enter the station name using character keys 
<up to 15 characters). 

Ex: [AlEJEISlfflllHmmillESi 

SET 



To record another number, repeat step 4 to 8. 
To return to standby, press I STOP 1 . 



SET MODE (1-6) 
ENTER NO . OR V A 



1: ONE-TOUCH 
2:ABBR. KO. 



ABBR. [| 3 

ENTER NO . OR V A 



[22] 

ENTER TEL. NO. 



[22] 

9-555 23451 



[22] i^^R NAME 
9-555 2345 



[22] accounting! 

9-555 2345 



ABBR, E| ] 

ENTER NO. OR V A 



] 



Note: 1. If you require a special access number to get an outside lirte, enter it first and tfjen piese 
A hyptien "-"fe (flayed for pause. 



2. Use 



to enter a ^tace between the numbers to malce it easmr to read. 

3. ne built-in Itattery can back up One-Toucfi/ABBR. Numbers tjp to 10 da^ wtmn a power fatture 

occurs. 

^' tfyo^a'^" s»^ Pu'se rfa/ffng and you wisfi to <^ge to Tone OaBing in ifte trUddle of dialling, press 
I TON EJ (represented by aT). The dialHng method wai be chmged from Pulse to Tone after 
dialling the digit T. 
Ex : 9 PAUSE TONE 5SS1S34 

5. You can search for an unused One-Touch key or ABBR, nunUier by ptessing\x] orB /nsfepa 
or 4. 
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One-Touch/Abbreviated Dialling Numbers 

Changing or Erasing One-Touch/Abbrevlated Dialling Numlsers 

If you have to change or erase any of the One-Touch/Abbreviated dialling numbers, follow the steps below. 
To change the settings of a One-Touch/ABBR. dialling number 



1 



3 



5 
6 



m 



FUNCTION 

13 



15 




SET 



IS 



Select 1 for One-Touch Dialling number 
Select 2 for ABBR. Dialling Number 

Ex: ® 

Enter the station you wish to change 
Ex: 



01 



CLEAR 



then enter a new telephone number, {see Note 1 and 2) 

Ex: ©[EAUSI]®® (i)[ISeE](l)®(I)(l) 

SET 

CLEAR 



then enter a new station name, (see Note 1 and 3) 

ExrIHaillBlIjHS] 

SET 



To return to standby, press I STOP | . 



1 : ONE-TOUCH 
2:ABBR. NO. 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



<01> SALES DEPT 

9-555 1234 



<01> SALES DEPT 
ENTER TEL. NO. 



<01> SALES DBPT 
9-555 34561 



<01> SALES DEPT 
9-555 3456 



<01> ENTER NAME 
9-555 3456 



<01> PANAFAZi 

9-555 3456 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



then enter the conwit number over the 

^- ^^^Lg QEYJ to in sert a space between the numt)ers you set If the telephone number is 36 
in length, I COPY I cannot be used to insert a space. 

3. 1.... COP . Y j cannot be used to insert a space In setting of the statkm name. 

settifTgs cannot be changed or erased until the communication has fin^wd 

TO Change or erase the settings, cancel the communication Hist by EcHt File hOode (see page 76) 
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► One-Touch/Abbreviated Dialling Numbers 



To erase the settings of One-Touch/ABBR. Dialling numiier 



1 



FUNCTION 




SET 



1 : ONE-TOUCH 
2:ABBR. NO. 



3 



Select 1 for One-Touch Dialling number 
Select 2 for ABBR. Dialling Numtter 

Ex: ® 



Enter the station you wish to erase 



Ex: °' 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



<01> SALES DEPT 

9-555 1234 



CLEAR 



<01> PAKAPAX 
ENTER TEL. NO. 



5 



SET 



To return to standby, press I STOP 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



m 



Note: If the One-Touch/Abbreviated dialling number has been used for a communicatiort reservation, the 
settings cannot t>e changed or erased until the communication has Sni^ied. 
To change or erase the settings, cancel the communicaUon ff/st by Edit FiteMtxte (see page 76) 
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One-Touch/Abbreviated Dialling Numbers ^ 

Printing Out a Directory Sheet 

After programming a one-touch dialling number, you can print out the directory sheet which inciudes the first 
12 characters of each station name. Cut along the dotted iine and place it over the One-Touch key under 
the Directory Sheet Cover. To print out a directory sheet, follow the steps below 



1 



FUNCTION 
7 




PRINT OUT U-7) 

ENTER NO. OR V A 




SET 



Your machine prints out the directory sheet. 



* PRINTING • 
DIRECTORY SHEET 



□ 



*****,«***♦*.,*».* -DIRECTORY SHEET- 




DATE 08-MAR-1997 


***** TIME 


15:00 ***** 


. 01 

, SALES DEPT 


02 

ENG . DEPT 


03 

ACCT. 


DEPT 


04 

EXPORT 


05 

DEPT R Sc 


D DEPT 


06 

MARKET 


DEPT 


" 07 


08 


09 




10 


11 




12 




' 13 


14 


15 




16 


17 




18 




, 19 


20 


21 




22 


23 




24 




' 25 


26 


27 




28 


29 




30 




. 31 


32 

P5 


PI 

P6 




P2 
P7 


P3 

P8 




P4 




^"^^^ dotted 


line 










PANASONIC 








OFFICE 


_**»* _201 555 1212- 


*** tilt ****** 


************ 



Olractory Sheet Cover 




33 



► Customizing Your Machine 



Your facsimile machine has a variety of adjustable Fax Parameters. These parameters, listed In the Parameter 
Table, are preset for you and do not need to be changed. If you do want to make a change, read the table 
carefully. Some parameters, such as the Resolution, Contrast, and Verification Stamp parameters can be 
temporarily changed by simple key operation just before a transmission is made. When the transmission ends 
however, these parameters return to theirpreset values (Home position). Other parameters can only be changed 
by the procedure described below. ' ^ 

Setting the Fax Parameters 



1 



FUNCTION { 7 




SET MODE 


(1-6)1 


ENTER NO. C 


R V A j 



2 



SET 



FAX PARAMETER (01-99) 
N0.=| j 



3 Enter Fax Parameter number from the Parameter Table 
(see pages 35 to 38). 



Ex:®® for CONTRAST 



4 





FAX PARAMETER (01-99)1 
NO. =01 1 


SET 






01 CONTRAST h 
l:NOIlKAL | 



5 



6 



Enter the new setting value. 
Ex: (2) for LIGHTER 



SET 



To set another parameter, press I CLEAR I to return to step 
3, or, to return to standby, press I STQP J . 



01 CONTRAST 
2 : LIGHTER 



02 RESOLUTION 
1 : STANDARD 



Note: 1. To scroll the Fax Parameters in Step 2 or 4, press fvl of [A] , 

2. To print out a Fax Parameter List, see page 151. 

3. The built-in battery when fully charged can back the Fax Parameter settffm for up to 10 davs 
when a power failure occurs. " j 



Customizing Your Machine ^ 



Fax Parameter Table 



No. 




Sfltting 
Number 


Setting 


Commants 


01 


CONTRAST 


1 


Normal 


Setting the home portion of ttie CONTRAST key. 


2 


Ughter 




3 


Darker 




02 


RESOLUTION 


1 


Standard 


Setting the liome position of the RESOLUTION key. 


2 


Fine 


3 


8- Fine 


04 


STAMP 


1 


Off 


Setting the home position of tl» STAMP key. To selectthe stamp 

function when document is storedlnmemoryfseeFax Parameter 

No. 28). 


2 


On 


OS 


MEMORY 


1 


Off 


Setting the home position of the MEMORY key. 


2 


On 


06 


DIALLING METHOD 


1 


Pulse 


Selecting the dialling method. 


2 


Torfs 


07 


HEADER PRINT 


1 


Insida 


Selecting the printing position of the header. 
Inside : Inside TX copy area. 
Outside ; Outside TX copy area 
No pr«t : Header is not printed. 


2 


Oiitsids 


3 


No print 


08 


HEADER FORMAT 


1 


Logo, ID No. 


Selecting the headerfornnat. 


2 


From To 


09 


RCV'O TIME PRINT 


1 


Irwalid 


Selecting whether or not the machine prints the received data & 

time.remota ID.percentageofreductionandpage number on the 
bottom of each received page. 


2 


Valid 


10 


KEY/BUZZER VOLUME 


1 


Off 


Selecting tiie volume of the Key/Buzzer tone. 


2 


Soft 


3 


Loud 


12 




1 


Off 


Selecting the home positkMi of printout mode for COMM. Journal 

Off/Always/lnc.only 

Off ; No printout 

Always : Always prints out 

1 no. only : Printout when communicatkm has failed. 


2 


Always 




3 


Inc. only 


13 


AUTO JOURNAL PRINT 


1 


Invalid 


SelecBng whether or not the machine printe the journal 




2 


Valid 


automaticallyafler every 1 00* transacttons. 
(*UF-550 : 32 transactions) 


14 


FILE ACCEPTANCE 
REPORT 


1 


Invalid 


Selecting whether or not the machine prints the file acceptance 
oumal . If you set this parameterto valid, the journal will be printed 
out after entering any communications using menrKHry. 




2 


Valid 
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► Customizing Your Machine 



No. 


Parameter 


Setting 
Niifflber 


Setting 


Comments 


17 


RECEIVE MODE 


1 


Manual 


Setting ttie reception mode either automatic or manual. 


2 


Auto 


22 


SUBSTITUTE RCV 


1 


Invalid 


Selecting wtiettier or not the machine receives to menwy when 
recording paper runs out, toner runs out or recording paper 
Jammed. 


2 


Valid 


23 


RECORDING PAPER 
SIZE 


1 


A4 


Setting the recordina oaoer size inslaliad in vour maAhino 
(UF-S50only) 


2 


Letter 


3 


Legal 


24 


PRINT REDUCTION 


1 


Fixed 


Selecting print reduction mode. 

Rxed: Reduce received document according to setting of 
l^rameterNo. 25. 

Auto: Reduce received document according to the length of 
received documents. 


2 


Auto 




REDUCTION RATIO 


70 


70% 


Selectfng fixed print reduction ratio from 70% to 100%. This 
parameterfunclions only when fixed print reduction is selected 
on fax parameter no. 24. 






100 


100% 


26 


POLLING PASSWORD 




/ \ 

\ — ; 


Setting a 4-digit password tor secured polilng. 


27 


POLLED FILE SAVE 


1 


Invalid 


Selecting whether or not the machine retains the polled 
document in memory even after the document is polled once. 


2 


Valid 


28 


STAMP AT MEM. XMT 


1 


Invalid 


Selecting whether or not the machine stamps the original 
documents when storing the documents Into memory, 
(depending on the Starrip setting on ttte Control Panel.) 


2 


V^id 


30 


DRO SERVICE 


1 


Invalid 


Selecting whether or not the machine is available 'DRD 
Sennce". lfthisparametBrisaetto"Valid",yourmachlnedetects 
the specified ring pattern only to receive a document 
automatically 




vaiia 


31 

w 1 


SAVE 


1 


Iroaild 


Selecting whether or not the machine retains the document in 
memory if the document is not successfully transmittsd. 


2 


Valid 


32 


COPY REDUCTION 


1 


Invalid 


Selecting whether or not the machine performs copy reduction in 
accordance with ttie setting of Parameter l»Jo. 24 and 25. 


2 


VMd 




33 


XMT REDUCTION 


1 


Invedtd 


Selecting whether or not the machine pertonns reduction when 

thetransmitting document iswider than the recording paperused 
at the receiving machine. (UF-770oniy) 


2 


Valid 


34 


POWER SAVE TIMER 




Slart-1ime 
End-Time 


To reduce the power consun^jtion of the machine in standby, 
select the time period to turn off ttie high temjjerature fuser unit 
when the piinter is idle. 

Factory default Is always "ON" (When Start = 00:00 and End - 
00:00). 



Continued on the next page. 
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Customizing Your Machine 



No. 


Parameter 


Setting 
NumDer 


Setting 


Comments 


37 


RCV TO MFMnnv 




( — ) 


Entera4-digil password usedto print outthe received documem 
in memory by F8-5 (RCV TO MEMORY). When F8-5 issettoOn 
ttvs parameter will not be shown on the LCD display, (see page 


38 


FAX ACCESS CODE 




(--) 


Enter a 4-diglt Fax Access Code to secure the machine from 
unauthorized use. (see page 84} 


40 


RELAY XMT REQUEST 


1 




Selecting whether or not the machine peilbrms Relay XIMT 


*5 
£. 


Valid 


. Request, (see page 128) ■>» «pvri 


41 


CONF. FAX 
PARAMETER 


1 


tnvdiic 


n!!^^'"*'^*'®' "^"^ performs Confidential 


O 

C. 


Valid 


Network Communication, (see page 124) 


42 


CONF. POLLED FILE 
SAVE 


l 


invoiia 


Selecting whether or not the machine saves the confidential 




Valid 


polled file even after the file is polled once. 


43 


PASSWORD-XMT 


\ 


un 


Settinga4-digitXMT-Password and selecting whether or notthe 
machine performs and ohecl<s the XMT-Password of the 
receiving station wher) transmitting, (see page 112) 


C 


On 


44 


PASSWORD-RCV 




vJiT 


Setttnga 4-digit RCV-Password and selecting whether or notthe 
machine perfonro and checks the RCV-Password of the 
[ransmimng station when receiving, (see page 112) 


2 


Un 


46 


SELECT RCV 


< 

1 


Invalid 


^«ng whelher or r»t the machine performs selective 
reception, (see page 111) 


2 


Vaflu 


48 


TELEPHONE LINE 


1 


PSTN 


Selecting the type of Nne connected. 


2 


PBX 


49 


PSTN ACCESS CODE 




0 


oeaing h't) i im Access Code. (max. 4 digits) 


50 


FLASH KEY 


1 


cann 


Selecttng to use FLASH on control panel either as Earth key or 

•"fSSHn K6y. 




2 


r icnoi 1 


52 


DIAGNOSTIC 
PASSWORD 




(--) 


Setting the password for Remote Diagnostic Mode. Please ask 
your Panasonic Authorized Dealer f(»' details. 


53 


SUB-ADDRESS 
PASSWJRD 




{--) 


Setting a ao-digit password for secured sub-address 
oommunicatkm. 


54 


FAX FORWARD 


1 


Invaltd 


Seleclingv^tftar or notthe machine performs the FaxFnrwairi 
(UF-770 only, see page 93) 




2 


Valid 


55 


OMR-XMT 


1 


Off 


Setting the home position of the OMR-TransmissJonparameter 
m the Select Mode, (see page 91) 




2 


On 


56 


COA^R SHEET 


1 


Off 


Setting the home position of the Cover Sheet parameter In the 
SelectMode. (Seepagesg) 




2 


On 
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Customizing Your Machine 



No. 


Parameter 


Setting 
Number 


Setting 


Comments 


58 


LANQUAGE 


1 


English 


Selecting the language to be shown on the display and reports. 






2 


French 








3 


German 




oy 


rAHALLEL PORT l/F 

[See note 3] 


1 


Invalid 


Selecting whether the machine enables the Printer Interfece or 
PC Interface. 




2 


Printer 
Interface 






3 


PCIntertaoe - 




60 


OPTION PAGE 
MEMORY 
[See note 4] 


0 


0 MB 


SelecUng the additional memory size to be allocated as the 
Page Memory used forthe Printer/PC Interface. The amount of 
additional memory allocated wrill reduce frie size of available 
Do«jm^ Memory. 




1 


1.5 MB 


65 


PRINT COLLATION 


1 


Invalid 


Selecting whether or not the machine prints out documente in 
seauence. (see oaoa 63) 






2 


Valid 


77 


LOQO/DEPT CODE 


1 


Invalid 


Selecting Whether ornot the machine performs ttie Multiple Logo 
or Department Code operation. 

{UF-770only) 






2 


Muiti-LOGO 






3 


DepLCode 




99 


MEMORY SI2E 






IDIsplay the amount of base and optional memory installed. 
(Base Menrwry + Optional Menwry) 



m 



Ntam: 



1. The contonts of Fax Parameter may merchprnK^ng on the each courttry's regulation or^>edfication 

2. The standard settmgs are printed on the Fax Parameter List To print out Fax Parameter Ust see 
page 151. ' 

3. This parameter available only when the Parallel Port Interface Option is installed 

4. This^rameter is available only when the Parallel Port Interface Option and Optional Memory Card 
(2 MB or more) are installed. (See page 169} 
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Loading Do cuments 

Documents You Can Send 

In general, your machine will send any document printed on A4 size paper. 

Document Size | 



Maximum Size 



280 mm 



2000 mm 




Document Thickness [ 



Minimum Size 






148 mm 




128 mm 









Diraction 




Single sheet; 

0.06mm(45g/m2)lo 
0.15mm (112g/m2) 

Multiple sheets; 

0.06mm(4Sg/m2)to 
0.12mm(75g/jfn2) 



4 



Direction 



Documents You Cannot Send 

You must never try to send documents that are 
Wet 






Too thin (e.g., onionskin, 
airmail pajper, pages from 
some magazines, etc.) 



Coated (e.g., giossy 
paper, etc.) 






Covered with wet ink 
or paste 



Wrinkled, curled or 
folded 



Chemically processed 
(e.g., pressure-sensitive p^r, 
carison-coated paper, etc.) 
or made of cloth or metal 



To transmit these kinds of documents, make a photocopy first and then transmit the copy instead 
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► Loading Documents 



How to Load Documents 



Be sure the document(s) is free of staples, paper clips and is not torn, greasy or covered by foreign objects 
P ace the document(s) FACE DOWN on the Automatic Document Feeder <ADF) until the leading edge 
placed into the machine stops. 

? ^cn «It!fi"?"^ P^^es, make sure that the bottom sheet enters first. You can also stack ud 

to 50 PAGES (see Note 1 ) on the ADF at one time. If you have more than 50 pages, wait until transmission 
thelSer'" "^^""^"^ ^^^^^ ^^^^ "^'^^ remaining pages on top of the last page In 

Adjust the Document Guides to center the document on the ADF. 



DocumsntGuides 




CORRECT 



INCORRECT 





TnHZlTr^' ^ document on the ADF. the display message will change from date and time (standby) to the 
following message. You can now change basic transmission settings, or begin the dialling procedure. 



ENTER STATION (S) 
THEN PRESS START 



Note: 



oo%| 



1. The ADF capacity of UF-SSO is up to 30 pages. 

2. Transmitting documents longer than 356 mm requires user's assistance. 

3. When transmitttng documents longer than A4 size, please extend the sub-tray as shown below. 



Basic TVansmission Settings 



• Contrast 

• Resolution 

• Halftone 

• Stamp 

• Communication Journal 

After your document has been sent, your machine will automatically return to the preset settings. 
Contrast 

lollT t^'l'^^Jf *° '^T^' *° a documBTH With [fghter contrast, change the 

T ^!^^^ '° ' "^"^"^ «=^"9«'he setting to S 

"ress I CONTRAt^T ) to: 



ca DARKER 
1=1 LIGHTER 
CONTRAS T 

I I 

CONTRAST = Normal 



a DARKER 

-•■vUGHTER 
CONTRAST 
I J 

CONTRASTsUghter 



7^-DARKER 

C3 LIGHTER 
CONTR AST 
I I 

CONTRAST -Daiker 



Wote: To change the preset Contmst position, change the setting of Fax Parameter Ato. 01, 



seepage 95. 



Resolution 

Your machine is preset to Standard resolution, which is suitable for most documents 
Use F ine or Super Fin e for detailed documents- 
Press I RESOLUTION [ to: 



C3 S-FINE 
£=3 FINE 
RESOLUTIOM 
I I 



RESOLUTION > Standard 



ca s-Ft»e 

•• J.-" 

;"iCFINE 

R ESOLU TION 
1 I 

RESOLUTION = Fine 



-•-S-RNE 

en FINE 
RESOLUTION 
1 I 



RESOLUTION > Super Fine 



Note: To change the preset Resolution posiUm, change the setting of Fax Parameter No. 02, 



see page 35. 
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► Basic Transmission Settings 



Halftone 



The Halftone setting is useful when sending photographs or illustrations with gray tones 
preset to HALFTONE = Off. You can select either Fast mode or QuaJity mode. 
Press r ~ ' ■ 



Your machine is 



HALFTONE I to: 



a FAST 

= QUAUTY 
HALFTONE 



c 



□ 



C3 FAST 

;"»C£WALITY 
HALFTONE 
I t 



t=l QUW.ITY 
HMJFTONE 



HALFTONE = Off 



HALFTONE > Quality 



HALFTONE = Fast 



! 



Note: Wh0nyousel0ctHALFrONE.FASTorQUAUTY,yourmacNnewiHautormtk^llys^ 



Verificatron Stamp 

Int^^ff ^""^ stamp helps you to confirm successful transmissions by stamping the bottom of each 
succe ssfully tran smitted page with a small ® mark. m y " 

Press I STAMP I to: 




STAMP -Off STAMP » On 



Note: 



1. When you store a document in memory, the Verification Stamp will stamp on the document if it is 
successfufty stoma m memory. In this case the Verification Stamp is not a conflmtation that the 
document was successft^ly transmitted. If you wish to disable the use of the Verification Stamp wften 
stonng docummt in memory, change ttie setting of Fax Parameter No. 28, see page 36, 

2 To change the preset Verification Stamp position, change Ifte seftfng of Fax Parameter No 04 see 
page 35. ' 
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Basic Transmission Settings 

Communication Journal (COMM. JOURNAL) 

A Communication Joumal lets you verify if the transmission was successful You can select the mnriitinn 
to print out the communication Joumal as follows. ® condition 

When you set COMM. JOURNAL = OFF, a Communication Joumal will not be printed out 

When you set COMM. JOURNAL ON, a Communication Journal rs printed out automatically after 

every communication. 

When you set COMM. JOURNAL = INC.. a Communication Journal is printed out automatically only if 

the communication has failed. 



1 



FUNCTION 



c 




SELECT MODE (1-5) 
ENTER NO. OR V A 




COMM. JOURNAL=INC 
1:0FF 2:ON 3 : INC 



3 




for OFF. 



or 




or 




for ON (Always print out). 



for INCOMPLETE only. 



COMM. J0DRNAL=0PF 
1:0FF 2:0N 3 : INC 



or 



COMM. J01IRNAL=0N 
1:0FF 2:0N 3 : INC 



or 



COMM. JOUiy>lAL=INC 
1:0FF 2:0N 3 : INC 



] 



SET 



Note; To change the prB$0tCk)mm. Joumal position, <^ange the $0mf^ of Fax Parameter No. 12, 



8eepa^35. 
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Sending Documents 

You can choose either Memory or Direct Transmission. 

Use l\^emory Transmission rf : 

• You want to send the document to multiple stations. 

• You have to retrieve the document immediately. 

• You want to talte the advantage of Dual Operation design. 

Use Direct Transmission if: 

• The memory is full. 

• You want to send the document real time. 

Use Voice Mode Transmit if: 

• You want to send the document after talking with the other party. 

• You want to send the document after listening to a voice prompting. 

Memoiy Transmission 

Your machine quickly stores the document into the machine's memory 
Then, starts to dial the telephone number. 



If the transmission fails, your machine will re-transmlt the remaining unsuccessful page(s) automatically. 



Store document 
in memory 




Receive 






0 
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Note: 1. The File Number of the document being stomd is shown at the upper 
ris^tcomerofthe display whilestoring the document. It is also printed 
on the Communication Journal (COMM. JOURNAL), Transaction 
Joum^ and File List. The percenter of memory used is shown on the 
lower right comer of ffte display after each page Is stored. 



STORE * NO. 
PAGE5s02 



* STORE * COMPLETED j 
TOTAL PAGES=05 30% 



MEMORY OVERFLOW 
INFO. CODE=870 



15 PAGES COMPLETED 
DELETE? 1:YES 2 :N0 



2. If a memory overflow occurs while storing documents into memory, all 
the remaining documents in theADF will be ejected The machine will 
prompt on the display, whetherto start transmitting those pages which 
are success^Hy stored or to cancel the transmission. Press (?) to 
cancel; press (D fo transmit. See SpecWcaUons, page 166 for the 
image memay capacity. 

If no action 1$ taken within 10 seconds, the machine will start 
transmitting the stored pages. 

3. An Information Code will be displaj^difthe transmission has failed or 
no anmer at We recei^ng side after the last automatic redial. 
The document stored for this transmission will be erased from the 
memory automatically and the information code is printed for me 
transmission on the Communication Journal (COMMJOURNAL). 
If you need to retain me incomplete documents even after the last 
rechal, dmnge Fax Parameter No. 31 (INC. FILE SAVE) to "Valid" in 
a<ivanoe.(see page 36) To retry the inconyjiete documerOs. refer to 
page 63. 

4. When a power failure occurs, the document infommtion stored in memory will be lost and a Power 
Failure Report will be printed automatically after the povfer is restored, (seep^ 1S2) 

5. To stop the transmission, press I STOP I . 
The display shows; 



] 



INCOMPLETE 
INFO. CODE=XXX 



COMMUNICATION STOP 
liYES 2: NO 



Press(l) to stc^ the transmission. The document you stored will be erased automatically. 

'f^"±,P'^*'f^^^^^^^^<^ocuments, chaiyge the setting of Fax Parameter No. 31 (INC FfLESAVE) 
to Valid in advance.(see page 36) v o/nvcy 



SAVE AS INCQMP,FILE?| 
1:YES 2:N0 



6. If you wouldlike tophnta Communkiation Journal (COMM. JOURNAL) atterstoppingatransmisshn, press 
(1) when the display shows: 



PRINT COMM. 

1:YES 2: NO 



JOUItNAL? 
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► Sending Docu ments 



Manual Number Dialling 

To dial the telephone number nrjanually, follow the steps below 

1 

t 1 Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



2 % 



Memory 



Make sure t hat the MEMO RY lamp is on. 
If not, press I MEMORY i to set "On". 



<J Enter a telephone number from the keypad. 

Ex:(D(D(D®(D(3)® 



TEL. NO. 
55512341 




The document is stored into memory with a file number. 
Then starts to dial the telephone number. 



* STORE * NO. 002 I 

PAGBSsOI 05% I 



* STORE * COMPLETED I 
TOTAL PAGES=05 25%l 



* DIALLING « NO 
5551234 



.002| 



m 



tUno. 1. If you need a special access number to get an oute/cfe line, dial it first then press I PAUSE I to enter a 
pause (represented by a "-') before diatting m M number. 
Ex: 9 PAUSE 5S51234 

2. If you are u sing Pulse dialling and you wish to change to Tone diaWng in the middle dl dialling, pt^ 
(represented by a T). 
The dialling mode will be changed from Pulse to Tone after diallina «ie dm T. 
Ex: 9 PAUSE TONE 5S51234 
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Sending Documents 

One-Touch Dialling 

S^plg^e 29 '^'""^ *° ^ "'■^'^'"^ ^ ""^'^ ''^y- "P One-Touch keys. 



1 ^// 



Set documents) face down. 



ENTER STATION(S! I 
THEN PRESS START 00 %l 



2 



"Uemory 

i J 

Make sure t hat the MEMO RY lamp is on. 
If not, press I MEMORY! to set "On". 



3 



Press a One-Touch key. 



Ex: 



<01> (station name) 
5551234 




* STORE * NO. 0021 

FAG&S=01 05%| 



The document is stored into memory with a file number. 
Then starts to dial the telephone numlser. 



* STORE * COMPLETED | 
TOTAL PAGES=05 2 5% I 



* DIALLING * NO.OO2I 
5551234 I 
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► Sending Documents 



Abbreviated Dialling 

Abbreviated dialling is a speedy way to dial a frequently dialed telephone number by preprogramming the 
telephone number in the built-in auto-dialer with a 2-digit abbreviated code. To program an abbreviated 
dialling number, see page 30. 



1 




Set document{s) face down. 



ENTER STATION(S) I 

THEN PRESS START 00 %| 



Memory 

Make sure that the MEMORY lamp is on. 



If not, press I MEMORY 1 to set "On". 



3 



Press I ABBR I then enter a 2-digit code. 



SPACE 



Ex: ABBrT { 1 J f 0 1 rTlOl (Station name) 

\ / [5553456 




STORE * NO. 002 I 

PAGES=01 05% I 



The document is stored into menwry with a file number. 
Then starts to dial the telephone number. 



* STORE * COMPLETED \ 
TOTAL PAGES=05 25%l 



* DIALLING 
5553456 



NO. 002 I 
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Sending Documents 



Directory Search Dialling 



1 




Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



Uemory 

I '" 1 

Make sure t hat the MEMO RY lamp is on. 

to set "On". 



If not, press FmemORY 



3 



DIRECTORY 
SEARCH 



ENTER IjETTER(S) 
I 



5 



Enter full station name or part of a station name from 
cliaracter l<ey (see page 10). 

Ex: OEIIaIENIIAI for searching PANASONIC 



ENTER LETTER(S} 

panaI 



repeatedly until display shows the station nam© you want 
to send to. 



[10] PANASONIC 
5553456 




* STORE * NO. 0021 
PAGESaOl D5%| 



The document Is stored into memory with a file number. 
Then starts to dial the telephone number. 



* STORE * COMPLETED 
TOTAL PAGES=05 25% 



* DIALLING * NO. 002 

5553456 
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► Sending Documents 



Multi-station Transmission (Broadcasting) 

If you have to send the same document{s) to multiple stations, you can save time in feeding the document(s) 
by using memory transmission. That is, you can store the document(s) Into memory and then send It to the 
station(s) automatically. 



ENTER STATION (S) 
THEN PRESS START 00% 

Set document(s) face down. 



1 ^/ 



'Zemory 

I I 

IVIal^e sure t hat the MEMO RY lamp is on. 
If not, press | MEMORyI to set "On". 



3 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• AbbreA^ted DIaJling 

• Manual Number Dialling, press I SET~1 after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, press i SET I after each 

station is entered 

(For details, see page 46 to 49.) 



Ex: 



01 



SPACE 
ABBR 



0 0 



If you want to confirm t he number of stations you have 
entered, press I SET 1 . 



<01> (Station name) 
5551234 



] 



[10] (Station name) 
5553456 



2 STN(S) ARE SET 
ADD MORE OR START 




CD 



The document is stored into memory with a file number. 
Then starts to dial the telephone number In sequence. 



STORE * 

PAGES= 



NO. 001 
01 01% 



] 



* DIALLING * 
5551234 



NO.OOll 



Note: You can review th e stations y ou entered in step 3 before storing your document into memory by pmssing 
E or [a] , Press [ CLEAR j to clear an entered station show on dSsplay if needed. 
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Sending Documents ^ 



Direct TIansmission 

If your machine's memory is full or you wish to send the document real time, use Direct Transmission. 



Manual Number Dialling (Direct Transmission) 

To dial the telephone number manually, follow the steps below. 



1 




I Set docum6nt(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00%| 



2 



C3 

MEMORY 



sure that the lamp goes off. 



ENTER STATION 






oo%| 



^ Enter a telephone number from the keypad. 
Ex:<D(D(D®(D(D(4) 



4 




Your machine starts to dial the telephone number. 



PRESS START TO DIAL 
55512341 



iialJ 



* DIALLING * 
5551234 



■J NoUi: 1. 



If you need a speaal access number to get an outside line, (Sal it fH& then press I PAUSE I to enter a 
pause (represented by a "-") before dialling ttie full number. 
Ex: 9 PAUSE 51^1234 

If you are u sing Pulse dialling and you wish to change to Tone cSalUng in the middle of (Mailing, press 
I TONE I (represented by a T). 

The diallirtg mode will be changed from Pulse to Tone after dialling the diait T 
Ex:9PAUSETONESSS1234 



To stop the tmnsmission, press I STOP 
The display shows: 



COMMONICATION STOP ? 
1:YES 2:N0 



to stop the transmission. The Communication Journal will not prim out regaidiees of the 
printout mode seWng of the Communication Journal. 
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► Sending Documents 



One-Touch Dialling (Direct lYansmission) 

One-Touch Dialling allows you to dial a full number by pressing a single key. To set up the One-Touch keys 
see page 29. ' ' 



1 ^/ 



Set document(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00% I 



MEMORY 



^^-^ Maice sure that the lamp goes off. 



ENTER STATION 



00%| 



3 



Press a One-Touch key. 



Ex: 



01 



The display will show the One-Touch number and station 
name. The full number (e.g. 5551234) will then be dialed. 



<01> (Station name) 
5551234 



* DIALLING * 
5551234 



Sending Documents ^ 



Abbreviated Dialling (Direct IVansmlssion) 

Abbreviated dialling is a speedy way to dial a frequently dialed telephone number by preprogrammina the 
telephone number in the built-in auto-dialer with a 2-digit abbreviated code. To program an abbreviated 
dialling number, see page 30. 



1 ^il 



Set document{s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00% I 



MEMORY 



•pKp Make sure that the lamp goes off. 



ENTER STATION 






00% 



3 



Press I ABBR I and a 2-digtt code. 

0 © 



SPACE 
Ex: ABBR 



[10] (Station name) 
5553456 



The display will show the ABBR number and station name. 
The full number (e.g. 5563456) will then be dialed. 



* DIALLING * 
5553456 
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► Sending Documents 



Directory Search Dialling (Direct fyansmission) 



Directory Search diallir^g allows you to dial a full telepiione number by searching the station name entered 
in One-Touch keys or Abbreviated dialling numbers. 



1 




Set document(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00%| 



MEMORy 



15 



Make sure that the lamp goes off. 



ENTER STATION 



00%l 



3 



DIRECTORY 
SEARCH 



ENTER LETTER (S) 



4 



Enter full station name or part of a station name from 
character key (see page 10). 



5 



Ex: BHCiS] for searching PANASONIC 



ENTER LETTER(S) 
FAMAl 



repeatedly until display shows the station name you want 
to send to. 



tlO] PANASONIC 
5553456 



6 




The full number (e.g. 5553456) will be dialed. 



* DIALLING ♦ 

5553456 



Sending Documents ^ 



Voice Mode Transmission 

If you wish to send the document after talking with other party, use Voice Mode Transmission. Your machine 
requires an optional fax handset or an extemal telephone. 

Off-Hooic Dialling 

For Off-Hook Dialling, follow these steps 



1 4/ 



Set document(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00%| 



Lift the fax handset or the external telephone and dial the 
telephone number from the keypad. 

Ex: (D(D(§)®(DcD(2) 



When you hear the voice of the other party, teit the other 
party to prepare to receive a document. 



Then, when you hear a beep, 




ON LIIfE * XMT * 

5551234 



and hang up the handset. 



LU Note: To stop the transmission, press I STOP | . 
The display shows: 

COMMUNICATION STOP ?| 
1:YES 2:N0 I 

Pfess(T) to stop the transmission. TheComnjunicationJountatwihnotptirawtrBgartKessofOteprintout 
mode setting of the Communication Journal. 
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► Sending Documents 



On-Hook Dialling 

For On-Hook Dialling, follow these steps 



1 ^/ 



Set clocument(s) face down. 



ENTER STATION{S) I 
THEN PRESS START 00%l 



2 



MONITOR 

You will hear dial tone through the monitor speaker. 



MONITOR 



Dial the telephone number from the keypad. 

Ex: (D(D(D0® CD® 



* DIALLING * 
55512341 



When you hear a beep, 




ON LINE * XMT * 

5551234 



Note: 1. if you need a specisJ access numb0r to get an outeide Ime, dial it first th0n press 1 PAUSE I toentera 
pause (mpresentedbya "-') before diaHlng the fuH number. 
Ex: 9 PAUSE 5551234 

2. If you are u sing Pulse dialling and you wish to ctiange to Tone diaWng in the middle of (Matting, press 
I TONE I (represented by a "/"). 

The dialling mode will be changed from Pulse to Tone after dialling tfie digit T. 
Ex: 9 PAUSE TONESSS1234 
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Sending Documents ^ 



Transmission Reservation 

You can do the following while sending a document from memory or receiving a document 

• Reserve next transmission into memory for up to 30* different documents, r UF^ admmntdocunmis) 

• Reserve a priority transmission. 

Memory Transmission Reservation (Dual Access) 

If your machine is on-line busy transmitting from memory, receiving or printing received documents vou can 
reserve transmission by tfie foflowing procedure. ' 



1 



Your machine is on-line, the ON LINE lamp is blinking or 
printing received documents. 




Set document(s) face down. 



Make sure that the MEMORY lamp is on. 



If not, press [ MEMORY 1 to set "On". 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press f SET i after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 




Your machine will store the document into memory. 



Note: To cancel the memory transmission reservation, see page 80. 



ON LINE * MEM.XMT * 
ID: (Identification) 



ON LINE * RCV * 
ID: (Identification) 



* PRINTING * 
MEMORY RCV'D DOC 



ENTER STATION (S) 
THEN PRESS START 00% 



<01> (Station name) 
5551234 



STORE * NO.OOSl 
PAGES=01 01%} 



* STORE * COMPLETED 
TOTAL PAGES=05 25% 
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► Sending Documents 



Direct Transmission Reservation (Priority Transmission Reservation) 

If you are in a rush to send an urgent document, however there are many files in the memory, use Direct 
Transmission Reservation to send the urgent document. The urgent document will be sent immediately after 
the current communication is finished. 
Note that you cannot send the documents to muittple stations. 

To reserve your machine for sending the urgent documents 



1 



3 



Your machine is on-line, the ON LINE lamp is blinking or 
printing received documents. 




Set document(s) face down. 



^EMORY 



ig-' ft4ake sure that the lamp goes off. 

Dial by using any one of the following methods: 

• One-Touch Dialling 
« Abbreviated Dialling 

« Manual Number Dialling and press 

• Directory Search Dialling and press I 
{For details, see pages 51 to 54.) 



ON LINE * MEM.XMT * 
ID: (Identification) 



ON LINE * RCV * 
ID: (Identification) 



* PRINTING * 
MEMORY RCV'D DOC 



ENTER STATION (S) I 
THEN PRESS START 00% I 



ENTER STATION 



00%| 



Ex: 



You can reserve sending an urgent document to a single 
station only. 

A message "DIRECT XMT RESERVED" will be shown on 
the display 

To cancei the direct transmission reservation 

Make suns the document is on the ADR 



1 



fSTOPN 



3 



and then remove the document from ADF. 



<01> (Station name) 
5551234 



DIRECT XMT RESERVED 
<01> {Station name) 



3 



DIRECT XMT RESERVED 
<01> (Station name) 



CANCEL XMT RESERVE ?j 
IrYES 2 :NO I 



Sending Documents ^ 



Redialling 

Automatic Redialling 

If the line is busy or there Is no answer, your machine will redial the 
number up to 3 times at 3 minutes interval. During that time, a 
message will appear as shown to the right. 
A file number is shown at the upper right comer of the display if it 
is a memory transmission file. 
Manual Redialling 



WAIT TO DIAL NO.OoTj 

(Telephone number) i 



You can also rediaf the last dialed number manually by pressing the | REDIAL I key. 
To radial the last dialed number through memory 




Set document(s) face down. 
Make sure that the MEMORY lamp is on. 



PAUSE/ 
REDIAL 



1 



2 
3 



The document is stored into memory with a file number. 
Then dials the last dialed number. 

To redtal the last dialed number through AOF 




1 

3 




Set document(s) face down. 



MEMORY 
1™_J 



g-* Make sure that the lamp goes off. 



PAUSE/ 
REDIAL 



Your machine starts to dial the last dialed number. 



ENTER STATION{S) 
THEN PRESS START 00% 



TEL. NO. 
5551234 



STORE * NO. 0021 
P%GBS=01 01%| 



* DIALLING * NO. 002 
5551234 



ENTER STATION (S) | 
THEN PRESS START 00%| 



ENTER STATION 






00% 




TEL. NO. 




5551234 






* DIALLING * 




5551234 





Note: 1. While me unH is displaying "WAIT TO DIAL", you can press fREDIAL l to start redialling immediately. 
2. While the unit Is displa ying 'DIALLI NG" and a message is heard thnx^ »ie rmnitor that the drcuite are 
iiiay...... you can press ] REDIAL I to start redtMIng immediate. 
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► Receiving Documents 



Your machine is provided with both automatic and manual reception modes. The selection of either reception 
mode is made with Fax Parameter No. 17 (RCV IVIODE). 

Automatic Reception 

Your machine wiJI receive documents automatically if the Fax Parameter No. 17 {RECEIVE MODE) is set 
to "Auto" (See page 36). 

iManual Reception 

You may wish to receive documents manually if you use the telephone line in your office primarily as a 
personal telephone and occasionally for your facsimile machine. 

To receive documents manually, change the Fax Parameter No. 1 7 (RECEIVE MODE) to "Manual" (See page 
36) and the following message will be shown on the display. 



60 



08-MAR-1997 15:00 

MANUAL RCV 00% 



To receive documents manuaily 



1 



When the telephone rings, lift the handset (See Note). If 
you hear a beep, the sound tells you that someone wants 
to send a document. 



Remove any documents from the ADF. 



3 




OH LINE * RCV * 



4 



Your machine starts receiving the document. 



Hang up the telephone. 



m 



Note: Your machine requires an optional fax handset or an externa! tetef^ne Conner^ to me TEL jack on 
the rear of (fte machine. 



Receiving Documents ^ 



Print Reduction 

This machine can use Letter, Legal or A4 size plain paper for recording. Sometimes, oversized documents 
sent to you by the other parties cannot be printed within a single page. When this occurs, the document wiil 
be divided into separate pages. 

This machine is equipped with a Print Reduction function to solve this problem. You may select the most 
appropriate setting from the selections described below. 

1. Automatic Reduction 

Each page of a received document Is first stored in memory. Based on the document length, your machine 
will automat(cally calculate the suitable reduction ratio (70% to 1 00%) to print the entire document on asingle 
■ received document is extremely long (over 39% longer than the recording paper), the document 
will be divided into separate pages and printed with no reduction. 

2. Fixed Raduetion 

You can predetermine the reduction ratio from 70% to 1 00% in 1 % steps. The document(s) you received will 
be reduced to this ratio regardless of the size. 



Selecting the Print Reduction Mode 

Set Fax Parameters as shown below, (see page 36) 

1 . To set Automatic Reduction mode. 

(1) No. 24 Print Reduction set to "Auto". 

2. To set Fixed Reduction mode. 

(1) No. 24 Print Reduction set to "Fixed". 

(2) No. 25 Reduction Ratio set to any number between 70% through 100%. (see Notel 
Ex:A4to A4-96% ' 

A4 to Letter - 90% 

Letter to Letter - 96% 
Legal to Letter - 75% 



m 



Note: If sending side is set to print the header on the outside of the copy area, more recbjotion ratio wiH be 
required. 
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► Receiving Documents 



Receiving Oversize Documents 

If received document is extremely long (over 39% longer than the recording paper), the document wlH be 
divided into separate pages. When printing on separate pages, the bottom 10 mm of first page will be 
overlapped on top of the next page. 



Transmiitted Document Received Document 




Overiap print. 
10 mm 



The receiving document is divided 
into two sheets with overlap printing. 



Note: 



If the reduction method is set to Automatic Reduction mode, ttte document is printed out with no reduction 
when printing out separate pages. If the reduction method is set to Fixed Reduction mode, me document 
is printed out by the ratio you set in Fax Parameter No. 25. 



Receiving Documents ^ 



Substitute Memory Reception 

If the recording paper runs out or jams or if the toner runs out during reception, the machine automatically 
starts receiving document into its image data memory. Stored documents ate printed automatically after 
replacing the recording paper or toner cartridge. 



1 

2 



When the machine finishes the memory reception and 
there is no recording paper or toner, an Information Code 
appears on the display. 



Install recording paper {see page 18) or replace the toner 
cartridge (see page 16). 

The machine will automatically start printing the document 
stored in the memory. 



NO RECORDING PAPER 

INFO. CODE=010 



OUT OF TONER 
INFO. CODE=041 



* PRINTING * 
MEMORY RCV'D DOC 



Note: 1. If me memory overflows, the machine will stop receiving and release the communk^n line 
The document{s) stored in the memory up to that moment will tie printed out. 

2. When a power failure occurs, 

[UF-770] 

Jlj^^^fn^ntfrifonrmtionstoredirimernofyiArilibesavedfori^to 1 hour, when the battery Is fully charged. 

The document information stored in memory will be lost. A Power Failure Report wilt be printed 
automatically after the power is restored. 

The r^rt will not be printed if there were no documents in the memory, (see page 152) 

3. If you wish to turn off the substitute recepition function, change the setting of Fax Parameter No 22 to 
'Invalid' (see pe^ 36). » • « .v 

Print Coilation Mode 

The printing mechanism of the UF-550/770 is a Reverse Order Stacking construction. The UF-550/770 has 
a Pnnt Collation Mode that stacks received documents in the correct order. When the Print Collation Mode 
IS enabled, all received documents are stored into memory first, then printed out in Correct Order Stacking 
The requirements for the Print Collation Mode to be active are; 1)Fax Parameter No. 65 PRINT COLUTION 
set to Valid", and 2) enough remaining memory. 

The unit will print in Reverse Ofider Stacking (Non-Collation Mode) whenever one of the above requirements 
IS not met. 

SuppTes) *^ installing an Optional Memory Card. See page 169 (Options and 



Sending Document Order 



J p 

2 = 



Stacking Document Order 



Correcl Order Stacking 
(Collation Mode) 



2 = 



Reverse Order Stacking 
(N(m-Collation Mode) 



4 
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► Making Copies 



Your machine has a copy function which can make single or multiple copies. When copying, your machine will 
automatically select Fine resolution. 



1 




Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00^ 



2 




COPY 

NO. Or C0PY=1 



^ Enter the number of copies. 
Ex:®® 



COPY 

NO. OF COPY =10 




The machine stores the document, then prints the copies. 



STORE * NO. 005 1 

PAGES=01 01% I 



* STORE * COMPLETED | 
TOTAL PAGES=05 25%l 



* COPY * 

NO. OF COPY=01/10 



IXl Note: 1. The copy will be reduced automatically depending on the length of original document. If you wi$h to 
disable reduction function in copy mode, change the setting of Fax Parameter No. 32 (COPY 
REDUCTION) to "Invalid' (see page 36). 
2. Super Fine resolution is not available when copying. 



64 



Timer Controlled Communications ^ 

You can send a document to one or multiple stations at any preset time witliln the next 24 hours. Upto 30* built-in 
timers can be set for deferred transmission and deferred polling, r uf-sso : Bbm-mmm) 

Deferred Transmission 



1 




Set document(s) face down. 



2 PUNCTioN ^jf 



15 



ENTER STATION (S) I 
THEN PRESS START 00%| 



DEFERRED COMM. N0.= 
liXMT 2: POLLING 



3 



3 



5 




Enter the start time from the Iceypad. 

(Use a 4-digit, 24-hour clock) 

Ex: (D(S)(DCfi)(11:30 p.m.) and I SET I 

Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET | after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Upto 12 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



DEFERRED XMT 
STTffiT TIME I 



ENTER STATION ( S ) 
THEN PRESS START 



CD 



Ex: 



ot 



<01> (Station name) 
5551234 




STORE * NO. 002 

PAGES=01 05% 



to store documents into the memory. 



* STORE * COMPLETEDI 
TOTAL PAGES=05 30%| 



Note-- 1. If you enter a wrong number in Step 4, press fCLEAFt I then re-enter the ri^t number. 

2. To change or cancel the Deferred Communication settings, see page 75. 

3, When you resent a ctefewd transmission without storhg d ocument into memory tfje Momng 
message mil be shown on the di^ay after pressing I START I in the st^. 



DEF DIRECT XMT RSV'D 
<01> {Station name) 
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► Timer Controlled Communications 



Deferred Polling 




DEFERRED COMM. N0.= 
1:XMT 2: POLLING 




DEFERRED POLLING 
PASSWORD-IIII 



1^ Enter a 4-digit polling password. 
Ex: (D(D(7)CD and I SET I 



DEFERRED POLLING 
START TIME | 



6 



Enter the start time from the keypad. 
(Use a 4-diglt, 24-hour clocl<) 

Ex: (g)(D(D(0) (3:30 a,m.) and I SET 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET I after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, press ! SET i after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 



01 




ENTER STATION (S) 
THEN PRESS START 



<01> (Station name) 
5SS1234 



STORE 



HO.OOll 



Note: 1 . if you enter a wrong number in Step 3, press I CLEAR I , then m-enter the right number. 
2. To change or cancel the Deferred Communication settings, see pag^ 75. 
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Polling M 



Polling means calling other statlon(s) to retrieve a document. Tlie other station must l<now In advance that you 
will call and must have a document set on the ADF or stored in the memory. You may need to set a pollina 
password, shared by the other station, to ensure security. 

Setting Polling Password 

If the polling password does not match with the polled station, your polling request will be refused 
automatically. 

To set the polling password, follow the steps below. 



1 



FUNCTION ( 7 




IS 




SET MODE (1-6) 
ENTER NO. OR V A 



2 



SET 



FAX PARAMETER (01-99) 
MO . =1 




^ Enter a 4-dlgit polling password. 
Ex:®(D(D® 



5 



2€ POLLING PASSWORD I 
12341 



SET 




tPotSng might not function wmalUaxmacNnm. We suggest you tOten^ a trial potting tfefore you 
aOually poll important documents. 

2. If a password is not set in tf»© polled station, you may pott me <atm steSon even moufO) your nuuMte 
has a pa^word. 
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► Polling 



Preparing to be Polled 

In order to let other stations poll your machine, you must prepare your machine with a document stored in 
memory. Be sure to set the polling password before storing the document into memory. After being polled, 
the documents stored in the memory wilt be erased automatically. To retain the documents in rrtemory so 
that they can be polled repeatedly change Fax Parameter No. 27, Polled File Save to Valid. 



ENTER STATION (S) 
THEN PRESS STA RT 00% 

Set document(s) face down. 




2 



FUNCTION 



15 



POLLING NO. = 11 

1 : POLLING 2 : POLLED 



3 



POLLED 

PASSWORD=1234 



Enter a 4-digit polling password, (see Note 3) 
Ex:®(D(D0 



5 




The document(s) will be stored into memory. 



POLLED 

PASSWORD=4321 



* STORE * NO. 0151 
PAGES=01 01«il 



* STORE * COMPLETED 
TOTAL PAGES=05 24% 



m 



Atote; 1. You can stSI send or receive documents even when set to be pdled. 

2. Only 1 potted fUe can be stored in memory. If you need to add document into tfw same polled file, see 

page 82. 

3. If you have set the polling password in Fax Parameter No. 26, the password mil af^ar on tfie cSe^lay. 
You can still diange the password terrporarity by ovenvriting it wi&i a rtew one. 
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Polling ^ 



To Poll Documents from Another Station 



The following procedure lets you poll a document from one or multiple stations. Be sure to set the pollina 
password before polling (see page 67). 



1 



FUNCTION 
J 



15 




POLLING NO.= 
1 : POLLING 2 : POLLED 




POLLING 

PASSW0RD=1234 



^ Enter a 4-digit polling password, (see Note 2) 
Ex:0®®® 



POLLING 

PASSW0RD=1111 



SET 



15 



ENTER STATION (S) 
THEN PRESS START 



5 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET I after each 

station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 Stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For detaiJs, see page 46 to 49.) 



Ex: 




<01> (Station name) 

5551234 



STORE 



NO-OOll 



Note: 



to erase the 



1. You can review the entered stations in step 4 by presslngl^ orQ key,press[ 
displayed station as needed. 

2. If you have set the polling password in Fax Parameter No. 26, the passvmniwiliaf^w on the display. 
You can stUI change Oie password temporarily by ovenvriting it with a new one. 
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► Program Keys 



Your fax machine has special Program Keys. These keys are useful if you frequently need to send or poll the 
same group of stations. You can use these keys to store a sequence of stations to be polled, a deferred 
transmission or polling sequence, an additional One-Touch key or a One-Touch group key. 

Setting for Deferred Transmission 

To set a Program Key for deferred transmission 



1 




SET 



15- 



PROGRAM [P ] 
PRESS PROGRAM KEY 



3 



Ex: pi 




PROGRAM [Pl] N0.= 
1 : PROG 2 : ONE- TOUCH 



PROGRAM [PI 3 

START TIME | 



Enter the starting time using 4 digits. 



5 



Ex: (2;(3)(3)C0) (11:30 p.m.) and rSgT 



Enter the station numbers by using One-Touch Key, or 
I ABBR I and a 2-digit code. 



ENTER STATION (S) 
THEN PRESS START 



Ex: 



01 



You may use the S or [a] keys to review the entered 
statlo n(s) befor e going to next step. If you find an error, 
press I CLEAR I to erase the displayed station. 



<01> (Station name) 
5551234 



6 




PROGRAM [Plj 
I 



NAME 



Enter the station name (up to 15 character) using the 
Character keys (see page 10). 



Ex: PROG.A and [ SET 



You can now set other Program Keys by treating the 
procedures from Step 2, or return to standby by pressing 

rgTQPi . 



PR0GEUVU{P ] 
PRESS PROGRAM KEY 
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Program Keys ^ 



Setting for Normal Polling 

To set a Program Key for normal polling 



1 

2 
3 



FUNCTION ( 7 



Ex: 



PI 




SET 




PROGRAM [P ] 
PRESS PROGRAM KEY 



PROGRAM [PI] N0.= 
1 : PROG 2 : ONE-TOUCH 



POLLING 

PASSWORD=:|||| 



Enter a 4-digit polling password. 

Ex: (j)® ©® and I SET I 

The polling password appears if it has been previously set. 



ENTER STATIONCS) 
THEN PRESS START 



5 



Enter the station numbers by using One-Touch Key, or 
I ABBR 1 and a 2-digit code. 



Ex: 0' 



You may use the E or [a] keys to review the entered 
statio n(s) befor e going to next step. If you find an error, 
press I CUEAR | to erase the displayed station. 



<01> {Station name) 
5551234 




PROGRAM [PI] 
I 



NAME 



Enter the station name (up to 15 character) using the 
Character keys (see page 10). 



Ex: PROG.A and I SET 



You can now set other Program Keys by repeating the 
pr ocedure s from Step 2, or return to standby by pressing 

rsTQpn. 



PROGRAM [P ] 
PRESS PROGRAM KEY 
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► Program Keys 



Setting for Deferred Polling 

To set a Program Key for deferred polling 



1 

2 
3 

4 

5 
6 



8 



FUNCTION 

2 




SET 



Ex: 



PI 



1 



1 



© 



Enter a 4-digit polling password. 
Ex: 00®0and| SET I 

The polling password appeare if it has been previously set. 
Enter the starting time. 

Ex: (g)(DCg)(g) (10:00p.m.) and I SET I 

Enter the station numbers by using One-Touch Key, or 
I ABBR I and a 2-digit code. 



Ex: 01 



You may use the [v] or H keys to review the entered 
statio n{s) befor e going to next step. If you find an en-or, 
press 1 CLEAR I to erase the displayed station. 




Errter the station name (up to 15 character) using the 
Character keys (see page 10). 

Ex:PROG.Aandr Sin 

You can now set other Program Keys by repeating the 
procedure s from Step 2, or retum to standby by pressing 
I STOP I. 



PROGRAM [P j 
PRESS PROGRAM KEY 



PR0GRAH[P1] NO. -I 
1 : PROG 2 : ONE-TOUCH 



DEFERRED POLLING 
PASSWORD=|||| 



PROGRAM [PI] 

START TIME 



ENTER STATION (S) 
THEM PRESS START 



<01> (Station name) 
5551234 



PROGRAM [PI] 


NAME 1 


1 





PROGRAM [P ] 
PRESS PROGRAM KEY 
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Program Keys ^ 



Setting for Group Dialling 

To set a Progratn Key for Group Dialling 



1 



FUNCTION 
1 



15 




SET 



PROGRAM [P ] 
PRESS PROGRAM KEY 



Ex: 



Pi 



PROGRAM [PI] N0.= 
1 : PROG 2 : OKE- TOUCH 



3 



3 




ENTER STATION (S) 
THEK PRESS START 



Enter the station numbejs by using One-Touch Key, or 
I AgeR [ and 2-digit code. 



Ex: 



01 



and 



SPACE 
ABBR 



0 ® 



You may use the S or [a] keys to review the entered 
statio n(s) befor e going to next step. If you find an error, 
press I CLEAR i to erase the displayed station. 



<01> (station name) 
5551234 



[10] (Station name) 
5553456 




PR0GRAH[P1] NAME 



6 



Enter the station name (up to 15 character) using the 
Character keys (see page 10). 



Ex: PROG.A and I SET 



You can now set other Program Keys by repeating the 
procedure s from Step 2, or retum to standby by pressing 
i STOP I. 



PROGRAM [P ] 
PRESS PROGRAM KEY 
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► Program Keys 



Setting for One-Touch Key 

To set a Program Key for One-Touch Key 




PROGRAM [P ] 
PRESS PROGRAM KEY 



3 



Ex: 



PI 



PROGRAM [PI] K0.=| 
1 ; PROG 2 : ONE-TOUCH 



[PI] 

ENTER TEL. NO. 



4 



Enter a telephone number (up to 36 digits including pauses 
and spaces). 



Ex: 



(DiPAySEJ®®® 



[PI] 

9-555 12341 



5 



SET 



[PI] ENTER NAME 
9-555 1234 



6 



Enter the station name (up to 15 character) using the 
Character l<eys (see page 10), 

Ex: PROG.A and I SET"! 



You can now set other Program Keys by repeating the 
procedure s from Step 2, or return to standby by pressing 



I STOP 



PROGRAM [P ] 
PRESS PROGRAM KEY 
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Program Keys ^ 



Changing or Erasing Program Key Settings 

To change the settings in a Program Key, follow the procedure on setting Program Keys on pages 70 to 74. 

• Start time or station(s) for deferred transmission 

• Station(s) for normal polling 

• Start time or station(s) for deferred polling 

• Station(s) for group dialling 

• Telephone number and station name for One-Touch key 

To erase the settings in a Program Key 



SET MODE (1-6) 
BNTER NO . OR V A 



1 



FUNCTION 
I I 




SET 



PROGRAM [P 3 
PRESS PROGRAM KEY 



3 



Press the Program key you want to erase. 



Ex: 



PI 



PROORAMEPl] NO.=lj 
1 : PROG 2 : ONE-TOUCH I 



CUEAR 



PROGRAM [PI] N0.= 

1 : PROG 2 : ONE-TOUCH 



5 



SET 



You can now erase other Program Keys by repeating the 
procedure s from Step 3, or return to standby by pressing 
I $TOP I. 



PROGRAM [P ] 

PRESS PROGRAM KEY 
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► Edit File Mode 



Your machine has a document rmage memory which enables you to reserve memory transmission, memory 
deferred transmission, memory poliing and so on. 

After reserving the communications In memory, you may need to change the settings of the communications 
while it Is still in merrrary. This section descrit)es how to use the file editing features. 

Printing a Fiie List 

The contents of the communication settings may have to be modified or deleted. To verify the contents, follow 
these steps below to print out a file list. 



1 

2 



FUNCTION 




EDIT FILE MODE (1-4) 
ENTER NO . OR V A 



1 : FILE LIST? 

PRESS SET TO SELECT 



3 
4 



SET 



FILE LIST 

1: PRINT 2 :VIEW 



* PRINTING * 
FILE LIST 



Sample Fite Ust 



*************** -PJJJg 


LIST- *********************** DATE 1997 


* **** 


TIME 15:00 **♦ P. 01 


(1) 


(2} 


(3) (4) 


<5) (5) 






FILE 


COMM. TYPE 


CREATED TIME START TIME 


PAGES DESTINATION (S) 






No. 










001 


DEFERRED XKT 


07-MAR 13:2Q 20:30 


(01] 






002 


MEM.DEF.XMT 


07-MAR 13:20 22:30 


003 [11] [12] [13] 


[16] 


[17] 








-PANASONIC 






****** 


1i**-k**tr1eiricift,-^ie***-k**1t1t*-k1r***1t* -HEAD OFFICE 


_ ***** _ 


201 


555 1212- ********* 



Explanation of Contents 

(1) Fite number 

(2) Communication type 

(3) Stored date/tirrte 

(4) Executing Mme 

(5) Number of stored page(s) 
(6} Destination 



:lf the tile is now being executed, a is indicated on the left of the 
file number. 



:Date/time that these files were stored. 

:lf the file is a Timer Controlled Communication, the start time Is 
printed in this column. 

If the file is an incomplete file, "INCOMP" is printed In this column. 



:ABBR. No./One-Touch No./Manual Dialling No. 
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Edit File Mode ^ 



Viewing the Contents of a Fiie List 

You can also verify the contents of a file list by showing it on the display without printing a file list follow the 
steps below. 



1 



FUNCTION ( 9 



EDIT PILE MODE (1-4) 
ENTER NO. OR V A 




3 



SET 



l:FIIiE LIST? 

PRESS SET TO SEIiECT 



FILE LIST 
l:PRIliJT 2: VIEW 



4 



USE THE VA KEYS TO 
SCROLL EACH FILE 



5 



6 



°^ ^^a""" f^Peatedly until the display shows a file you want to edit. 



Sample display 



lype of FIte 

XMT: 
POLL: 
POLLED: 
RCVTOMEM: 
CONF. MAIL: 
PC JOB: 
FILE XMT: 
JOURNAL: 



Transmission 

Polling 

Polled 

Receive to Memory 
Conf. RCV / Conf . Polled 
PC Interface Job {Optiort} 
File Trartsmission 
Journal /Report 




Status 




nn:nn: 


Start time 


IN PRG: 


In progress 


REDIAL: 


Waiting to redlaf 


INCOMP: 


Incomplete file 



001 XMT 10:00 POlO 
<01> (Station name) 



File Number^ | Entered station j | Number of pages 




77 



► Edit File Mode 



Changing the Start Time or the Station of a File 

To change the start time and/or stations in a communication file, follow the steps below. 



1 



FUNCTION 




EDIT FILE MODE (1-4) 
ENTER NO . OR V A 



2 




SET 



15 



ENTER FILE NO. OR V A 
FILE NO. =111 



Enter the file number or use E or [a] to select the file that 
you want to change. 



4 



Ex: (g)(fi)® 



SET 




(See Note 2) 



ENTER FILE NO 


,0R 




FILE N0.= 


001 






DEFERRED XMT 






START TIME 


20 











5 



Enter a new start time. 

Ex:(0)(6)(g)(0) (6:00 AM) 

(If you do not have to change the time, skip to step 6.) 



DEFERRED XMT 

START TIME 06:00 



6 



SET 



TEL. NO. 
5551234 
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Edit File Mode ^ 



7 



To delete the station(s), press [y] orS key until the station 
you want to delete appears. Then press I CLEAR I . 



or 



Enter the station(s) you want to add. 



ENTER STATION (S) 
THEN PRESS START 



Ex: 



01 



SET 



1 STN(S) ARE SET 
ADD MORE OR START 



8 




CD Note: 1. Your machine cannot change »ie start time anWor stations in the ^ wNle ttistjeing sent or waiting to 
redia!. 

2- If the file is not a Deferred C ommunication File, the following message is shown on ttie display. 

SET DEFERRED COMM. ? "| 
1:YES 2!N0 I 

Press (?) to change the type of the file for defened communication file. 

3. If you edit the file that is saved as an incomplete file, after oressina l START 1 in siep B, ]^r machine 
Witt prompt you to execute the file immediately or not. 
The display shows; 

RETRY INCOMP. FILE? I 
1:YES 2:N0 I 

Press to execute the file immediately 
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► Edit File Mode 



Deleting a File 

To delete the file in memory, follow tiie steps below. 



1 



FUNCT ION 




EDIT FILE MODE (1-4) 
ENTER NO. OR V A 



2 



SET 



ENTER FILE NO. OR V A 
FILE NO.=m 



3 



Enter the file number or use H or [a] to select the file that 
you want to delete. 

Ex: (g)(fi)® (see Note 2) 



SET 



ENTER PILE NO . OR V A 

FILE NO. =001 



DELETE FILE NO. 001?| 
1:YES 2 :N0 I 



5 




DELETING * 
FILE NO. =001 



Enter the next file number you want to delete or press 
I gTQP I to return to standby. 



ENTER FILE NO. OR V Aj 
FILE NO. 



U Note: 1. Your machine cannot delete the file while it is being sent. 

2. Enter(*) (*)(*) as the file number and Dress \ SET I to delete all fites (except me fiie in progress). 
The following message is sh own on the <Ssplay. 

DELETE ALL FILES ? | 
1:YES 2:N0 I 

Press (l) to delete all files. 



ao 



Edit File Mode ^ 



Printing Out a File 

To print the contents of the communication file, follow the steps bellow. 




EDIT FILE MODE (1-4) 
ENTER NO. OR V A 



SET 



1S 



ENTER FILE NO. OR V A 
FILE NO. =111 



3 



Enter the file numt)er or use 0 or [a] to select the file that 
you want to print. 

Ex:®®® 



ENTER FILE NO. OR VA 
5ILE NO. =0 01 



4 



SET 



Your machine will print the fite. The document(s) will remain 
in memory even after printing of the file. 



PRINTING * 

PAGE=001/003 



•J Note: Your machine cannot print the file white it is being sent. 
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► Edit File Mode 



Adding Documents into a File 

To add documents into the file, follow the steps below. 



1 




Set document(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00% I 



FUNCTION 



EDIT FILE MODE <l-4) 
ENTER NO. OR V A 



3 



4 



SET 



ENTER FILE NO. OR V A 
FILE N0. = M1 



Enter the file number or use [v] or [3 to ssiecl the file that 
you want to add. 

Ex:(0)(0)CD 



ENTER FILE NO. OR V A 
FILE NO. =001 



] 



SET 



Your machine will start storing the document(s) into a file. 



STORE * NO, 001 

PAGES=01 10% 



1 



Xj Note: Your machinB cannot add the document into the file while it is be/njp sent or waiVng to redial. 
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Edit File Mode 



Retry an incomplete File 

If a memory communication has been unsiiccessf^^ 

IS automatically erased from memory after the last redial 

No°3i"nNC%fp 'Slvp?rr.w ^ " '^^ change the setting of Fax Parameter 

NO. vji (INC. FILE SAVE) to Valid tn advance, (see page 36) 

^ retry the incomplete file, print a File List to check the file number (see page 76). Then, follow these steps 



1 



FUNCTION 



EDIT FILE MODE (1-4) 
ENTER NO . OR V A 



SET 



15- 



ENTER FILE NO. OR V A 
FILE N0.=| 



3 



4 



Enter the file number or use S or [a] to select the file that 
you warrt to retry. 

Ex:®®® 



ENTER PILE NO. OR V A 
FILE NO. =001 



SET 



Your machine will retry the file and start dialling 
immediately. 



STORE 



* NO.OOlj 



* DIALLING * NO.O 
5551234 



Note: 1. Please refer to page 78 md 79 to confirm or char\ge the entered telephone number for the file 

2. If you set Fax Parameter No.3l to Valid, all incomplete fties remain in the memory. To avoid memory 
overflow, please check the memory content frequently We recommend that optional memory be installed 
when this funcbon is used (see page 169). 
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► Fax Access Code 



The Fax Access Code prevents an unauthorized user from operating the machine. Once a 4-dlgit Fax Access 
Code is registered, no one can operate the machine without entering the correct access code. 
Automatic Receiving, however, is always available. After you complete any operation, such as mode setting or 
transmission, and the display returns to standby, you have to reenterthe a<xess code in orderto use the machine 
again. Registering the Fax Access Code does not affect the use of the machine in any other way. 

Setting the Fax Access Code 



1 



FUNCTION 



IS 



SET MODE 
ENTER NO. 



OR 



(1- 
V A 



6) 




SET 



FAX PARAKIETER(01-99) 
N0.=| 



3 




SET 



38 FAX ACCESS CODE 

mi 



^ Enter a 4-digit Fax Access Code. 

Ex:®(D(D® 



38 FAX ACCESS CODE I 
I234I 



5 



6 



SET 

For UF-550 sl^ip to step 7. (The UF-550 cannot select 
restriction level. ALL only.) 



Select Restriction Level. 
0 for All operations 

(D for Setting and Printout of Fax Paranrieters only. 
Ex: (2) 



38 PAX ACCESS CODE I 
I'.hU, 12341 



38 FAX ACCESS CODE I 
2:FAX PARA. 12341 



SET 



fSTOpS 



Note: To erase the Fax Access Code, enter Access Code and press F" SET t mid foHowtheprocedure above 
to step 3, then press I CLEAR 1 1 SET I and I STOP I . 
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Fax Access Code ^ 



Operating Your Machine with the Fax Access Code (Restrict all operations) 

Enter the Fax Access Code. 

Ex: ®(D(3)(4) 



1 



SET 



15 



] 



Now you can operate the machine using normai 
procedures. 



08-MAR-1997 15:00 
ACCESS CODE=| 



08 -MAR- 


-1997 


15:00 1 


ACCESS 


CODE=: 


III! 1 



08-MAR-1997 15:00 



00% 



Operating Your lUiachine with the Fax Access Code (Restrict access of Fax Parameters 
only) [For UF-770 only] 

The UF-770 can be selected to restrict the operations of setting and printing the Fax Parameters only 
Ex: When Setting the Fax Parameter. 



1 



FUNC TION 




SET MODE (1-6) 
ENTER NO . OR V A 



SET 



15- 



INPUT ACCESS CODE | 

nil 



3 



Enter a 4-digit Fax Access Code. 

Ex: ®(D(|)(i) 



INPUT ACCESS CODE 

123< 



4 



SET 



15 



FAX PARAMETER ( 01-99 ) 
N0.=| 



Now you can operate the machine using normai 
procedures. 
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► Receive To Memory 



This feature is used to secure all received documents by storing them into the memory. To print out the document 
from memory, the authorized operator must enter the con-ect password. 

Setting the RCV To Memory Password 



1 
2 
3 

4 

5 



FUNCTION 

7 





SET 





SET 



Enter a 4-digit RCV to Memory Password. 
Ex: ®(D(D® 

SET 




Setting RCV To Memory 



1 
2 

3 



FUNCTION ( 8 





SET 




4 



SET 



m 



SET MODE (1-6) 
EKTSR NO. OR V A 



PAX PARAMETER {01-99 ) | 
K0.=| 



37 RCV TO MEMORY 

nil 



37 RCV TO MaiORY 



1234| 



SELECT MODE <l-5> 
ENTER NO. OR V A 



RCV TO MEMORY=OFF 
1:0FF 2 :0N 3: PRINT 



RCV TO MEM0RY=0N 
liOFF 2:0N 3:PRINT 



08-MAR-1997 15:00 

< RCV TO MEMORY > 



Note: J, Whenmemenmryovemm, the machine will stop receMng and release the Ihw, The medriine will not 
answer the next incoming call until there Is space available in the memory. 

2. We recommend that opmnat memory be installed when tfi/s function is used. See paae 166 tor Imaae 
Memory Capacity. ^ 
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Receive To Memory 



Printing Out Documents 

After receiving a document with Receive To Memory feature, the foHowing message will appear on the display. 



MESSAGE IN MEMORY 
< RCV TO MEMORY > 



To print the document, follow these steps below. 



1 



FUNCTION 



15 




SELECT MODE (1-5) 
ENTER NO. OR V A 




RCV TO MEM0RY=0N 
1:0FF 2:0N 3:PRIKT 




RCV TO MEMORY = PRINT 
1:0FF 2:0N 3 : PRINT 




INPOT PASSWORD 
llll 



5 



6 



Enter the password to print the documents, 
(see Note 1) 

Ex: ® (D(D0 



INPUT PASSWORD 



1234 



SET 



15 



Machine will start to print the documents. 



* PRINTING * 
MEMORY RCV'D DOC 



1. If the password has not been set, your machine will not prompt you to enter the password. 
The documents will be printed immediately after pressing i SET I in step 4. 

2. Once you set RCV TO MEMORY feature to On, the password cannot be changed (Fax Parameter No. 
37 will not be shown on the LCD display). If you wish to change the password, set RCV TO MEMORY 
feature to Off first. Then change the password (see page 86). 
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► Distinctive Ring Detector (DRD) 



This function is only effective for companies in countries which offer the DRD Servnce. 

Your machine has a special feature in conjunction with an optional sen/Ice provided by many local telephone 
companies. It can distinguish up to 2 telephone numbers with a corresponding ring pattern identifying each 
number, "DRD" lets you provide multiple phone numbers, one for your fax, business or personal use with only 
one single phone line. 

Please check with your local telephone company on the availability of this service in your area. 

Your machine can be programmed to respond to the specified ring pattern only for the DRD Service, To enable 
your machine to detect the ring pattern only for fax communication, change the setting of Fax Parameter No. 
30 (see page 36). 



The following table shows a typical example with 2 telephone numbers on a single phone line. 



Telephone No. 


Usage 


Distinctive Ring Sound 


Ring Pattern 


555-1111 


Phone 


Riiing. Riiing. 


Standard Ring 


555-2222 


Fax 




Double Ring 



jU Mote.- 'Riling" means a long ringing sound and "Ring" means a short imging sound. 
The following illustration shows a typical set up, with your machine set to detect "double ring" pattern. 

At Your Location with 

Distinctive Ring Service 



Ring..Fting. Ring..Ring 

A person recognizes the call 
is for the fax machine by the 
doMe ling pattern sound. 





Dialling "555-2222" 



Ring.Mng. Ring..Ring 

The fax machine distinguishes 
the call is for the fax by the 
double ring pattern and answers 
automatically. 




Fax No. "555-2222" 
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Fax Cover Sheet ^ 



General Description 

A Fax Cover Sheet can be automatically attached to your transmit document(s) that shows the recipient's 
name, originator's name and the number of pages attached. 



Transmitted as: 



Received as: 




Fax 
Cover 
Sheet 


HeacterP.OI 


Header P.02 


Page 1 


Page 2 

Totsy P.02 



To use tlie Fax Cover Sheet 

To attach the Fax Cover Sheet for a transmission, follow the procedure below. 



1 ^/ 



3 
4 



5 
6 



Set document(8) face down. 



FUNCTION ( 8 



15 





SET 




or 



15 



for OFF (Cover Sheet is not attached) 



for ON {Cover Sheet is attached) 



SET 



Dial the station(s) 

I START I 



Ex 



01 



ENTER STATION (S) I 
THEN PRESS START 00% I 



SELBCT MODE (1-5) 
ENTER NO. OR V A 



COVER SHEET=OPF 
1 : OFF 2 : OK 



COVER SHEET=OFF 
1 : OFF 2 : ON 



or 



COVER SHEET-ON 
1:0FF 2: ON 



D0CX3MENT SET 

ENTER STATION (S) 00% 



Note: 1, To change the preset Fax Cover Sheet Setting, change the setting of Fax Parameter No. 56, see 
page 37. 

2. This function is available for memory or direct transmission mode. 

3. The Fax Cover Sheet is not counted in the number of pages column of the journals. 
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► Fax Cover Sheet 



Fax Cover Sheet Sample 



FACSIMILE COVER SHEET ***** 

(1) 

08-MAR-1997 15:00 



<2) 

Message To: 



(3) 

Message From: 



PANASONIC 
201 555 1212 



<4) 
02 
Page{s) 
Following This Cover Page 



Explanation of Contents 

(1) Starting time of communication 

(2) Recorded name in One-toucli. ABBR. No. Dialling or dialed teiephone number 

(3) Your LOGO {up to 25 ciiaracters) and ID Number (up to 20 digits) 

(4) A number of following pages. This information is not shown when it transmitting by Direct Transmission Mode 
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OMR Transmission ^ 



General Description 

This feature is designed to work with a store and forward system (i.e. UF-M500 Multi-Channel Fax Gateway) 
that utilize OMR (Optical Mark Recognition) sheet to obtain routing information to autormtically relay the fax 

messages to its final destination. 

When sending a document with the OMR-XMT feature set to "On", the process of the following 2 operations 
will be changed 

• Automatic Page Re-transmission 

When the OMR-XMT feature is set to "On" and the nrtemory transmission failure occurs, the automatic 
re-transmission will start from the 1st page including the OMR sheet rather than from the failed page. 

• Automatic Page Numbering 

When the OMR-XMT is set to "On", the automatic page numbering on the header of each page will start 
from the 2nd page Instead of the 1st page, which is your OMR sheet. 

Table 1: Documents sent with the OIUR-XMT feature set to "On" 



Transmitted Pages 




Received by the System 



Header P.02 



Header P.01 



OMR 
sheet 



Page 1 



Page 2 



Received by the final 
destination 





Header P.02 


Header 


P.01 








Page 2 


Paget 











Table 2: Documents sent with the OMR-XMT feature set to "OfT 



Transmitted Pages 




Received by the System 



Header P.03 



Header R02 



Header P.01 

OMR 
sheet 



Page 1 



Page 2 



Received by the final 
destination 





Header P.03 


Header 


P.02 








Page 2 


Paget 
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► OMR Transmission 



Sending Documents with your OiMR Sheet 



To use the OMR Transmission, select OMR-XMT = OFF or ON for each Transmission by following the 
procedure below. 



1 ^// 



Set document(s) face down. 



3 



5 



FUNCTION 




SET 



15 




for OFF 



or 




for ON 



SET 



ENTER STATION (S) 
THEN PRESS START 00% 



SELECT MODE (1-5) 
ENTER NO . OR V A 



OMR-XIfr=OFF 
1:0FF 2: ON 



OMR-XMT=0PP 

1 : OFF 2 : ON 



or 



OMR-XMT=ON 
1:0FF 2:0N 



DOCUMENT SET 

ENTER STATION (Sj 00% 



6 



Dial the station(s) 



Ex: 01 



I START I 



Afote: 1. To change the preset OMR Transmission Setting, chmtga the seeing of Fax Pawneter No, 55, see 
page 37. 

2. TTjfe function is avails^le for memory or cHreot transitmsion mode. 

3. Tlie OMR Sheet is counted in the number of pages column of the journals. 

4. When using Oie OMR Transmission, Cover Sheet function witt be turned 'Off automaHcaJly. 
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Fax Forward 



[For UF-770 only] 



Setting Fax Forward 

This feature allows all Incoming faxes to be fonvarded to the station registered in the abbreviated dialling 
number [00]. Once the faxes are received in the memory, the machine will dial the telephone number 
registered in the abbreviated dialling number [00] and transmit the received document(s). 
Thte function ts convenient when you would like to receive faxes in another place (i. e, your home) at night 



1 



First register a telephone number for the abbreviated 
dialling number [00] where to transfer the receiving faxes, 
(see page 30) 



2 



FUNCTION 



SET MODE 
ENTER NO. 



OR 



(1- 

V A 



6) 



3 




SET 



FAX PARAMETER (01-99) 
NO.=| 




SET 



54 PAX FORWARD 
1 : INVALID 



5 



54 PAX FORWARD 



2 ■.VPX.lV 



6 



SET 




08-MAR-1997 15:00 
< FAX FORWARD > 



Note: 1. When the Fax Forward feature is set, the abbreviated dialling number [00] will be restricted from editing 
the number. Please change this function to Invalid when you would like to edit the telephone number 

2. lfthecommunicationtotran3ferareGelveddocument(s)hasfaH0d. the received document(s) willbeprinted 
out and erased from merrmry even if the Fax Parameter No. 31 (INC. FILE SAVE) is set to valid 

If you wish to save the document into memory in case of communication failure, set your machine to Receive 
To Memory, (see page 86) 

3. It is not pos^bh to receive a document if the mentory of your macfUne overi^ws or is about 95% used. 
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► File Transmission [For 



UF-770 only] 



This feature allows your machine to store the documem(s) into the File Transmission in oixlerto Sfendto multiple 
stations repeatedly. The document(s) in the File Transmission will be kept until erased. 

Storing a Document(8) 

To store the document(s), follow the steps below. 



1 ^ 



Set document(s) face down. 



ENTER STATION (S) | 
THEN PRESS START 00%| 



2 



FUNCTION 



PILE XMT MODE {1-4) 
ENTER NO. OR V A 



3 




1: STORE FILE? 
PRESS SET TO SELECT 



SET 



Your machine will start storing the document(s) into the 
nfiemory. 



* STORE * NO. 001 
PAGES=01 01% 



Note: Only 1 file can be stored for File Transmission. 
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File TransmissioniForuF-77oof.tyi ^ 



Sending the Stored Document{8) 

To send the stored document{s), follow the steps below. 



1 



FUNCTIO N 




FILE XMT MODE (1-4; 
ENTER NO. OR V A 



2 © 



SET 



ENTER STATION (S) 
THEN PRESS START 



3 



Dial by any combination of the following methods: 

• Manual Number Dialling (Up to 32 stations) 

• One-Touch Dialling 

• Abbreviated Dialling 

• Directory Search Dialling 

(For details, see page 46 to 49.) 



Ex: 



01 



SPACE 
ABBR 



<01> ( Station name) 
5551234 




© 0 



[10] (Station name) 
5553456 



(When entering a station for Manual Number Dialling or 
Directory Search Dialling, press I SET i after each 
station is entered.) 




Your machine starts to dial the telephone numbers in 
sequence. 
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m File Transmission [For UF-770 only] 



Deleting the Stored Document(8) 

To delete the stored document(s), follow the steps below. 



1 



FUNCTION 



FILE XMT MODE (1-4)1 
ENTER NO. OR V A 



2 



3 : DELETE PILE? 
PRESS SET TO SELECT 



3 



SET 



DELETING * 
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File Transmission 



[For UF-770 only] 



Printing the Stored Document(8) 

To print the stored document's), follow the steps below. 



1 



FUNCTION 

c 




FILE XMT MODE {1-4)1 
ENTER NO. OR V A 



4: PRINT FILE? 
PRESS SET TO SELECT 



3 



SET 



* PRINTING * 
FILE 35MT DOC 



Yourmachlne will print the file. The document(s) will remain 
in the memory even after printing the file. 
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► Department Code [For UF-770 only] 



General Description 



This operation requires tlie user to input a preset 4-digit Department Code before transmission. Tlie Department 
Name of the selected Department Code is printed on the Header of each page sent, Cover Sheet, COMM. 
Journal and Individual Transmission Journal. When the Department Code is set, the Transaction Joumal will 
be sorted by the Department Code number (01 - 24) when it is printed. 

If you wish to prevent unauthorized persons from setting, changing or erasing the Department Code settings, 
you should set the Fax Access Code to restrict these settings, (see page 84) 



Setting the Department Code 

1 



FUNCTION { 7 

3 VI- 



SET MODE 


{1-6)1 


ENTER NO. OR 


V A 1 




SET 



FAX PARAMETER ( 01-99 > 
N0.=| 



3 



SET 



77 LOGO /DEPT. CODE 
1 : INVALID 



4 




77 LOGO /DEPT. CODE 
3: DEPT. CODE 



5 



SET 



DEPT. CODE (01-24) 
ENTER NO. OR V A 



6 



Enter Departnrtent Code number. 
Ex: (01 to 24) 



LOGO/ DEPT. NAME 
12 I 
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7 



Department Code 



[For UF-770 onlyl 



Enter your Department Name (max. 25 characters and 
digits) by using character keys, (see page 10) 

Ex: CBHCaHlllLQiElCriEIEsSCE] 
[1]E][D[I][S] (see Note) 



LOGO/DEPT. NAME 

12 PANASONIC SALESi 



8 



SET 



INPUT DEPT. CODE 



nil 



Q Enter a 4-digit Department Code. 
ix:(l)(D(D(3) 



INPUT DEPT. CODE 



1234| 



10 



SET 



To record another Department Code, repeat step 6 to 10. 
To return to standby, press I STOP i . 



LOGO/DEPT. NAME 
13 I 



tJ Afote: Use ] COPY | tocopythedefauHLOQOwhichmsetmth^UserParametBts. You can add the department 
name following the default LOGO. 



99 



► Department Code 



[For UF-770 only] 



Changing or Erasing the Department Code 

If you have to change or erase any of Department Code, follow the steps below. 



1 



FUNCTION 

3 



SET MODE (1-6) 
ENTER NO. OR V A 



SET 



INPUT ACCESS CODE 



3 



If you set the Fax Access Code to restrict the Fax 
Parameters settings, the unit prompts to Input Access 
Code. Input the Fax Access Code and press I SET I . 



FAX PABAUETER( 01-99} 
N0.=| 



5 





7 ) SET 



77 LOGO /DEPT. CODE 
3: DEPT. CODE 



SET 



DEPT. CODE (01-24J 
ENTER NO. OR V A 



Enter Dept. Code number you wish to change or erase. 
Ex: 0(D (01 to 24) 



LOGO/ DEPT. NAME 
12 PANASONIC SALES 



too 



Department Code For 



UF-770 only] 



7 



CLEAR 



8 



then enter a new LOGO, (see Note 1 and 2) 
Ex: [HSSIHBHSCa^E] 

or just go to step 7 to erase the Department Code. 



SET 



LOGO/ DEPT. NAME 
12 I 



LOGO /DEPT. NAME 
12 PANAFAX SALESi 



INPUT DEPT. CODE 



1234 



9 



Enter a 4-digit Department Code. 



INPUT DEPT . CODE 

Ex: (5)® C7)C8) I 5678 



10 



SET 



To change or erase another Department Code, repeat step 
6 to 10. To return to standby, press rsTOPl . 



LOGO/DEPT . 
13 I 



NAME 



m 



Note: 1. Use [<][>] to m ove tf>© cursor, tfien enter the comet De^. Name over ttie old Dept. Name. 

2. Use I COPY I to copy the default LOGO which is set in the User Pammeters. You can add the 
department name following the default LOGO. 
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► Department Code 



[For UF-770 only] 



Sending Document with E)epartment Code 



1 J 



Set document(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00% I 



Dial by any combination of ttie following metliods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET I after each 
station is entered {Up to 32 stations) 

• Directory Search Dialling, press 1 SET I after each 
station is entered 

(For details, see page 46 to 49.) 



3 



Ex: 01 



<0i> (Station name) 
5551234 




INPUT DEPT. CODE 



nil 



Enter a 4'dlglt Department Code. 
Ex: ® (D(D® 



INPUT DEPT. CODE 



12341 



5 




The document is sent with the header of the selected 
Department Name. The selected Department Name is 
printed on the COMM. Journal, Individual Transmission 
Journal and Cover Sheet. 
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Department Code 



[Fw UF-770 only] 



1 ^ 



4 



6 



Set clocument(s) face down. 



Lift the fax h andset or the external telephone or press 



MONITOR 



Ex: Press I MONITOR 



^ Enter a 4-digit Department Code. 
ix:®(D(D0 



SET 



15- 



^ Dial the telephone nunnber from the keypad. 
Ex: ®(§)(i)®(g)®q) 



When you hear a beep, 




The document Is sent with the header of the selected 
Department Name. The selected Department Name is 
printed on the COMM. Journal. Individual Transmission 
Journal and Cover Sheet. 



ENTER STATION (S) 
THEN PRESS START 00 



INPUT DEPT. CODE 



nil 



INPUT DEPT. CODE 



1234 



MONITOR 



* DIALLING * 
55512341 



ON LINE * XMT * 
5551234 



Sending Document with Department Code (Voice Mode Tk-ansmlsslon) 
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► Department Code [For UF-770 only] 



Printing a Department Code List 

The Department Code List can be printed out following the Fax Parameter List 

1 



FUNCTION ( 6 



PRINT OUT 


(1-7)1 


EBITER NO. OR 


V A 1 



2 



SET 



* PRINTING * 

FAX PARAMETER LIST 



Sample Department Code List (Prints following the Fax Parameter List) 



************** 



♦ -FAX PARAMETER LIST- ************** [jj^^E 08-MaR-1997 ***** TIME 15:00 •** P. 02 
DEPARTMENT CODE LIST 

!1) (2) (3) 

NUMBER DEPARTMENT NAME DEPARTMENT CODE 

01 Panafax Sales oOOl 

02 Panafax Service 0002 

03 Panafax Accounting 0003 



24 Panafax Engineering 0024 

-PANASONIC 

*2*^********************. _HEAD OFFICE - ********* - 201 555 1212 - ******* 



Explanation of Contents 

{1 ) Department Code Number : 01-24 

(2) Department Name : Up to 25 characters 

(3) Department Code : 4 digits 
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Department Code [For 



UF-770 only] 



Printing a I3epartment Code Journal 

When the Department Code is set, the transaction Journal will be sorted by the Department Code number when 
It IS pnnted. All contents of the Journal will be erased automatically after being printed. 



1 



FUNCTION 

3 




PRINT OUT (1-7) 
ENTER NO. OR V A 




Sample Department Code Journal / Originated Calls 



-JOURNAL- n^jg 08-MAR-1997 — » TIME 15:00 P. 01 



ORIGINAfED CALLS 
06-1I&R TO 08-KAR (1) 
C2) 

TOTAL PAGES = 000038 



(3) 

TOTAL TIME 



00:23-56 



(4) (5) 
01: Panafax Sales 



NO. COM PAGES FILE DDRATIOH X/R IDENTIFICATION 



01 OK 005 00: 05 '13 XMT 

21 OK O2X/021 019 00:10'X5 PWD 
(6) (7) 
TOTAL PAGES = 000026 TOTAL TIME = 00: 15 '28 



• 5551234 
FAX FORWARD 



02 : Panafax Service 

NO. COM PAGES FILE DURATION X/R 

19 OK 001/001 017 00:00-13 XMT 
30 OK 011/011 045 00:08-15 XMT 

TOTAL PAGES = 000012 



IDENT I FlCATI ON 

" 5551234 
SERVICE DEPT. 



TOTAL TIME = 00:08*28 
**•**««*»*«*****«**«»*, -HEAD OFFICE 



DATE 



TIME 



06-MAR 15; 10 
06-MAR 18:10 



DATE 



TIME 



07-MAR 10:10 
07-HAR 13:10 



-PANASONIC 
********* _ 



DIAGNOSTIC 

CO0449O3CO00O 
C0044903COOOO 



DIAGNOSTIC 

C0044903CO00O 
CO0449O3CO00O 



201 555 1212 



******** 
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► Dep artment Code [For 



UF-770 only] 



Sample Department Code Journal / Received Calls 



-JOURNAL- *♦****.**»«*..**.♦*.....* DATE oa-MAR-1997 ***** TIME 15:00 *** P,02 

RECEIVED CALLS 
06-MAR TO OS-MAR (1) 

t2) (3) 
TOTAL PAGES = 000011 TOTAL TIMK = 00: 13 '41 

NO. COM PAGES FILE DURATION X/R IDENTIFICATION DATE TIME 



55 OK 005 O0:05'13 RCV 4445678 



DIAGNOSTIC 

06-MAR 12; 10 C0044903COOOO 
56 OK 005/005 020 00:08'15 PLD 111 222 333 OS-MAR 19:15 C0O44903C00OO 

70 OK 001 017 00:00-13 RCV 44567345 07-MAR 10:10 C0044903COOOO 

-PANASONIC 

♦ OFFICE - _ 201 555 1212 - *•**.**. 



Explanation of Contents 

(1 ) Period date of this journal 

<2)NuiT*er of total pages transmrtted/feeeived for this machine. 

(3) Total transmitted/received time for this machine. 

(4) Department Code Number : q-\-24 

(5) Department Name 

{6)Number of total pages transmitted/recetved for this departonent, 

(7)Total transmitted/received time for this department. 
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Multiple LOGO fForUF-ZTOomy] ^ 



General Description 

This operation allows the user to select one of the 25 preset LOGOs before a transmission. The selected LOGO 
IS pnnted on the Header of each page sent. Cover Sheet, COMM. Journal and Individual Transmission Journal. 



Setting the Multiple LOGO 

1 FUNCTION 
I I 

TV 




SET MODE (1-6) 
ENTER NO. OR V A 



3 
4 

5 
6 



8 




SET 




SET 




SET 



Enter LOGO number. 
Ex:0@ (01 to 24) 



7 Enter your LOGO (max. 25 characters and digits) by using 
character l<eys (see page 10). 



Ex: BHCSSlslHCimE] 
[S]H[L]I1][1] (see Note) 



SET 



To record anot her LOGO , repeat step 6 to 8. To return to 
standby, press I STOP \ . 



Ul N0t0: 



FAX PARAMETER (01-99) 
N0.=| 



77 LOGO/ DEPT. CODE 

1 : im^ALlD 



77 LOGO /DEPT. CODE 
2 :MULTI-L0GO 



MULTI-LOGO (01-24 

ENTER NO. OR V A 



3 



LOGO /DEPT. NAME 
12 I 



LOGO /DEPT. NAME 

12 PAI>LJ\SOMIC SALESi 



LOGO/DBPT. NAME 
13 I 



UseCSOS:] tocopythedefaultLOGOwhichissetmtheUserPammetets. YoucanaddUwdepartment 
name following the default LOGO. 
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► Multiple LOGO [For UF-770 only] 



Changing or Erasing the lUultiple LOGO 

if you have to change or erase any of the Multiple LOGOs, follow the steps below. 



1 



FUNCTION f7 



SET MODE (1-6) 
ENTER NO . OR V A 



3 




! — I 




SET 



7 7 




SET 



FAX PARAMETER (01-99) 
N0,=| 



77 LOGO /DEPT. CODE 
2: MULTI-LOGO 



SET 



6 



7 



15 



g Enter LOGO number you wish to change or erase. 
Ex:®(D (01 to 24) 



CLEAR 



1 



then enter a new LOGO (see Note 1 and 2). 

ix: BHUSEHSCIKB 

or just go to step 7 to erase the LOGO. 



SET 



MULTI- 


-LOGO 


(01-24)1 


ENTER 


NO. OR 


V A 1 



LOGO/DEPT. NAME 

12 PANASONIC SALES 



LOGO/DEPT. NAME 

12 



LOGO/DEPT. NAME 
13 I 



To return to standby, press I STOP I . 

■J NoU): 1. Use [<] B to move ttw cursor, the enter the correct LOGO over Uie oW LOGO. 

2. Use I COPY I to copy the default LOGO which is set in the User Parameters. You cam add me 
deparVTient name following the default LOGO. 
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Multiple LOGO [For UF-770 onryl 



Sending Document with Multiple LOGO 



1 




Set document(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00% I 



2 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET I after each 
station is entered (Up to 32 stations) 

• Directory Search Dialling, press FSET I atter each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 



01 



<01> (Station name) 
5551234 



3 




SELECT LOGO (01-24) 
ENTER NO. OR V A 



4 



Enter LOGO No. or use S or [a] to select the LOGO that 
you want to use. (see Note 2) 

Ex:® (2) 



12 PANASONIC SALES 




The document is sent with the header of the selected 
LOGO. The selected LOGO is printed on the COMM. 
Journal, Individual Transmission Journal and Cover Sheet. 



m 



Note: 



1. The Multiple LOGO function cannot be used in the Voice Dialiing Mode. 

2. If you sl(ip selecting the LOGO in the step 4, me unit selects the chfauH LOGO (00) whiOi is set try the 
User Parameters. 
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► Multiple LOGO 



[For UF-770 only] 



Printing a Multiple Logo List 

The Multiple Logo List can be printed out following the Fax Parameter List. 



1 



FUNCTION 

c 



15 



PRINT OUT (1-7) 
M-ER NO. OR V A 



SET 



"E" 



Sample Multiple LOGO List (Prints following the Fax Parameter List) 



* PRINTING * 

FAX PARAMETER LIST 



*************** 


-FAX PARAMETER LIST- ************** 


DATE 08-MAR-1997 


***** TIME 15:00 *•* P. 02 


MULTI- 


-LCX30 LIST 






(1) 


(2) 






NUMBER 


LOGO 






01 


Pana£ax Sales 






02 


Panafax Service 






03 

} 


Panafax Accounting 






24 


Panafax Engineering 






• «»»«*****«**,*««*«*«*♦*<,, -HEAD OFFICE 


-PANASONIC 
********* _ 


201 555 1212 - 



Explanation of Contents 

(1 ) LOGO Number : 01-24 

(2) Multiple LOGO : Up to 25 diaractere 
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Selective Reception ^ 



Your machine has a special feature, Selective Reception, which can prevent the receiving of unnecessary 
documents (i.e. Junk fax, direct mail, etc.). 

Before receiving the document, the last 4 digits of the ID Number received from the sending machine will be 
compared with the last 4 digits of the telephone number programmed in each One-Touch or Abbreviated station 
When a niatch is found, your machine will starts receiving the document. If a match is not found, your machine 
Wilt cancel the reception and an Information Code 406 will be recorded on the Joumal 



Setting the Selective Reception 



1 



FUNCTION 
I I 




SET MODE 
ENTER NO. 



OR 



(1-6) 
V A 




SET 



FAX PARAMETER (01-9 9) 
N0.=| 



3 




SET 



46 SELECT RCV 
1 : INVALID 




46 SELECT RCV 
2: VALID 



5 



SET 




Note: 



1. When the Selective Reception is set, your machine can receive frmn (mfy those staVons wrtfcft are 
progmmmed in the built-in auto-dialer. 

2. If your ID number has not been set, your machine might notbeabteto receive from some models. 
To set your ID number, see page 28. 
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► Password Communications 

General Description 

Password Communications, including Password Transmission and Password Reception will prevent your 
machine from sending a fax to a wrong station or receiving a fax from unauthorized stations. You can set 
Password Transmission and Password Reception independently, or both together. 

To use Password Transmission, you must set a 4-digit transmission password in advance. The password 
must be shared with other compatible Panafax machine(s). If the transmission password in your machine 
does not match the transmission password in the other compatible Panafax machine(s), the transmission 
will fail. You can select password transmission by setting Function 8-4, PASSWORD-XMT to ON when you 
send a document. 

To use Password Reception, you must set a 4-digit receiving password in advance. The password must be 
shared with the other compatible Panafax machine{s). If the password in your machine does not match the 
receiving password in the other compatible Panafax machine(s), the reception will fail. Once you set 
password reception and set the parameter to ON. it stays until you change the setting to OFF. 



Compatibility witii Other Macliines 

You can only use password transmission and reception with another Panafax compatible machjne(s) listed 
below. 



Model 


Special Settings 


UF-160 




UF-160M 




UF-170 




UF-260 




UF-270 




UF-270M 




UF-280M 




UF-300 




UF-312 




UF-322 




UF-342 
UF-550 
UF-650 


Required. 

Please refer to the individual User's Guide of each 
model. 


UF-733 




UF-744 




UF-745 




UF-750 




UF-750D 




UF-755 




UF-766 




UF-770 




UF-788 




UF-M500 
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Password Communications ^ 



Setting Password Transmission 

To set transmission password and parameter. 



1 



iNCnON ( 7 ) 



SET MODE (1-6) 
ENTER NO. OR V A 



2 




SET 



FAX PARAMETER (01-99) 
N0.=| 



3 





SET 



43 PASSWORD-XMT 



mil 



^ Enter a 4-digit Transmission Password. 
Ex: 0(D(D® and press I SET I 



5 



for OFF (password is not checlted) 



or 




for ON (password is ciiecl<ed) 



43 PASSWORD-XMT ] 
l:OFF 12341 



43 PASSWORD-XMT | 
l:OFF I234I 



or 



43 PASSWORD-XMT i 
2:ON 12341 



6 



SET 




ED Note: 1. 



You can change the setting temporarily by using FUNCTION 6-4 (PASSWORD-XMT) for each 

transmission. See page 11 5 for details. 

2. To change the password, press I CLEAR I in step 4. Then 19-enter the new one. 
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► Password Communications 



Setting Password Reception 

To set receiving password and parameter. 



1 



RJNCTION ( 7 




SET MODE <l-6) 
EHTER NO. OR V A 



SET 



15- 



FAX PARAMETER (01- 99) 
N0.=| 



3 




4 ) ( 4 




SET 



44 PASSWORD-RCV 



nil 



^ Enter a 4-digit Receiving Password. 
Ex: 0(D(3)(g) and press I SET I 



5 



or 




for OFF (password is not clieckBd) 



for ON (password is checked) 



44 PASSWORD-RCV 




1:0FF 


12341 




44 PASSWORD-RCV 




1:0FF 


12341 


or 


44 PASSWORD-RCV 


xJ 


2 :ON 





6 



SET 



fSTOP\ 



ED N0t0: 1. Once you set the parameter, you cannot select the parameter, OFF or ON. for each tecepHon. It i 

always OFF or ON until you change the setting. 

2. To Change the password, press I CLEAlU in step 4. Then re-enter the new one. 
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Password Communications ^ 



Using Password Transmission 

To use Password Transmission, you can select PASSWORD-XMT OFF or ON for each Transmission by 

followmg the procedure below. ' 



1 4(1 



Set document{s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00%| 



FUNCTION 



SELECT MODE (1-5) 
ENTER NO. OR V A 



3 



SET 



PASSW]>-XMT=OFP 

1 : OFF 2 : ON 



4 



5 




for OFF (password Is not checked) 



for ON (password is checlced) 



SET 



PASSWD-XMT=0FF 
l:OPP 2:0N 



or 



PASSWD-XMT=ON 
1:0FF 2: ON 



EE^TER STATION 

THEN PRESS START 



6 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET \ after each 
station is entered (UF-770: Up to 32 stations, 
UF-550; Up to 12 stations) 

• Directory Search Dialling, press \ SET I after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 01 



Continued on the next page. 



<01> (Station name) 

5551234 



] 
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► Password Communications 




If your machine's Transmission Password coincides with 
the other station's Transmission Password, your machine 
starts sending the document. 

When transmission is completed, PASSWORD-XMT 
retums to standard setting (OFF or ON). 



Using Password Reception 

There is no additional operation required once you set the parameter following the procedure on the previous 
page. The parameter, OFF or ON, cannot be selected for each nsceptlon. It is always OFF or ON until you 
change the setting. 
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Confidential IVIaillaox and Confidential rtetworic Communications 



Your machine is equipped with two Confidential Communication features which ensure that the Confidential 
information you send is received by only the person with the correct confidential code. 

Confidential IMaiibox 

The confidential mailbox feature can be used as a mailbox to communicate with other compatible models 
using a 4-digit confidential code. The Confidential Mailbox feature receives document(s) with a confidential 
code into memory. These documents can only be printed by the pereon who has the correct confidential code 



Send A 
with 



Panafax 
Compatible 
Model 



Conf.Code 
1000 



Send B 
wHh 



Panafax 
Compatible 
Model 



Conf.Code 

2000 



Panafax Compatible Modet (Note 5) 



RDAILBOX 

Document "A" and "B" 
are steH'ed into memory. 



L 



Panafax 
Compatible 
Model 



jL 
B 



Polling y(\ 
with I t—— 

Conf.Code 
1000 



(Note 5) 



Printout 
with 

Conf.Code 
2000 



Figure 1: Confldentiai Mailbox 
Compatibility with Other Machines 

Table 1 shows a list of compatible Panafax model which has the Confidential Mailbox feature. It also shows 
whether or not special settings are required. 

Table 1: Confidential Mailbox Requirement 



Compatible Model 


Special Settings 


UF-280M UF-342 UF-744 UF-766 
UF-312 UF-550 UF-745 UF-770 
UF-322 UF-733 UF-75S UF-788 


Not Required. 



1. If your machine receives two confidential faxes with same confidential code, bom documents are 
stored together m the same confidential maiOxtx. 

2. Up to 10' Mmox files can be stored in memory. So, you can receive the confictentiai fax using 10* 
different confidential codes. (*UF-SSO : Up to 7 l^ailbox files) 

3. If the memory oversows, the machine will st(^ neoaving and lelease me line. 

4. We recommend mat qstional memory be installed when this function Is imed. See page 166 for Imaae 
Memory Capacity. 

5. If a confidential taxes was received in the mailbox of UF-733, you cannot poll those document The 
UF-733 IS designed to print out the recmved conmential document locaOy only. 
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^ Confidential Mailbox and Confidential Netwo rk Communications 

Sending a Confidential Document to a Remote Station's Mailbox 



1 ^/ 



Set document(s) face down. 



ENTER STATION (S) I 
THEN PRESS START 00%} 



2 



FUNCTION 



CONF. 


COMM. 


{1-5)1 


ENTER 


NO. OR 


V A 1 



3 



SET 



CONFIDENTIAL XMT 
CONF.CODE=|||| 



5 



Enter a 4-digit Confidential Code. 
Ex: 



SET 



CONFIDENTIAL XMT 

CONF.CODE=22 33 



ENTER STATION 
THEN PRESS START 



6 



7 



m 



Dial by any one of the following niethods: 

• One-Touch Dialling 
« Abbreviated Dialling 

• Manual Number Dialling 

• Directory Search Dialling 



Ex: 




If necessary, inform tiie receiving person and tell them the 
Confidential Code. 



<01> (Station natne> 
5551234 



•J Not0: If the receiving station has a Network Password, you must set the same 
receiving station, to send confidential fax. (seepage 126 and 127) 



passwofd, shared by U)e 
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Confidential Mailbox and Confidential Networic Communications 



Polling a Confidential Document from a Remote Station's iUlallbox 

m»TJ!?" ^^"^ been informed that someone has transmitted a confidential document to a remote station's 
ma.ibox, you can poll the confidential document from the remote station In the following way 



1 



FUNCTION 




CONF. COMM. (1-5) 
ENTER NO. OR V A 



2 




CONFIDENTIAL POLL 
CONP.CODE=|||| 



3 



4 



Enter a 4-digtt Confidential Code. 
Ex: ®(i)(i)<S) 



SET 



CONFIDENTIAL POLL 
CONP.CODE=2233 



□ 



ENTER STATION 

THEN PRESS START 



5 



6 



Dial by any one of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling 

• Directory Search Dialling 



Ex: 0' 




<01> (station name) 
5551234 



Note: The confidential file wittbe erased automaticaHy at the center station after tjeingpoHed. 
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^ Confidential Mailbox and Conf identiai Network Communications 



Receiving a Confidential Document to Your lUiachlne's Maiii^ox 

No special setting is required, your machine comes with this feature ready to use. Your machine receives 
a confidential fax the same way it receives a normal fax message. When receiving the confidential fax, the 
display shows the following message and prints out CONF. RCV REPORT. 



MESSAGE IN MAIL BOX 



Sample CONF. RCV Report 



****** -COtfF.RCV REPORT- **•**»**»*♦ DATE 08-MaR-1997 ***** time 12:00 **»****p.oi 
** NOTICE OP CONFIDENTIAL DOCUMENT HELD ** 



<1) 

FILE NO. 
040 



(2) 

RECEIVED FROM 
PAt^AFAX 



(3) 

PAGES 

001 



(4) 

TIME RECEIVED 
08-MAH 12:00 



-PANASONIC 

Qppj^g _ 555 1212- ********************** 



Explanation of Contents 

(1) File number 

(2) Received remote station's ID 

(3) Number of pages received 

(4) Received time 



:001 to 255 

:Character ID or Numeric ID 



iJ Note: 1. If your machine receiv&a two confidential faxes with same confident code, both ckxtuments are 
stored together in the same confident mailbox. 

2. Up to 10* Mailbox files can be stored in memory. So, you can receive tlK confident fax using 10* 
different confidential codes. ("UF-SSO : Up to 7 Malltrnx files) 

3. If the memory overflows, the machine will stop receiving and release the line. 

4. You can verify whether the unit has received a confictontial fax by printing out tite File Ust (see 
page 76). 
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Confidential Mailbox and Confidential Network Communications 



storing a Confidential Document in Your iUachine's Mailbox 



l^nfii^ntSf^"^ procedure to store a document in a confidential mailbox in your machine. Once the 
confidential document is stored in your machine, it can be polled by the other machine. 



1 




Set document(s) face down. 



ENTER STATION 
THEN PRESS START 



^RT 00%| 



FUNCTION 

i: 



CONF. COMM. (1 
ENTER NO. OR V A 



3 



3 



SET 



CONFIDENTIAL, POLLED 
CONF.C0DE=H|| 



] 



^ Enter a 4-d(git Confidential Code. 

Ex:(2)(D@(D 



5 



SET 



The document will be stored into memory. 
If necessary, infomn the receiving party of the confidential 
document and tell them the confidential code needed to poll 
the document 



CONFIDENTIAL POLLED 
C0NF.C0DE=2233 



STORE * NO. 0021 

PAGES^Ol 01%| 



CD Note; The confidential file will be erased automatically after being polled 

f/^l'^^i®'^'" '^^ ('onfiden^al file even after being polled, change the setting of Fax Parameter 
No.42(CONF.POU.EDFILESAVE)to"VaBd'. o^'u,,y rax rarameier 
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Confidential l\/lailtx>x and Confidential Network Communications 



Printing Out a Confidential Document from Your Mactiine'e IMailbox 

After you have been notified that someone has transmitted a confidential document to your machine's 
mailbox, use the following procedure to print out the confidential document. 



1 



FUNCTION 




CONP. COMM. (1-5) 
ENTER NO. OR V A 



2 



SET 



PRINT CONF. riLE 
CONF.CODE^IIII 



3 



Enter Confidential Code of the document you want to print 
out. 

Ex:<D(D@CD 



PRINT CONF. FILE 

CONF.CODE=223 3 



SET 



The machine will print out the confidential documents. 



* PRINTING * 

PAGE=001/001 
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Note: 



The confidential fife wilt be erased automatically after being printed out even if the setting of Fax 
Parameter No. 42 (CONF. POLLED FILE SAVE) is cimiged to "Vatfef. 



Conf Identiaf Mailbox and Confidential Network Communications 



Deleting a Confidential Document Stored in Your l\ftaciiine'a Mailbox 

If your memofy becomes full, or you just want to clean out your confidential document, you may delete one 
or more confidential fax stored in your machine using the following procedure. 

There are two type of confidential file deletion, one is to delete fife by Confidential Code, and others is to delete 
all confidential files in memory. 

To delete file using Confidential Code 



1 



FUNCTION 



15 



CONF. COMM. (1-5) 
ENTER NO. OR V A 



2 



C \ SET 



DELETE CONF. FILE 
CONF. CODB= III! 



3 



Enter a 4-digit Confidential Code. 
Ex:(D 



DELETE CONF. FILE 
CONF.CODE=2233 



SET 



DELETING * 

CONF . CODE=2233 



To (lelete all confidential file In memory 



1 

2 
3 



FUNCTION ( 5 
I ■■■■ I ^ 



SET 




SET 



15" 



CONF. COMM. (1-5) 
ENTER NO. OR V A 



DELETE CONF . FILE 
CONF. CODE= III! 



DELETE ALL CONF. 
FILES? IrYES 2: NO 



4 (5 



DELETING * 

ALL CONF. FILES 
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^ Confidential Mailbox and Confidential Network Communications 



Confidential Network Communications (Via a Center Station) 

The Confidential Network Communication requires a Center Station sucli as a UF-650 to communicate with 
other Panafax models which have confidential communication features. Rrst the Initial Sending Station 
sends a confidential document to the Center Station together with a Confidential Code. The document will 
remain in the center station's memory until polled by End Receiving Station. In the example given in figure 
2, the End Receiving Station must know the Confidential code attached to the document. 



Send 
with 

Conl.Ctocie 
1000 




Send 
wilh 

Conf.Code 
2000 



UF-6S0 
Center Station 




End 
Receiving 
SUrtion 



End 
Receiving 
Station 



B 



Polling 
with 

Conf.Code 
1000 



Polilng 
with 

Conf.Code 
2000 



Figure 2: Sending Confidential Faxes via Center StaNon 



If a UF-650 or UF-620 is the Center Station, more than one document can be stored in the same memory 
file using the same Confidential Code. That is, you can keep adding faxes to the file, Just like putting mall 
in a mailbox, until the memory is full. If a UF-640 is the Center Station, you cannot add a fax to the file which 
has the same Confidential Code attached with a file already stored in the memory. Whichever station you 
use, you can create more than one file, each with a different Confidential CtKle. 

The stored confidential document will be available to be polled by the end receiving station. 

Once you have polled or printed the confidential docunnent from the Center Station, the document is 
automatically erased from the Center Station's memory. 
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Confidential Mailbox and Confidential Networic Communications 



Compatibility with Other Machines 

Table 1 shows how your machine fits in with the compatibility requirements of the different kinds of facsimile 
sSlngs are'requfred"' ' « whle^r nofspS 

Table 1: Confidential Communication Requirement 



Station 



Initial Sending Station 



Confidential Center Station 



End Receiving Station 



Compatible Model 



Panafax 145, 
Panafax 155, 
UF-140, LfF-150, UF-160 
UF-160M, UF-170, PD-170E 
UF-250, UF-260, UF-270, 
UF-270M, UF-280M, UF-300. 
UF-312, UF-322, UF-342, 
UF-550, UF-620, UF-640, 
UF-650, UF-733, UF-744, 
UF-745, UF-750. UF-750D, 
UF-755, UF-766, UF-770, 
UF-788 



UF-620, UF-640, UF-650 



Panafax 145, 
Panafax 155, 
UF-14Q, UF-150, UF-160, 
UF-160M, UF-170, PD-170E 
UF-250, UF.2eO, UF-270, 
UF-270M, UF-280M, UF-300, 
UF.312. UF-322, UF-342, 
UF-5S0, UF-620, UF-640, 
UF-650, UF-733, UF-744 
UF-746, UF-750, UF-750D, 
UF-755, UF-76e, UF-770, 
UF-788 



Special Settings 



Required. Please refer to 
the individual User's 
Guides of eacti machine. 



Setting Up Your Machine for Confidential Networic Communications 

'"""^ ^'"^ P'^'^^ Confidential Communication Fax Parameter 
descnbed below. Then, every time you actually send a Confidential Fax you must set a Confidential Code. 

1. Confidential Communication Fax Parameter 

This switches the Confidential Communications function to InvalidA/alid. 

2. Own Telephone Number 

The full telephone number should be entered. 

3. Network Password and Polling Password 

IZl^Jfr^^^""'^ ^"^^"^ ^"'^ P^^**""^ P"*^®"* °"tside facsimile(s) from using the 

the JeS The same password must be provided to all the machines inside 

4. Confidential Code 

A 4-digit code must be assigned to each Confidential Fax you send. It identifies the fax when it is stored 
StSn receiving person must know the code in order to poll the fax from the Relay 
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^ Confidential Mailbox and Confidential Networic Communications 



To set the Fax Parameter for Confidential Networic Confimunication 



1 



FUNCTON ( 7 




SET MODE {1-6) 
ENTER NO . OR V A 



2 



SET 



15- 



PAX PARAMETER (01-99) 
N0.=| 



3 




SET 



41 CONF. FAX PARA. 
1 : INVALID 




41 CONF. FAX PARA. 
2: VALID 



5 



SET 




Confidential Mailbox and Confldentiaf Network Communications 



To set your own Tetephone Number and Network Password 

"1 FUNCTION 



SET MODE 
ENTER NO. OR 



(1-6)1 
V A I 



2 



SET 



OWN TELEPHONE NO 



3 



Enter your telephone number (max. 36 digits). 

Ex: (DSm cE](g)( j)(D[gE&gB 
00®[lScE]®(D(D0 



OWN TELEPHONE NO. 
1 212 111 12341 



SET SET 



NETWORK PASSWORD 



nil 



Enter a 4-digit Network Password. 

Ex: (D(D(9)® 



NETWORK PASSWORD 



99991 



6 



SET 



OWN TELEPHONE NO. 

1 212 111 1234 



7 



fSTOP\ 
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► Relayed Transmission 



General Description 

Relayed Transmission is a feature which can save you time and transmission costs if you need to send the 
same document to several facsimile stations at the same time. This is especially true if the transmissions 
are long distance. 

To use Relayed Transmission, you must be part of a "Relay Network" built around a "Relay Station". That 
is , when you send a document by Relayed Transmission, you actually send it to a Relay Station together with 
instructions to relay it to one or more end receiving station(s). 

The Relay Station first receives the document in its memory and then relays it to the end receiving station(s). 
Exampte: 

RESULTREPORT 




End 
Receiving 



Stockholm 



End 
Receiving 
Station 



Berlin 



Reo0ivfng 
Station 



Rome 



Compatibility with Other Machines 

Table 1 shows the kind of facsimile machines whteh can make up a Relay Network used for Relayed 
Transmission. Note that your machine can serve as an Initial Sending Station or End Receiving Station. 



Table 1: Relay Network Compatibility Requirements 



station 


Cofflpatlble Model 


Special Settings 




UF-150 


UF-312 


UF-750 






UF-160 


UF-322 


UF-750O 






UF-160M 


UF-342 


UF-755 






UF-170 


UF.550 


UF-766 




Initial Sending Station 


UF-250 
UF-260 


UF-620 

UF-640 


UF-770 
UF-788 


Required. Please refer to the 




UF-270 


UF-650 


individual User's Guides of each 




UF-270M 


UF-733 




machine. 




UF-280M 


UF-744 








UF-300 


UF-745 






Relay Station 


UF-620 


UF-650 


UF-640 UF-M500 




End Receiving Station 


ITU-T/CCir 


T G3 Compatible machines 


Not required. 
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Relay Network 

A Relay Network is basically a group of facsimiles programmed to communicate with each other via a Relay 
Station. In this case, the word programmed means that certain numbers have been stored in the memory 
of each machine. These numbers, also called parameters, are needed to identify the machines in the 
network. 

Since your machine can only serve as an Initial Sending Station or End Receiving Station in a Relay Network, 
it is assumed that you will not have to establish the network youfseH. All you have to do is follow the set up 
procedure described here, and certain instructions provided by the network organizer (usually the person 
controlling the Relay Station). You should know, however, what kind of network you are going to connect to, 
and how it works. A sample network is shown in figure 1. 

Figure 1 shows a sample network as seen from New York. London and Singapore are Relay Stations 
connected to New York. Viewed from New York, Stockholm, Berlin, Rome, Tokyo, Hong Kong. Wellington 

and Sydney are End Receiving Stations. 

With this simple network using two Relay Stations, you can send a document with one operation to any 
combination of stations in the network via the London Relay Station and/or Singapore Relay Station. It New 
York only transmits to one station, for example, then the document will go directly to the station or indirectly 
via the Relay Station depending on the One Station XMT Parameter you preset. 




Figure 1: Sample Network 
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Table 2, 3 and 4 are sample settings for a Sample Network. 

Table 2: Sample Parameter and Abbreviated Diallhig Number Table for New York 

Telephone Number : 212 111 1234 
Network Address : 1000 

Relay Address : io 



One-Touch/ 
ABBR No. 


Station Name 


Teieptione 
Number 


Relay 
Address 


Relay Station 
Yea^o 


Network 
Address 


One Station 
XMT 


01 


London 


44 71 111 1234 


20 


Yes 


2000 


Direct 


02 


Stocktiolm 


46 8111 1234 


20 


No 


2001 


Direct 


03 


Berlin 


49 611 111 1234 


20 


No 


2002 


Direct 


04 


Rome 


39 6 111 1234 


20 


No 


2003 


Direct 


05 


Singapore 


65 111 1234 


30 


Yes 


3000 


Direct 


06 


Tokyo 


81 33 111 1234 


30 


No 


3001 


Direct 


07 


Hong Kong 


8524111 1234 


30 


No 


3002 


Direct 


08 


Sydney 


61 2 111 1234 


30 


No 


3003 


Direct 


09 


Wellington 


64 4111 1234 


30 


No 


3004 


Direct 



Table 3: Sample Parameter and Abbreviated Dialling Number Table for i^ndon 

Telephone Number :71 111 1234 
Network Address : 2000 

Relay Address ; 20 



One-Toucti/ 
ABBR No. 


Station Name 


Telephone 
Numtier 


Relay 
Address 


Relay Station 
Yes/No 


Network 
Address 


One Station 
XMT 


01 


Stockholm 


46 8111 1234 


20 


No 


2001 


Direct 


02 


Berlin 


49 611 111 1234 


20 


No 


2002 


Direct 


03 


Rome 


39 6 111 1234 


20 


No 


2003 


Direct 


04 


New York 


1 212111 1234 


10 


No 


1000 


Direct 


05 


Singapore 


65111 1234 


30 


Yes 


3000 


Direct 


06 


Tokyo 


81 33 111 1234 


30 


No 


3001 


Direct 


07 


Hong Kong 


852 4 111 1234 


30 


No 


3002 


Direct 


08 


Syckiey 


61 2 111 1234 


30 


No 


3003 


Direct 


09 


Wellington 


644111 1234 


30 


No 


3004 


Direct 



Table 4: Sample Parameter and Abbreviated Dialling Number Table for Singapore 

Telephone Number : 65 111 1234 

Network Address : 3000 

Relay Address : 30 



One-Touch/ 
ABBR No. 


Station Name 


Teleptione 
Number 


Relay 
Address 


Relay Station 
Yea/No 


Network 
Address 


One Station 
XMT 


01 


New York 


1 212 111 1234 


10 


No 


1000 


Direct 


02 


London 


44 71 111 1234 


20 


Yes 


2000 


Direct 


03 


Stockholm 


46 8111 1234 


20 


No 


2001 


Direct 


04 


Berlin 


49 611 111 1234 


20 


No 


2002 


Direct 


05 


Rome 


39 6111 1234 


20 


No 


2003 


Direct 


06 


Tokyo 


81 33 111 1234 


30 


No 


3001 


Direct 


07 


Hong Kong 


852 4111 1234 


30 


No 


3002 


Direct 


08 


Sydney 


61 2111 1234 


30 


No 


3003 


Direct 


09 


Wellington 


64 4111 1234 


30 


No 


3004 


Direct 
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Setting Up Your Machine for Relayed Transmission 

To set up your machine for Relayed Transmission, use tiie procedures on the following pages to set the 
parameters listed below. Some parameters (e.g., Relayed XMT FAX Parameter) are only set once, but others 
must be set separately for each station in the Relay Network. 

1. Relayed XMT Request FAX Parameter 

This switches the Relayed XMT Request function to Valid or Invalid. 

2. Own Telephone Number 

The full telephone number to which the machine is connected should be entered for Relay Station send 
back Result Report. 

3. Own Network Address 

A 4-dlgit Own Network Address should be entered for Relay Station send back Result Report. 

4. Network Password 

A 4-diglt number which prevents unauthorized (outside) stations from accessing the Relay Station and 
using its memory. Every Relay requesting and Relay stations in the network should set the same Netwoilt 
Password. 

5. One-Touch/ABBR Numbers 

The One-Touch or ABBR number you set must represent the fax number of a particular station in the 
network as seen from your station. 

1) Network Address 

End Receiving Station telephone numbers set in an Initial Sending Station may be different from the 
numbers set In a Relay Station. To send a fax to an End Receiving Station via a Relay Station each 
station in the network must be identified with a certain code which does not vary depending on where 
you call from. The code is the Networi< Address, which consists of a 4-dfgit number and is assigned 
to a One-Touch/ABBR numlier. 

2) Relay Address 

A 2-diglt number which Identifies the Relay Station your machine will use. Your machine may be 

connected to more than one Relay Station in parallel, but when you use Relayed XMT Request your 
machine will only send documents to the Relay Station identified by the Relay Address. 

3) Relay Station Parameter (Yes/No) 

Set "Yes" if the particular station you are recording is a Relay Station. If you are connected to more 
than one Relay Station in series, set "Yes" only for the first Relay Station. 

4) One StaHon XMT (Relay/Direct) Parameter 

If you send adocument to only one End Receiving Station, you can set yourmachine to transmit directly 
to that station , without going through the Relay Station, by selecting "No". Set "Yes" if you alwa^ want 
to go through the Relay Station. 
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To Mt ttio Rslayed XMT FAX Parameters; 



1 

2 



FUNCTION ( 7 





SET 



SET MODE (1-6) 
ENTER NO. OR V A 



FAX PARAMETER{01-99) 
N0.=| 



4) (0 




SET 



40 RELAY XMT REQUESTl 
1 : INVALID I 



4 



40 RELAY XMT REQUESTl 
2: VALID I 



5 



SET 



15" 



fSTOP\ 



To set your own Telephone Number, own Network Address and Network Password; 



1 



FUNCTION f 7 




SET MODE (1-6) 
ENTER NO. OR V A 




SET 



15" 



OMN TELEPHONE NO. 



3 



Enter your telephone number (max. 36 digits). 

Ex: 0L§PA CEJ(D® (D[SEA£a 

®®©CsS£l]®(2)(D(D 

and press I SET I 



OWN NETWORK ADDRESS I 

nil 



Continued on the next page. 
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4 



Enter your 4-digit Network Address. 

Ex: (a)®®® and press I SET 



NETWORK PASSWORD 



nil 



5 



6 



Enter your 4-digit Network Password. 
Ex: 



and press I SET 



fSTOP\ 



OWN TELEPHONE NO. 
1 212 111 1234 



To seta One-Touch/ABBR. Dialling Number, Network Address, Relay Station Parameter (Yes/No) 
and One Station XMT (Relay/Direct) Parameter; 



1 



FUNCTION I 7 
□ 




SET MODE 


(1-6) 


ENTER NO. C 


R V A 




SET 



1 : ONE-TOUCH 

2 :ABBR. NO. 



3 



0NE-TOUCH< > 

PRESS ONE-TCH OR V A 



4 



Ex: 



01 



<01> 

Eb3TER TEL . KO . 



Continued on the next page. 
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5 



Enter the telephone number. 



Ex: (9)LPAUSEJ(D(5)(5)LSP&CEJ 
0(2)(3)0 and press I SET 



<01> ENTER NAME 
9-555 1234 



6 



8 



9 



Enter the station name. 

Ex: [liaEEElESl^PAGEJCDlBCBCll 
and press I SET I 



^ Enter a 4-digit Network Address. 

Ex: (D®®® and press I S ET I 



Errter a 2-digit Relay Address. 



Ex: (2)(0) and press I SET 



If the recorded station is the Relay Station, press 0. 
If not, press ® . 



<01> NETWORK ADDRESS 

Hi 



3 
i 



<01> RELAY ADDRESS 



II 



<01> RELAY STN? 2l 
1:YES 2:N0 I 



Ex:® 



10 



In case the station you have just recorded will be used for 
one-station transmission, you can preset the transmission 
route. 

1: For transmission via the Relay Station 
2: For direct transmission 

Ex:® 

Repeat step 4 through 10 to enter the numbers for other 
stations, or return to standby by pressing I STOP I . 

Print out a Hst of One-Touch/ABBR number or Directory 
Search List to confirm that you have recorded everything 
correctly. For the printout operation, refer to page 147. 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 
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Sending a Document by Relayed Transmission 

Once you have recorded ail the necessary paranrjeters in your machine in accordance with the Relay Network 
you belong to, you can send a document to two or more stations in the network system, automatically, using 
the procedure below. 



ENTER STATION (S) 

THEM PRESS START 00% 

Set document(s) face down. 



1 ^/ 



FUNCTION 



ENTER STATION {S) 

THEN PRESS START 



3 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 



<01> (Station name] 
5551234 



4 




The document is stored into memory and your machine 
starts to dial the number of the Relay Station and sends the 
document. 

After the Relay Station finishes its transmission to the End 
Receiving Stations, your machine prints out a REUW XMT 
RESULT REPORT sent back by the Relay Station. 



STORE * NO. 001 1 

PAGES=01 01%| 



iJ Ncae: You cannot manual number dialling in st^ 3. 
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Printouts and Reports 

When you use Relayed Transmission, your machine will print the following two reports to help you check and 
keep track of your faxes. 

1. Relay XMT Report (COMM. JOURNAL) 

When your machine finishes transmitting to the Relay Station, it will print a COMM. Journal when the Fax 
Parameter No. 12 is set to "2", this tells you whether the transmission was successful or not 

2. Result Report 

When the Relay Station finishes transmitting your fax document to the End Receiving Station(s) in vour 
network, it will print a REUY XMT RESULT REPORT, it tells you what it did and whether It was sucwessful 
or not. 

Sample Relay XMT Report (COMM. JOURNAL.) 



-COMH. JOURNAL - **»***»**♦..***.« d^TE 08-MAR-1997 **•* TIME 15:00 **** P. 



01 



(1) 

MODE = MEMORY RELAYED TRANSMISSION 
FILE N0.= 050 (4) 



(2) (3) 

START= 08-MAR 14:50 ENDs^ 08-MAR 15:00 



(5) (6) (7) 

STN NO. COM ABBR NO. 

001 R-OK <0l>/2000 

002 R-OK <02>/2001 

003 R-OK <03>/2002 

004 R-OK <04>/2003 



(8) O) 

STATION NAME/TEL NO. PAGES 

LONDON 001/001 

STOCKHOLM 001/001 

BERLIN 001/001 

ROME 001/001 



(10) 

DURATION 

00:01'30 
RBLAY 
RELAY 
RELAY 



111) 

RLY STN 

<01>/2000 
<01>/2000 
<01>/2000 
<:01>/2000 



******* 



- HEAD OFFICE 



- PANASONIC - 

"***♦* - 201 555 1212 - ******* 



(1) Indication of communication 
mode 

(2) Start time of communication 
{3} End time of communication 

(4) File number 

(5) Sequential number of the stations 

(6) Communicaiton result 



(7) Abbreviated number and Network 

Address 

(8) Recorded name in One-touch or 
ABBR Number Dialling 

(9) Number of pages transmitted 
(tO) Duration of communication 

(11) Relay station's ABBR. NO. / 
Network Address 



001 to 255 



"R-OK" indicates that the Relayed XMT Request was successful. 
3-digft Info Code (see page 155) indicates that the communication has failed. 
In this case, the machine will print out the attached report with fiist page of your 
document as shown on page 145. ^ ' 



: 3-digit number is the number of pages succesefully transmitted. 

: The communication that was requested to be transfenred via the relay station is 
shown as "RELAY". 



Note: If you transmit through more than one Relay Station, you win receive a separate ResuH Report. 
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Sample Result Report (Relay XMT Result) 



(1) 

08-MAR-1997 12:10 FROM LOKDON 



TO NEW YORK 



P. 001/001 



(6) 

START=08-MAR 12:00 



(7) 

END=08-MAR 12:10 



****** -RESULT REPORT- ************************** date 08-MAR-1997 ***** TIME 12-10 ***** p 1 
(2) 

MODE = RELAYED TRANSMISSION 
(3) 

REQUEST EEC'V TIME=08-MAR 11:40 
NUMBER OF PAGE(S) = 01 (4) 
FILE NO. = 045 (5) 

**** REQUESTING STATION ** (8) 
- NEW YORK - 

TELEPHONE NUMBER = 212 111 1234 
NETWORK ADDRESS = 1000 



(9) 


!10) 


(11) 




(12) 


(13) 


NO. 


COM 


DESTINATION (S) 


PAGE ( S ) 


RLY STN 


01 


OK 


2000 


LONDON 


001/001 




02 


OK 


2001 


STOCKHOLM 


ool/ool 




03 


OK 


2002 


BERLIN 


001/001 




04 


INC 


2003 


ROME 


000/001 





•♦RELAY STATION ** (14) 

- LONDON - 

TELEPHONE NUMBER = 44 71 111 1234 
RELAY M)DRESS= 20 
NETWORK ADDRESS^ 2000 

- LONDON 

TOTAL P. 01 



Explanation of Contents 

(1) Relay Station's Header Print 

(2) Indication of transmission mode 

(3) The time when the relay request was received 

(4) Number of pages received relay request 

(5) File numt^er of the received relay request file 

(6) The time when the Relay Station starts sending Relay Faxes 

(7) The time when the Relay St^ion ends sending Relay Faxes 

(6) Initial Sending Station's information (LOQO, Telephone number and Network Address) 

(9) Communication number 

(1 0) Communication result :"0K" indicates that the transmission was successful. 

"R-OK* indicates that the transmission to the Relay Station was successful. 
"INC indicates that the transmission was not completed. 

(11) Station name 

(12) Number of pages transmitted/number of pages received Relay Request 

(1 3) Another Relay Station's Relay Address/Network Address (If transferred to another Relay Station) 

(14) Relay Station's information (LOGO, Telephone number and Network Address) 
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Sub-addressing 

General Description 



Innf.n'Jtf'^r®'"^ ^T^"^ ^""''^ ^""^^^^ forwarding or relaying of document(s) to the desired 
recip ent(s) when used in combination with the Networking version of HydraFa)^seTFA)^^sottZr^^^^^ 

function conforms to the ,TU-Trecomn.enda«onforTRoulg-Facsirni,el^^S^^^ 
Exampte of a Network 

Document with SUB 
e.g. 

Dial201 3331 234 
SUB=004 




Telephone 
Une 



PSTN 
Network 



bbb 




Documoit With SUB 
e.g. 

Dia[201 3331234 
Sll&=003 





PBX 




Tel No. 


Ext. No. 






1000 






1001 






1002 



Extension Network 




Yourmachine G3fax 
w/PCI/F 



G3fax 



Automatic Boutina Table of HydraFax/taser Fax 



LAN Network 




Compatlblffty with Oth«r Machinos 

I qli^H?®^""^ Transmission: UF-342/550/77(W88 (see Note 2) 

• Sub-addressmg Reception: UF.342/550/770/788 with PC Interface using the 

Networking version of HydraFax/LaserFAX software. 
Sub^ddressing Transmission Methods 

• by regis enng the Sub-address information into One-Touch/ABBR. Diallinq Numbere 
. By specifying the Sub-address information in the Manual Number Dialling ModT 
Setting of Routing, Forwarding or Relaying 

TpublifqSSfJIlTfif ! ^"'m"^**^ ^° combination of LAN (Local Area Networic) PSTN 

Note: 1. HydraFax and LaserFAX are trademarks of Wordcmft International Ltd. 
2. UF-788 with PC Interface Option ortfie Option ROM installed. 
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To set the Sub-address into a One-Touch/ABBR. Dialling Numbers 



1 



FUNCTION 
\ J 




SET 



1: ONE-TOUCH 
2 :ABBR. NO. 



Select 1 for One-Touch Dialling number 
Select 2 for ABBR. Dialling Number 

Ex: ® 



aNE-TOUCH< > 

PRESS OKE-TCH OR V A 



3 



Ex: 



01 



<01> 

ENTER TEL. 



NO. 



4 



Enter the telephone number, press I FLASH I then enter 

the Sub-address (up to 20 digits). 

(up to 36 digits including telephone number, pauses, 

spaces, FLASH and Sub-address) 

Ex: Telephone number = 5551234, Sub-address =2762 

Enter as: (D(D(5)0(D(D@ 

CILASE (D®(6)(D 



<oi> 

5551234s2762| 



5 



SET 



-Jig- 



Enter the station name. 



<01> SALES DEPT. I 
5551234S2762 



6 



SET 



f STOPS 

vol/ 



Note: I FLASH . I separates the Stdj-actdress from the Teteplwne number and is incBcated by an 's' in the 
display. 
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To send a Document with Sub-address 

Using One-Touch/ABBR. Number Dialling 

The operation is the same as for normal Dialling 



1 

2 
3 




-J 



Set document(s) face down. 



01 




The document is stored into memory and your machine 
starts to dial the number of the station and sends the 
document(s) with Sub-addressing ir»formation. 

Using Manual Number Diaiiing 

Use I FU^SHl to separate the Telephone number and the Sub-address. 



1 

2 




Set document(s) face down. 



"FLASH I then enter 



Enter the telephone number, press 
the Sub-address (up to 20 digits), 
(up to 36 digits including telephone number, pauses 
spaces, FLASH and Sub-address) 
Ex: Telephone number = 5551234, Sub-address =2762 
Enter as: (5 )(5)(g)®(2)(D@ 

raAgHid)®®® 



3 




The document is stored into memory and your machine 
starts to dial the number of the station and sends the 
document(s) with Sub-addressing information. 



ENTER STATION (S> I 
THEN PRESS START 00% I 



<01> (Station name) 

5551234s2762 



] 



STORE * NO.OOll 
PAGES=Oi 01%l 



ENTER STATIOMtS) 
THEN PRESS START 00% 



>o%| 



TEL. NO. 
5551234s2762| 



STORE « NO.OOll 
PAGES=01 01%| 



^' d^^*^ sepamtes the Sub-address from the Teiephone nimrbersmd is indicated by an S'in the 

2. Manual Off-Hook or On-Hook DiaHir^ cannot be used with the Sub-addressing Transmfsskm 

3. The Sub-address is not transmitted during Manusd Redial Moth. 
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To help you maintain records of the documents you sent and received, as well as lists of the numbers you record, 
your facsimile machine is equipped to print the following journals and lists: Transaction Journal, Individual 
Transmission Journal, Communication Journal, One-Touch/ABBR. No. List, Program List, Fax Parameter List, 
Power Failure Report and Fiie List, 

Transaction Journal 

The "Journal" Is a record of the last 1 00* transactions (a transaction is recorded each time you send or receive 
a document). It is printed out automatically after every 1 00* transactions (see Note), but you can print or view 
it manually by using the following procedure {UF-550 : 32 transactions) : 



1 

2 

3a 

3b 



FUNCTION 
□ 




PRINT OUT {1-7) 

ENTER NO. OR V A 



SET 



for printing a Journal 



for viewing a Journal 



JOURNAL 

1 : PRINT 2 : VIEW 



* PRINTING * 
JOURNAL 



JOURNAL VIEW 
1:XMT ONLY 2:ALL 



4 



Select the viewing mode, 
b ® for viewing transmission transactions only 
(2) for viewing all transactions 
Ex:(D 

You can view the transactions in the journal by pressing [v] 
or H . Press I STOP I to return to standby. 



USE THE V A KEYS TO 
SCROLL EACH RECORD 



Date & Time 



01/12 10:00 OK POll 
XMT O 5551234 A 



Type of Communication 

XMT: Transmission 
RCV: Reception 
POL: Polling 
PLD: Polled 
FWD: Fax Fomard 



Received ID, 
Recorded name or 
thedlaled 
teiephons number 



Coftwnunlcalion Result 

OK: Coimiunjca]ionwa« successful. 

BUSY: Unebusy 

STOP: STOP was pressed. 

3-digit Info Code: Communication h£» failed 

(Refer to page 1 55 for details.) 

Number of pages successfully transmitted or received. 



Scroll Marker 

a: Latest transact! on 
V : Oldest transaction 
■:Only 1 transaction 



Note: 



If you wish to disable the automatic print out of the Trar&ac^on Joumaf, change the setting of Fax 
Parameter No. 13 to 'Invalkf. (See page 35) 
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individual Transmission Journal (IND. XIMT JOURNAL) 

An Individual Transmtesion Journal contains information on the latest transmission. 



1 



FUNCTION 

IF 



PRINT OUT 


{1-7)1 


ENTER NO. OR 


V A 1 



2 



6 : IND . XMT JOURNAL? 
PRESS SET TO PRINT 



3 



SET 



• PRINTING * 
IND. XMT JOURNAL 
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Sample Transaction Journal 















(1) 






(2) 






**********'* -JOURNAL 


_ DATE 08— MAR- 


]^997 ***** 


TIME 


15:00 *******•*» 


(3) 




(S) 


(6) 


<7) 


(8) 


(9) 


(10) 


(11) 


(12) 


NO. 


COM 


PAGES 


PILE 


DURATION 


X/R 


IDENTIFICATION 


DATE 


TIME 


DIAGNOSTIC 


01 


OK 


001 




00:00'22 


XMT 


SERVICE DEPT. 


07-MAR 


17: 


35 


C0044903COOOO 




OK 


003 




00:01-17 


RCV 


Ill 222 333 


07-tIAE 


17 


41 


C0044903COOOO 


03 


OK 


001 




OOiOO'Sl 


XMT 


ACCOUNTING DEPT. 


07-MAR 


17 


50 




04 


630 


000/005 


021 


00: 00 '00 


XMT 


342345676 


07-MAB 


17 


57 


Q80O420OO0OO0 


05 


STOP 


000 




00:00'34 


XKT 


12324557 


07-ItAR 


18: 


35 


0210260200000 


06 


OK 


OOl/OOl 

s 


022 


00:00-20 

s 


XMT 


44567345 

s 


07-MAR 

s 


18: 


44 


C8044B03COOOO 

s 


31 


OK 


002/002 


023 


00:00'31 


XMT 


0245574533 


08-MAR 


08: 


35 


C8044B03C1000 


32 


OK 


003/003 


024 


00:01-32 


XMT 


a035367S980 


08-MAR 


08: 


57 


C8O44BO3C1000 














(13) 






















-PANASONIC 










-HEAD 


OFFICE - »«»** _ 




201 


555 


1212- ********** 










(15) 






(14) 





Sample Individual Transmission Journal (iND. XMT JOURNAL) 



(1) 

*************** ^XND. XMT JOURNAL- •*»***•**•**»**• DATE 08 


-MAR- 


(2) 

-1997 ***** TIME 15;00 «•*«*****•«** 


(10) (11) 


DATE /TIME 


= 08-MAR-1997 09:00 






(3) 


JOURNAL No. 


= 21 






(4) 


COMM. RESULT 


= OK 






(5) 


FAGECS) 


= 001 






(7) 


DURATION 


= 00:00'16 






(6) 


FILE Ho. 








(16) 


MODE 


= TRAHSMISSION 






(17) 


DESTINATION 


= [01] / 555 1234 /ABCDEFG 






(18) 


RECEIVED ID 








(19) 


RESOLUTION 


= STD 

(13) 

-PANASONIC 






*.**«*************«#*, OFFICE _••***** _ 

(15) 


(14) 


201 555 1212- .* ******************** 
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► Journals and Lists 



Explanation of Contsnte 

(1) Printout date 
(2} Printout time 

(3) Journal number 

(4) Communication result 



(5) Number of pages transfnitled or 
received 



(6) File number 

(7) Duration of communication 
(8} Type of communication 



(9) Remote station identification 



(10) Communication date 

(11) Communication Start time 

(12) Diagnostic 

(13) Own LOGO 

(14) Own ID number 

(15) Own Character ID 

(16) of communication 

(17) Destination 



(16) Received remote station's ID 
(19) Resolution 



: "OK" indicates that the communication was successful. 
^BUSY" indicates that the communication has failed because of busy line. 
^STOP" indicates that STOP was pressed during communication. 
"IW-OK" indicates that the substitute reception message in memoro was not 
printed out. 

"P-OIC* indicates that memory overflow or document misfeeding occurred while 
storing the documents into memory for transmission but successfully stored 
document(s} was sent. 

"R-OK" indicates that the Relayed XMT or Confidential Communication was 
successful. 

"3-digit Info Code" (see page 155) indicates that the communication has failed. 

: The 3-digit number is the number of pages successfully transmitted or 
received. 

When the documents are stored into memory, two 3-diglt numbers will appear 
The first 3-digit number represents the number of pages successfully 
transmitted. The second 3-digit number represents the total number of paoes 
that were attempted to be transmitted. 

: 001 to 255 (If the communication is stored into memory, a file number Is 
assigned for each communication.) 

: "XMF means Transmission 
"RCV means Reception 
"POL" means Polling 
"PLD" means Polled 
"FWD" means Fax Fonward 

: Name : Recorded name In One-Touch or ABBR. Numbers or remote station's 
Character ID. 

& number : Dialed tel^hone number (PIN code will not be shown) 
Number : Remote station's ID number. 



: For service personnel only 
: Up to 25 characters 
: Up to 20 digits 

: Up to 16 characters 

: Transmission or memory transmission 

: If a One-Touch or ABBR was used for the transmission: 

One-Touch or ABBR. No./Tetephone Number/Recorded Name 

ff not : Telephone number 
: Character ID/ID number 
: "STD" means standard resolution 

TINE" means fine resolution 

"S-FINE" means super fine resolution 
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Journals and Lists ^ 



Communication Journal (COMM. JOURNAL) 

The Communication Journal (COMM. JOURNAL) lets you verify if transmission or polling was successful or 
not. You may select the printout condition (Off/Always/lnc. only) in Function 8-1 , or Fax Paremeter No. 12. 

Sample COMM. JOURNAL 



(1) 



COMM. JOURNAL - ***************** of^r^^ 08-MfiR-19S7 **** TIME 15:00 **** P. 01 



MODE = MEMORY TRANSMISSION 
FILE N0.= 050 (4) 



(2) 

START=08-MAR 14:50 



(3) 

EMD=08-MAR 15:00 



(5) 


(6) 


(7) 


(8) 


(9) 


(10) 


STN NO. 


COM 


ABBR NO. 


STATION NAME /TEL NO. 


PAGES 


DURATION 


001 


OK 


<01> 


SERVICE DEPT. 


001/001 


00:01-30 


002 


OK 


<02> 


SALES DEPT. 


001/001 


00:01-25 


003 


407 


<03>- 


ACCOUNTING DEPT. 


000/001 


00:01-45 


004 


BUSY 


a 


021 111 1234 


000/001 


00:00'0Q 



J,, » _ fjjyyj OFFICE 

THE SLEREXE COMPANY UMTTED 

SAPORS LANE • BOOLE - DCMtSET . BH25 SER 
mEtMOME nou (945 13) SKIT ■ nua imst 



- PANASONIC - 
****** - 201 555 1212 - ******* 



Out Ref. 350/PJC/EAC 



Dr. P.M. Cundall, 
'■'»■'''>» Surveys 



18th Januaiy. 1972. 




oCLations at print densicy 



cause the photocell to generate an analogous electrical video »i.gnai. 
This signal is used to modulate a carrier, which is transmitted to a 
remote destination over a radio or cable coroiiunications link. 

At the remote terminal, demodulation reconstructs the video 
signal, which is used to modulate the density of print produced by a 
printing device. This device is scanning in a raster scan synchronised 
with that at the transmitting terminal. As a result, a facsimile 
copy of the subject document is produced. 

Probably you have uses for this facility in your organisation. 

Yours sincerely. 



P.J. CROSS 

Group Leader - Facsimile Research 
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Journals and Lists 



Explanation of Contents 

(1) Indication of communication mode 

(2) Start time of communication 

(3) End time of communication 

(4) File number 

(5) Station numljer 

(6) Communication result 



(7) Abbreviated number or S mark 

(8) Recorded name in One-Touch, 
ABBR. or direct dialling number 

(9) Number of pages transmitted or 

received 



(10) Duration of Communication 



: 001 to 255 (When the communication is stored into memory, a file number 

IS assigned for each communication.) 
: Sequential number of the Stations. 
: "OK" indicates that the communication was successful. 

loV^r indicates that the communication has failed because of busy line 

.f/S^.. ■'"i''^^*®^ P''®sse'' <^"""9 co'nmunicalion. 

printed qIJ"^®*®^ substitute reception message in memory was not 

memory overflow or document misfeeding occurred 
While stonng the documents into memory for transmission but successfullv 
stored document(s) was sent. ' 
"R-OIC indicates that the Relayed XMT or Confidential Communication was 
successful. 

"3-digit Info Code" (seepage 155} indicates thatthe communication has failed, 
in this case, the machine will printout the attached report with first paoe of vour 
document as shown on the previous page. 
: & mark indicates dialed by direct number dial. 



' receive?'* "umber of pages successfully transmitted or 

When the documents are stored into memory, two 3-d)git numbers will appear 
The fii«^ 3-digit number represents the number of pages successfullv 

transmitted. The second 3-digitnumberrepresents the total numberof pages 
that were attempted to be transmitted. •v.nayoo 
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Journals and Lists ^ 



One-Touch/Abbreviated and Directory Search List 

To print a One-Touch/Abbreviated Number and Directory Search List of tlie telephone numbers you have 
stored. 



1 



FUNCTION 




PRINT OUT 


{1-7) 


ENTER NO. OR 


V A 




2 : ONE-TCH/ABBR LIST? 
PRESS SET TO PRINT 



3 



SET 



15- 



1 


ONE- 


-TOUCH/ABBR.NoJ 


2 


DIR 


SEARCH 1 



4 





for One-Touch/ABBR. Number List 



for Directory Search List 



* PRINTING * I 

ONE-TOUCH/ABBR. LIStI 



* PRINTING * 
DIR. SEARCH LIST 
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Journals and Lists 

Sampl9 One-Touch List 



♦*«*****♦***,,♦ -ONE-TOUCK LIST- ****************** 



(1) C2) 
ONE- STATION NAME 

TOUCH 



<3) 

TELEPHONE NO. 



<01> SERVICE DEPT. 121 555 1234 
<02> SALES DEPT. 222 666 2345 

<03> ACCOUNTING DEPT 313 333 3456 

NO. OF STATIONS =03 {4) 



DATE 08-1IAR-1997 ***** TIME 15eOO *** p. 01 
, . . . 



(5) 


(6) 


(7) 


(8) 


NETWORK 


RELAY 


RELAY 


ONE STN 


ADRS 


STN. 


ADRS 


XMT 


2000 


YES 


2C 


DIRECT 


2001 


NO 


20 


DIRECT 


2002 


NO 


20 


DIRECT 



(see Note> 



OWN TELEPHONE NO. =12345678 (9) 
OWN NETWORK ADDRESS=1000 (10) 
NETWORK PASSWORD=9999 (11) 

(see Note) 



**»*♦*•*♦*«♦**»*«#, 



*'•********** -HEAD OFFICE 



Sample ABBR. Number List 



.****.♦»**,.,*. -ABBR. NO. LIST- '********* ***. 



-PANASONIC 



201 555 1212- ********* 



(1) (2) 
ABBR STATION NAME 
NO. 



t3) 

TELEPHONE NO. 



DATE 08-MAR-1997 ***** TIME 15:00 ••* P. 01 
r - ........ 

(5) (6) (7) (8) 



rOl] ENG. DEPT. 888 555 1234 

[02] PURCHASE DEPT. 999 666 2345 
t03] REGULATION DEPT 777 333 3456 

MO. OF STATIONS = 03 



OWN TELEPHONE NO. =12345678 (9) 
OWN NETWORK ADDHESS=1000 (10) 
NETWORK PASSWORD=3999 (11) 

(see Mote) 



NETWORK 


RELAY 


RELAY 


ONE STN 


ADRS 


STN. 


ADRS 


XKT 


3000 


YES 


30 


DIRECT 


3001 


NO 


30 


DIRECT 


3002 


NO 


30 


DIRECT 



(see Note) 



J 



*«*«***«»*, 



************** 



-HEAD OFFICE 



-PANASONIC 
***** - 201 555 1212- •**«♦**** 



4 1 (CONE FAX PARAMETER) is set to "Valid". «- w^;*' '/ « 'vo. 
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Sample Directory Search List 



-DIR. SEARCH LIST- ***************** jj^TE 08-MftR-1997 ***** TIME 15:00 **• P. 01 



(12) 


(2) 

STATION NAME 


(1) 
ABBR 


(3) 

TELEPHONE NUMBER 


• NETWORK 


(6) 

RELAY 


(7) 

RELAY 


<8) 

ONE STN 






NO. 








[ ADRS 


STN. 


ADRS 


XMT 


[A3 


ACCOUNTING DEPT 


<03> 


313 


333 


3456 


1 2002 


NO 


20 


DIRECT 


[E] 


ENG . DEPT . 


[01] 


888 


555 


1234 


1 3OO0 


VES 


30 


DIRECT 


IP] 


PURCHASE DEPT 


[02] 


555 


666 


234S 


" 3001 


NO 


30 


DIRECT 


[R] 


REGULATION DEPT 


[03] 


777 


333 


3456 


1 3002 


NO 


30 


DIRECT 


[SI 


SALES DEPT. 
SERVICE DEPT 


<01> 
<02> 


121 
222 


555 
666 


1234 
2345 


I 2000 
• 2001 


YES 
NO 


20 
20 


DIRECT 
DIRECT 



(see Note} 



NO. OF STATIONS = 06 (4) 
..... 

I OWN TELEPHONE NO. = 12345678 (9) 
•OWN NETWORK ADDRESS = 1000 (10) 
I NETWORK PASSWORD = 9999 (11) 

(se« Note) 



*****»*««*«*««♦**« i n ^ , , -HEAD OFFICE 



I 



Explanation of Contents 

[1 > One-Touch number or Abbreviated number 

[2) Station name recorded in the madiine 

[3) Telephone number recorded in the machine 

[4) Number of recorded One-Touch and ABBR. numbers 

[5) Networl( Address 

[6) Relay Station 

[7) Relay Address 
;8) One Station XMT 

[9) Own telephone number 
;10) Own Network Address 

Network Password 
;1 2) The first letter of station name recorded in your machine 



-PANASONIC 

**** - 201 555 1212 - ********* 



: <nn> = One-Touch number, [nn] = Abbreviated number 
: Up to 15 characters 
: Up to 36 digits 

: 4-digit 

: Yes/No 

: 2-digit 

: Relay/Direct 

: Up to 36 digite 

: 4-digit 

: 4-diglt 



Note; This information witi be printed if the setting of Fax Parameter No. 40 (RELAYED XMT REQUEST} or 
No. 41 (CONF. FAX PARAMETER) is set to "Valid". 
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► Journals and Lists 



Program List 

To print a Program List of the Dialling Patterns that you have previously entered into the Program Keys. 



1 



FUNCTtON 
I I 



PRINT OUT 


{l-7> j 


ENTER HO. OR 


_vaJ 



3 : PROGRAM LIST? 
PRESS SET TO PRINT 



3 



SET 



15" 



* PRINTING * 
PROGRAM LIST 



Sample Prograin List 



-PROGRAM 


LIST- ******************** DATE 08-MAR-1997 


***** TIME 15:00 *** P. 01 


(1) 


(2) 


(3) (4) 


(5) 




PROGRAM 


PROGRAM NAME 


TYPE TIMER 


ABBR.NOS. 




[PI] 


TIMER XMT 


XMT 12:00 


101) 




[P2] 


TIMER POLL 


POLL 19:00 


[021 




tP3] 


PROG. A 


POLL 


[01] [02] 




tP4] 


PROG. B 


ABBR/GRP 


[01] [02] [03] 










-PANASONIC 




******************* ****if* ************ Tk-it -HEAD OFFICE 


_ ***** _ 


201 555 1212- *«»*♦**** 



Explanation of Contents 

(1) Program key 

(2) Program name 

(3) Type of communication 



(4) Timer 



: Up to 15 characters 

: "XMT" indicates transmission. 
"POLL" Indicates polling. 

"ABBR/GRP" indicates tliat the Program key Is programmed as a group key. 
"ONE-TOUCH" indcates thattlie Program key Is programmed as a One-Touch 
key. 



: Indicates the starting time. 
"— indicates that the Program key contains 'non-deferred* program. 

(5) Numbers recorded in the program : One-Touch/ABBR. numbers 
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Journals and Lists ^ 



FAX Parameter List 

To print out a FAX Parameter List: 



1 



FUNCTIC»J 



PRINT OUT (1-7) 
ENTER NO. OR V A 




4 : FAX PARA LIST? 
PRESS SET TO PRINT 



3 



SET 



* PRINTING * 

FAX PARAMETER LIST 



Sample FAX Parameter List 



*************** PARAMETER LIST- •.**...«***.** date 08-MAR-1997 ***** TIME 15:00 ♦*•***- 



(1) (2} 
PARAMETER DESCRIPTION 
NUMBER 

01 CONTRAST (HOME) 

02 RESOLUTION (HOME) 
04 STAMP (HOME) 



(3) 

SELECTION 



(liNormal 2; Lighter 3:Dark6r) 

{l:Standard 2:Fine 3:S-Fine) 
(1:0££ 2:0n) 



99 MEMORY SIZE 



► *•«■****«»»«******«**« _, 



-PANASOMIC 



HEAD OFFICE 



(4) 



(5) 



CURRENT STANDARD 
SETTING SETTING 



/ 

{512KB + 1MB) (6) 



201 555 1212- ********* 



Explanation of Contents 

(1) Parameter 
number 



(2) Description : "(HOME)" means home position 

setting. 

{3) Selection 



(4) Current setting : " — " indicates code or password is 

not set. When the code or password 
is set, it is shown in parenthesis. 
When RCV To Memory Password is 
set, nil is shown in parenthesis. 

(5) Standard setting : Factory preset standard setting 

(6) Memory sizes : (Base memory + option memory) 



151 



► Journals and Lists 



Power Failure Report 

The UF-770 has a built-in rechargeable battery installed to retain the document information for up to 1 hour 
when a power failure occurs. 

However, if the battery system has problems, the document information might be lost. In this case, a Power 
Failure Report will be printed automatically for each file separately, after the Power is turned ON again. This 
report is not printed if there were no files in the memory. 

Sample Power Failure Report 



*************** -POWER FAILURE REPORT- .•«********..**.. d^TB 08-MAR-1997 ***** TIME 15:00 *** P. 01 
POWER FAILURE OCCURRED 1 
FROM *** 08-MAR-1997 10:00 **• (1) 
TO *** 08-MAR-1997 15:00 *** (2) 
FOLLOWING FILE(S> HAS BEEN LOST. 



(3) 

FILE NO. 
002 
003 
015 

018 



(4) 

COMM. TYPE 
MEM. POLLED XKT 
RCV TO MEMORY 
MEM.DEF.XMT 

MEMORY XMT 



<5) 

ABBR NO. 



<01> 
<02> 

<03> 

n 



(6) 

STATION KAME/TEL NO. 



SALES DEPT. 
SERVICE DEPT 

ACCOUNTING DEPT. 
021 111 1234 



-PANASONIC 



-HEAD OFFICE - ***** 



(7) 

PAGES 

003 

005 

000/003 
0O0/OQ3 

005/005 
000/005 



201 555 1212- ********* 



Explanation of Contents 



0 ) Power failure date and time 

(2) Power return date and time 

(3) File number 

(4) Communication type 

{5) Abbreviated number or a mark 

(6) Recorded name in One-touch, ABBR. or Manual 
Number dialling 

(7) Number of pages stored 



: 001 to 255. (When the communication for each 
communication) 



: 2S marl< indicates dialed by Manusd Number dialling 



: The first 3-dlgit number represents the number of page 
successfully transmitted. The second 3-digrt number 
represents the number of pages stored in memory. 
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Troubleshooting ^ 



If You Have Any of These Problems 



Mode 


Symptom 


Action 


page 


During Installation 


The display is iidinking 


Battery discharged completely. This may he^jpen at first 
instaltation. After setting the clock, the blinking will stop. 


25 




L/uv/Uiiicfu uut7on 1 
feed/multiple feed 


1 . uiiecK inai your uocumem IS iree ot stales and paper 
clips, ar^d that it Is not greasy or torn. 

2. Check that your document is the right type to send through 
a fax machine by consulting the list on "Documents You 
Cannot Send". If your document has the characteristics 
listed, make a photocopy of your document and send the 

copy instead. 


39 


During Transmission 




3. Check that the document is loaded properly. 

4. Adjust the ADF Pressure Plate. 


40 
162 




Document jam 


The information code 031 will appear on the display if the 
document becomes jammed. 


169 




Does not stamp 


1 . Check if Stamp LED is lit. 

2. Check Fax parameter No. 04 and l^to. 28 settings. 


42 
35,36 




Stamp too light 


Replace stamp or refiil ink. 


163 


Transmission Copy 
Quaiity 


voiuuqii lines on inc 

transmitted document 


L>necK own copy quality, ft copy is OK, your machine has no 
pr(*lem, report to receiving party that they have a problem. If 
copy e iviG, clean the Document Scanning Area. 


160 


Transmitted document 
is blank 


1 . Make sure the document is set face down. 

2. Check own copy quality. If copy is OK, your machine has no 
problem, report to receiving party that they have a problem. 
If copy is NC3, clean the Document Scanning Area. 






No recording paper 


The information code 01 0 will appear on the display if the paper 
runs out. 


18 




Recording paper jam 


The infonnation code 001 , 002 or 003 will aippe&r on the display 
if the paper gets jammed. 


158 




Recordina oaoer 
doesn't advance into 
machine 


Make sure that thdre is rw^rvAr in fhA Panor PaeeaMA cr#%iiAi4« 

the instmctions for loading paper. 


IO 


ifunng nscepiion 


Recording paper 
doesn't eject after 


Check to see if the recording paper is jammed inside of the 
machine. 


158 




Recording papers are 


1 . Check if Fax Parameter No. 65 is set to vaikl. 


38 




not stacked in 
sequence. Machine 
does not print from the 
last page received. 


2. If memory becomes full during reception, the machine will 
start to print from the 1 st page received. We recommend that 
optional menwry is installed if this symptom occurs 
frequently 


170 




Document auto 
reduction doesn't work 


Check Print Reduction settings. 


61 




Out of toner 


The information code 041 will appear on the display if the Toner 
Cartridge runs out of torter. 


16 



8 



153 



► Troubleshooting 



Mode 


Symptom 


Action 


page 




Vertical lines Drintino 
on the received 
document 


Printout a Journal rpnnrt fa n Fi imptiom « i anri ceT\ 
checl< quality to make sure if your machine has trouble or not. 

If Journal report quality is OK, your madiine has no problem, 
report to sending party that they have a problem. 

If copy is NQ. reoiace the Toner CartridoA 


141 

id 
ID 


Print Copy Quality 


Fuzzy print 


1 . Make sure you are using the correct paper for the best 

Ofmcsihl^ nrint miAliK/ 
^/VvwIMn? |Jlllli uueiiHy. 

2. Try reversing the recording paper to the other side. 


168 




Mi&sing dots or 
lines/inconsistent 
darkness within print 


1 . Make sure you are using the correct pc^jer for the best 
possible print quality. 

2. Replace the Toner Cartridge. 


168 
16 


Print Copy Quality 


Fading print 


The Toner Cartridge may be running out of toner. Replace the 
Toner Cartridge. 


16 


Faint print 


You may need to choose a different paper for the best possible 

print quality. 


168 




Ho dial tone 


1 . Check the connection of the telephone line. 

2. Check the telephone line. 


164 


vwiiiinijniViwiiiwn 


No auto answer 


1 . Check the connection of the telephone line. 

2. Check the Recention mnde sattinn 

3. Check if machine is printing a report. {e.g.: Transaction 
Journal, Fax Parameter List}. 

If machine is printing a report, machine cannot receive until 
printing is completed. 

4. If the printed document is the final Trarisaction to print the 
Transaction Journal automatically, machine will usually print 
the Transaction Journal automatically after printing out the 
document. In this case, the machine cannot receive until the 
Transaction Journal has been printed. 


164 
60 




Cannot transmit or 
receive 


An information code will be shown on the display. Refer to the 
infomiation code table to find out the trouble. 


155 


NoUnitC^ratlon 


No unit operation 


To resetthe machine, tum-offthe PowerSwitchforafew second 
then turn-on again. 


21 
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Troubleshooting ^ 



Information Codes 

When something unusual occurs, the display may show one of the Information Codes below. These will help 
you to iderrttfy and correct the problem. 



Info. 


Meaning 


Action 


Patie 


001/002 


Recording paper jam. 


Remove jammed paper. 


158 


010 


No recording paper. 


Load the paper. 


18 


011 


Recording Paper Cassette is not installed properly. 


install the Recording Paper Cassette. 




017 


Incorrect paper size loaded in ttie Paper Cassette, 


Load the Paper Cassette with proper paper 
si2e{A4, LRTorLGL). 


18 


030 


Document misfeeding. 


1 . Reload the document properly. 

2. Remove document jam. 

3. Adjust ADF. 


40 

159 
162 


031 


Document paper is too long or jammed. 
Document length exceeds 2 meters. 


1 . Reload the document properly. 

2. Remove docunvent jam. 


40 
159 


041 


Out of toner. 


Replace the Toner Cartridge. 


16 


045 


Toner Cartridge Is not installed. 


Install the Toner Cartridge. 


16 


060 


Printer Cover is opened. 


Close the Printer Cover, 




061 


ADF Door (Document Return Guide) is nrmn 


uiose ine «ur uoor. 




063 


Jam Access Cover 1 (Optional 2nd Feeder Unit) is 
open. 


Close the Jam Access Cover 1 . 




064 


Jam Access Cover 1 /Ontional "^rri PoAriar i inif\ ic 

open. 


uiose ine Jam Access cover 1 . 




400 


During initial handshake, receiving station did not 
respond or communication error occurred. 


1 . Check with other nartu 

1 1 wi mill Villwl |i/CIIKy. 

2. Reload the document and send again. 




401 


Remote station required a Receiving Password to 
receive the document. 

Remote station does not have Confidential Mailbox. 


Check ttie remote station. 




402 


During initial handshake, communication enor 
occunred. 


Reload the document and send agsun. 




403 


No polling capability at the remote side. 


Ask remote side to set "POLLED=ON". 




404/405 


During initial handshake, communication error 
occurred. 


Rekiad the document and send again. 
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► Troubleshooting 



Info. 
Code 


Meaning 


Action 


Page 


406 


Transmission Password does not match. 
Receiving Password does not match. 
Received from an unautfiorized station in Selective 
Reception mode. 


Check the password or the telephone number 
in One-Touch orM?breviated statiwi. 


111 

113 
114 


407 


No confinmation from the receiving station for the 
previous page sent. 


Wail a few minutes and send again. 


— 


408/409 


Remote side confirmati(Hi of previous page is Illegible. 


vvffkn A fCMt mini rfao onH etetfiri ^nnin 

vvaii a low ifiiiiut^S aflQ 96nQ ayaln. 




411 


Polling password does not match. 


Checic polling password. 


67 


412 


No data from the transmitting side. 


Checit with the other party. 




414 


Pollina oassword dosR not matt^h 

I Willi 1^ |i#WVriirTWI VI UV/C7Gr 1 lUI IIIQIiWtIa 


Check polling password. 


67 


415 


Pollino transmission error 


Check polling password. 


67 


416/417 
418/419 


RscotVdd data hdfi loo manu Armns 


unecK with the other party. 




420 


Machine goes to receiving mode, but receives no 
command from the transmitting side. 


1. Remote skte misdial. 

2. Checl<: with the other party. 




422/427 


interface is incompatible. 


Check with the other party. 




430/434 


Communication error occurred while receiving. 


Check with the other party. 


-- 


436/490 


Received data has too many errors. 


Check with the other party. 




456 


• Unit received a confidential document or was 
requested to be poHed of a confidential document 
under any of following conditions. 

1 ) Memory does not have enough space to receive 
the confidential document. 

2) Confidential Mailbox file is full. 

3) While printing received document. 

• Unit was requested to relay a document. 


1 . Printout File List then check the contents. 

2. Wait a moment until finishing the printing. 


76 


492/493 
494 


Communication error occurred while receiving. 


Check with the other party. 




495 


Telephone line disconnected. 


Check with the other party. 
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Troubleshooting ^ 



Info. 
Code 


Meaning 


Aetlon 


Page 


540/541 
542 

543/544 


Communication en-or occurred wrtiile transmitting. 


1 . Reload the document and send again. 

2. Check with the other party. 


- 


550 


Teiepiione line disconnected. 


Chedc with the other party. 




562/553 
554/555 


Communication enor occurred while receiving. 


Check with the other party. 




580 


Sub-address transmission to a unit that has no 
Sub-address function. 


Checi( the remote station. 


138 


SO 1 


Sub-address Password transmission to a unit that 
has no Password Sub-address function. 


Check the remote station. 


138 


601 


ADF Door was t^ened during ADF transmission. 


Close the ADF Door. 


159 


623 


No document was on the ADF. 


Rek>ad the document and send again. 


— 


630 


Redial was not successful due to a busy tine or no 
response from the caJled statlwi. 


Reload the document and send again. 






During dialling, STOP was pressed. 


Reload the document and send again. 




634 


Redial was not successful due to a busy line or no 
response from (he called station. 


Reload the document and send again. 


- 


638 


Power failure occurred during the communication. 


Ched( the power conl and plug. 


20 


870 


Memory overflow occurred whiie storing 

\4\A«vfi I f i9 iiiiv iin7Mi\ifiy iwi iieuisrniociiun* 


Transmit documents without storing into memory. 
Order additk>nal memory option. 


51 
169 


879 


Memory overflow occurred while receiving 
documents into memory. 

Receiving documents with data that is greater than 
the memory size. 


1 . Check recording paper and toner cartridge. 

2. Install Opttonal Memory Cani. 


16 
18 


975 


DRAM parity em)r. The document infomiation in 

memory is lost. 


1 . Unit will print out a Power Failure Report. 

2. Resend the lost document. 


152 
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► Troubleshooting 



Clearing a Recording Paper Jam 



If the recording paper becomes Jammed in the machine, the display will show an Information Code 001 or 
002. 



To Clear the jam, Info. Code 001 




To clear the jam. Info. Code 002 



® Open the Printer Cover. 

(D Remove the jamnrjed paper. 

® Slide out the Paper Cassette. 

® Remove the jammed or wrinkled paper and 
reload the recording paper into the paper 
cassette. 

Caution: Make sure that the paper is set under 
the clips of the Paper Cassette. You 
can load about 250 sheets with 
standard weight paper (20 lb. or 75 
g/m^). For paper specification see 
page 168 




d) Open the Printer Cover. 

(D Remove the Toner Cartridge. 

(D Remove the jammed paper. 



m 



Afote; The Recotding Paper Jam message di^i^y is reset only by opening and ck^g of the PrirOer Cover. 
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Troubleshooting ^ 



Clearing a Document Jam 

If a document becomes jammed in the machine, the display will show the Information Code 031. 

® Open the ADF Door. 



1 




(D Remove the jammed document. 



8 
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► Troubleshooting 



Cleaning the Document Scanning Area 

If the receMng party reports that the received documents were black, or contained black lines, try making 
a copy on your unit to verify. If the copy is black or has black lines, the document scanning area is probably 
dirty and must be cleaned. 

Open the ADF door. 




Wipe the Scanning Area gently with a soft cloth 
gauze wet with ethyl alcohol. Be sure to use a 
clean cloth, the scanning area can be easily 
scratched. 
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Troubleshooting ^ 



Cleaning the Printer Roller 

If you find toner on the back of the recording paper, the printer roller in the fuser unit Is probably dirty. 
To clean the printer roller 



1 



FUNCTION 



SET MODE (1-6) 
ENTER NO. OR V A 




SET 



Machine will print out 3 pages of the Cleaning Chart. 



PLEASE WAIT FOR 
PRIKTOUT TEST CHART 



<PRINTER ROLLER CLEANIHG CHART> 

HOW TO LOAD CLEANING CHART 
l.OPEN THE PAPER CASSETTE 

(If multiple cassette configuration, 1. OPEN the upper PAPER CASSETTE 
2. SET THESE 3 CLEANING CHARTS IN THE CASSETTE FACE UP 

3. CLOSE THE PAPER CASSETTE 

4. UNIT WILL START CLEANING THE PRINTER ROLLER AUTOMATICALLY 

5. DISPOSE CLEANING CHART 




SET THIS ENP TOWARDS THE RIGHT, FACE OP *** 



After printing the Cleaning Charts, the following message 
will appear. 

3 Slide out the paper cassette from the machine. Then, load 
the Cleaning Charts into the cassette face up. (See Note) 

4 Close the paper casette. Machine will automatically feed 
out the charts in order to clean the printer roller. 



LOAD CHART IN PAPER 
CASSETTE PACE UP 



* CLEAHING * 
PRINTER ROLLER 



I 



Note: If you have installed the optional 2nd cassette, load the Cleaning Chart into the upper cassette. 
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► Troubleshooting 



Adjusting the Automatic Document Feeder (ADF) 

ff document misfeeding occurs frequently, we suggest you to adjust the ADF, 
To adjust the ADF, 




Pull the blue Pressure Adjusting Lever upward and 
slide it to the desired position depending on the 
condition. 



Position 


Condition 


1 


To prevent no feed trouble 


2 


Standanj position 


3 


To prevent multiple feed trouble 
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Troubleshooting ^ 



Verification Stamp 

The Verification Stamp contains ink. Wiien the stamp marl< appears faded or hard to see, the stamp should 
be replaced or refilled with ink. 



1 





Open the ADF door. 



® Remove the Stamp Assembly upward. 

® Remove the Stamp, Replace the stamp with 
a new one or refill the stamp with a few drops 
of the specified ink Into the back of the 
stamp. 



8 



Wore: Please contact your local Panasonic dealer to purchase anew stamp. See pa^ 1 70 for order mmOyer. 
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► Troubleshooting 



Checking the Telephone Line 

When you do not hear a dial tone through the telephone connected to the machine or when the telephone 
does not ring (No automatic receive). 



1 



Unplug the Telephone Line Cord from the 
telephone jack that was supplied by the 
telephone company. 





Plug a different regular telephone Into the same 
telephone jack. 




Check for dial tone through the handset. If 
there is still no dial tone, report it to your local 
telephone company, 
or 

Call from another telephone to this number. If 
the telephone does not ring, report it to your 
k>cal telephone company. 
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Specifications ^ 



Compatibility 
Coding Scheme 

Modem Type 

Modem Speed 

Document Size 

Document Thicioiess 
ADF Capacity 

(Automatic Document Feeder) 
Scanning iltothod 
Effective Scanning Width 

Scanner Resolution 

Recording Method 
Recording Paper 
Recording Paper Size 
Printer Resolution 



ITU-T/CCITT Group 3 



MH, MR, MMR 

(Conforms to ITU-T/CCITT Recommendations) 

ITU-T/CCITT V.17, V.33, V.29, V.27 ter and V.21 for UF-770 
ITU-T/CCITT V.29, V.27 ter and V21 for UF-550 



14400 - 2400 bps for UF-770 
9600 - 2400 bps for UF-550 

Max. : 280 mm x 2000 mm 

(with operator's assistance) 
Min. : 148 mm X 128 mm 

Single sheet : 0.06 mm (45 g/m^) to 0.15 mm (112 g/m^) 
Multiple sheets : 0.06 mm (45 g/m2) to 0.12 mm (75 g/m2) 

Built-in, up to 50 sheets for UF-770 
up to 30 sheets for UF-550 



Sheet Feeding with CCD type image sensor 



252 mm for UF-770 
212 mm for UF-550 



Horizontal : 8 pels/mm 
Vertical : 3.85 lines/mm 
7.7 lines/mm 

15.4 lines/mm : Transmission only 



Laser printer 
Plain Paper 



Letter, A4 or Legal 



406 X 391 dpi 
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► Specifications 



Effective Recording Size 



Letter : 208 mm x 271 mm 
A4 : 202 mm x 289 mm 
Legal : 208 mm x 348 mm 



Print Margin 



4 mm 



r 



mm 



4mm 



4 mm 



Recording Paper Capacity Approx. 250 sheets (using 75 g/m^ paper) 
One-Toucti/Abbreviated 1 00 stations for U F-550 

Dialling Mwmory Capacity (including 24 One-Touch keys and 4 Program keys) 

140 stations for UF-770 

(including 32 One-Touch keys and 8 Program keys) 

Each station can register up to 36 digits for each telephone number 

(including pauses and spaces) and up to IS characters for each station 

name 



Image IMemory Capacity 





UF-550 


UF-770 


Base Memory 


12 pages 


70 pages 


with 1 MB Memory Carel 


97 pages 


155 pages 


with 2MB Memory Card 


177 pages 


235 pages 


with 4MB Memory Card 


347 pages 


405 pages 


with 8 MB Memory Card 




740 pages 



(8 MB Memory Card is available for UF-770) 
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Specifications ^ 



Power Supply 
Power Consumption 



Dimensions 
Weight 

Operating Environment 



180 - 264 VAC, 47 - 63Hz, Single Phase : 200 V version 
(90-138 VAC, 47 - 63Hz, Single Phase : 100 V version) 

Standby : Approx. 8Wh (100 V version) 
11Wh (200 V version) 
(UF-550/770 Power Saver Mod© : On) 
: Approx. 48Wh 

(UF-550 Power Saver Mode : Off) 
: Approx. 84Wh 

(UF-770 Power Saver Mode : Off) 
[Room temperature : 25''C] 
Transmission : Approx. 20W 
Reception : Approx. 460W 
Copy : Approx. 460W 

Max : Approx. 460W 



[UF-550/770] 

430 mm (W) x 415 mm (D) x 280 mm (H) 
(excluding Projections and optional Paper Cassette) 

Approx. 15 l<g 

(excluding consumable supplies and options) 

Temperature : 1 0 to 35''C 

Relative Humidity : 15 to 70% 
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► Recording Paper Specifications 



In general, most photocopy papers will also work very well. There are many "name" and "generic" brands of 
paper available. We recommend that you test various papers until you obtain the results you are loolting for. 

The following table summarizes the major specifications to consider when selecting white or colored paper. 

60 to 90 g/m2 

Cut with sharp blades, no visible frayed edges 
Long grain 

3.7% to 5.3% by weight 
88% minimum 

Polylaminated moisture-proof ream wrap 

A4 : 210 mm x 297 mm 
Letter 
Legal 

Cut sheet (No curled) 



Basic Weight 

Cut Edge Conditions 

Grain 

Moisture Contcmt 
Opacity 
Packing 
Sizes 

Type 



: 216 mm x 279 mm 
: 216 mm X 356 mm 



CD Note: It is possiUe mat paper could meet all of the specif ica^ons listed above and still not print well because of 
^purch"^^'^"^ "manufacturing. Therefore, we recommend that you test paper thoroughly before 
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Options and Supplies ^ 



Please contact your local Panasonic dealer for availability. 
A, Options: 



Order No. 


Picture 


Description 


Available 
Models 


UE-403117 




Handset Kit 


UF-550 


UE-404053 




Parallel Port Interface Kit 


UF-550 


UE-404058 




(Used tor Printer or PC Interface) 


UF-770 


UE-404056 




V.24^ncryption Interface Kit 


UF-770 


Uc:-4Ui7Uo1 

or 

UE-409057 




250 sfieets Letter / Legal / A4 Size Paper 
Cassette with tfie Feeder Unit 


UF.550 


UE-409057 






UF-770 


UE-409056 




500 sfieets Letter / Legal / A4 Size Paper 
Cassette with the Feeder Unit 


UF.770 


Ut-41 0006 




Expansion IC Memory Card, 1 MB 




UE-410007 




Expansion IC Memory Card, 2 MB 


UF-550 
UF-770 


UE-410008 


Expansion IC Memory Card, 4 MB 


UE-410029 




Expansion fC Memory Card, 8 MB 


UF-770 


UE-403125 




72 hours battery back-up option icit 


UF-770 



•J Hota: For some countries, the handset may not be available because of the country's reguiaOwt orspecificaUon. 
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► Options and Supplies 



B. Supplies: 



Order No. 


Picture 


Description 


Available 
Models 


FX-13-2P 




Verification Stamp 


UF-550 
UF-770 


UQ-3313 




Toner Cartridge 


UF-550 
UF-770 
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Options and Supplies ^ 



Installing Memoiy Card 

Before installation begins, make sure that there is no document file stored in the memory. You may confirm 
by print out a File List (see page 76). When the memory card is installed, the machine will initialize the 
document memory, all contents stored in the document memory will be lost. 



1 




® Turn the Power Switch to the "O" (OFF) position 
located in the rear of the machine. 

® Open the ADF Door 




(D Insert the Memory Card into the card slot with the 
Panasonic logo facing to the rear. 

(D Close the Transmitting Cover 



Turn the Power SwHch to the "I" (ON) position. Print out the Fax Parameter List (see page 151) 
and confirm the memory size on Fax Parameter No. 99. (see page 38) 



CD Note: Th0 cloajment(s) stored in memory will be lost if the memory card is removed. 
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► Glossary 



ABBR. No. The ability to store full phone numbers into the dialer and then utilizing a 

(Abbreviated Number) short series of l<eystrokes to speed dial that number in the future. 

ADF The mechanism that delivers a stack of document pages to the scanner 

(Automatic Document Feedw) one page at a time. 

Automatic reception The mode that allows you to receive fax documents without user 

intenirention. 



Auto print reduction 



BPS 

(Bits Per Second) 



C.C.I.T.T. 



CCITT Image No.1 
(iTU-T/CCITT) 

Character iD 



Character iceys 
Coding scheme 

COMM. JOURNAL 
Confidentiai communication 
Confidentiai XMT Report 



The method of automatically reducing a received document so that it can 
be printed otto a standard size piece of plain paper. For example, your 
machine will reduce an incoming legal size page to 75% of its original size 
so it could fit on a letter size page. 

The amount of data that is transmitted over the phone fine. Your machine 
can start at each Max. Modem speed and automatically steps down to 
suitable speed depending on the phone line condition and the receiving 
machines capabilities. 

(Max. Modem Speed UF-550: 9600 BPS / UF-770: 14400 BPS) 

Consultative Committee on International Telegraph and Telephone. This 
organization has presently developed four groups of industry standarels 
that insure facsimile compatibility. 

An industry standard document that allows comparisons of the 
transmission speeds and capabilities of facsimile machines. 

A programmed proprietary code name that allows up to 16 alphanumeric 
characters identifying your facsimile machine. 

The keys that are used to enter letters and symbols for various 
programming functions. 

The data compression method used by facsimile machines. Yourmachine 
utilizes Modified Huffman (MH), Modified Read (MR), and Modified 
Modified Read (MMR) coding schemes. 

Refers to either the Communication Journal, Relay Transmission Report, 
or the Confidential XMT Report. 

In a network of facsimile machines, a code can be entered to retrieve a 
document that is stored in memory of a designated relay station. 

The report that gives you information about the transmission of a 
confidential document(s) to a relay station. 



CONTRAST Signifies the scanning sensitivity in terms of lightness and darkness of 

your original transmitting pages. 

Cover Sheet A Fax Cover Sheet can be attached to your transmit document(s) that 

shows the recipient's name, originator's name and number of pages 
attached. 
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Glossary ^ 



DDD 

(Direct Distance Dialling) 
Defemd polling 
Deferred transmission 
Department Code 



Direct Dialling 
Directory Search Dialling 
Directory Sheet 
DTMF 

(Dual Tone iUultl-Frequency) 
ECM 

(Error Correction Mode) 
End receiving station 
FAX Access code 

FAX Forward 

FAX Parameter List 

File 

File Transmission 

Fixed print reduction 

FUNCTION 

G3 mode (Group 3) 



A telephone service that allows unassisted dialling, no operator 
assistance is required. 

The ability to retrieve documents from other stations at a later time. 

The ability to send documents to other stations at a later time. 

This operation require the user to input a preset 4-digtt Department Code 
before transmission. The Department Name of selected Department 
Code is printed on the Header of each page sent, Cover Sheet, COMM, 
Journal and Individual Transmission Journal. 

The method of dialling where you enter the entire telephone number 
through the keypad. 

Allows you to dial a full telephone number by searching the station's name 
entered in the One-Touch l<eys or Abbreviated dialling numbera. 

The list that contains the station names that are programmed into your 
unit. 

Dialling method that sends a different set of frequencies for each digit of 
the telephone keypad. Commonly refers to touch tone Dialling. 

The ability to correct transmission errors as detected during the 

transmitting phone call. 

In a relay network, the final station designated to receive the document 

A 4-digit programmable code that prevents unauthorized operation of your 
Fax. 

The ability to fonward ail incoming faxes to the station registered in the 
ABBR. No, [00]. 

The list that contains the home FAX parameters settings that you have 
programmed into your machine. 

A task tfiat has been stored into the memory of your unit. Examples are 
deferred transactions. 

A feature that allows you to store a perpetual File (until it is erased) in the 
memory that can be sent to a single or muftlple stations repeatedly. 

The method that allows you to determine one reduction rate, such as 75%, 
for all incoming documents. 

The control panel key that will be utilized to begin an operation or 
configuration of a feature. 

Refers to the standards and transmission capabilities of the current 
generation of facsimile machines. 
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► Glossary 



Group dialling 

HALFTONE 

Handshaking 

Header 

rru-T 

ID 

linage memory capacity 

Individual TranamisslCHi 
Journal 

Information code 

initial sending station 

Journal 

Keypad 

LCD 

LOGO 

Multiple Logo 
Manual reception 

Memory trmismlasion 
Modem 
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The ability to program many telephone numbers into a singJe station so 
that many locations can be dialed in sequence utilizing a sin^e iceystroiw. 

A scanning technique to distinguish levels of gray from black and white. 
Your machine can detect up to 64 levels of gray in halftone mode. 

The exchange of a g roup of control signals that communicate between the 
transmitter and receiver. These signals detemiine the condition at which 
communication can occur. 

A row of information that is transmitted by the sending machine and printed 
on the top of each page by the receiving unit. This identifies the 
transmitting unit and infonnation about the transmission( such as time and 
date. 



International Telecommunication Union - TelecommunicaMon 
known as C.C.l.T.T. 



A programmable address of up to 20 digits identifying your machine. 

This signifies the amount of memoty available in your unit capable of 
storing pages of documents. AH page units of measure are based on the 

ITU-T Image No.1. 

A report that is printed by the transmitting unit stating infomnation 
regarding the last document transaction. 

A code that is internally generated by your Fax stating a specific 
operational error or machine failure. 

In a relay network, the station that is originating the document 
transmission. 



A report that is printed by your unit listing the last 100* transmitting and 
receiving transactions. (* UF-550 : last 32 transmitting) 

A group of numeric keys located on your control panel. 

Liquid Crystal Display. The display area of your machine. 

Your programmed company name or identification up to 25 alphanumeric 
characters. 



The user can select one of 25 preset LOGOs before a transmission. 

A mode that requires operator intervention to receive an incoming 
document. 



The documents are scanned into memory before actual connection to the 
phone line for transmission. 

A device that converts signals from your fax machine into signals that can 
be transmitted over telephone lines. 



Glossary ^ 



Multi-station transmission 

Multi-file transmission 

Networii address 

Network password 

Off-hook dialling 

OMR-XMT 

On-hook dialling 

One'Touch dialling 
Overlap Printing 

Panasonic Super Smoothing 

Polling 

Polling password 
Power Failure Report 
Power Saver Mode 

Print Coiiation 

Pririt reduction modes 

Program keys 

PSTN 

Receiving password 



The ability to broadcast the same set of documents to a programmed 
number of locations. 

The ability to store many fifes into your machine's memory before actual 
telephone connection occurs. 

An individual 4-digit addressing number assigned to a One-Touch/ 
Abbreviated number that identifies a particular station in a relay network. 

A 4-digit password assigned to a network address to prevent unauttiorized 
stations from accessing a relay station. 

The direct dialling of a telephone number with the handset out of the cradle 
or 'off the hook." 

Is used to transmit to a system, such as Fax Server, that has OMR Sheet 
reading capability. 

The direct dialling of a telephone number with the handset in the cradle or 
"on the hook." 

The ability to dial an entire telephone number by pressing one key. 

Documents too long to be reduced are automatically printed on two pages 
with approximately 10 mm overlap. 

An electronic image enhancement (Panasonic Super Smoothing) that will 
create a particular pattem for the improvement of copy quality. 

The ability to retrieve a document from another facsimile machine. 

A 4-digit programmed code that enables the security of a document being 
polled. 

A report that contains information on the last transaction that look place 
during a power outage. 

To reduce the power consumption of the machine in standby, select the 
time period to turn OFF the high temperature fuser unit when the printer 
is idle. 

The ability to stack received documents In the correct order. 

The methods used to determine how an Incoming document will be 
reduced to print onto the paper loaded in your madilne. 

Keys that are defined for storing a sequence of stations to be dialed or 
polled. 

Public Svwitched Telephone Networit Networit of interconnected switching 
equipment and transmission facilities. 

A 4-digit password that is checked before a document is received. 
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► Glossary 



Relay station 

Relay network 
Relay Transmission 

Relay Transmission Report 

Relay address 

RESOLUTION 

Selective reception 

Station name 

Stored documents 

Sub^ddress 

Sub^-address Password 

Substitute memory reception 

Transmission reservation 

Transmission password 
User parameter 

Verification stamp 

View Mode - File List 
View Mode - Journal 



A certain type of facsimile machine that can store and forward documents 
to an end receiving station and/or a relay station in another relay networlc. 
Your machine can not be used as a relay station. 

A group of facsimile machines that communicate via a relay station. 

Sending a document to a relay station, which in turn, sends the document 
to the end receiving station. 

A report that contains infornnation regarding the last document 
transmission to a relay station. 

A 2-dlgit code that iderrtifies your machine is programmed in a relay 
networit. 

Relates to the number of dots scanned or printed per certain square. The 
quality of the image increases as the number of dots per certain square 
increases. 

A function that can be set so that your unit will receive from only those 
machines programmed irtto your dialer. 

Alphanumeric ID which can be programmed for each One-Touch dialling 
and Abbreviated dialling number. 

Documents that have been scanned and now are stored in your machine's 
memory. 

ITU-T recommendation for further routing, fonwarding or relaying of 
incoming faxes. 

ITU-T recommendation for additional security that corresponds to the 
Sub-address. 

Your machine's ability to store an incoming document into its memory, 
when it runs out of recording paper or toner. 

The ability to preset a telephone number so that you may reserve a 
transmission while your unit is performing anotfier function. 

A 4-digit password that is checi^ed when a document is transmitted. 

Programmed parameters tiiat provide information to other stations. 
Examples are logo, character ID, date and time. 

A user selectable transmission verification stamp can be placed or 
scanned documents that are successfully transmitted or stored in 
memory. 

Allows you to view the brief contents of the memory files through the LCD 
display without having to print the Merwry File List 

Allows you to view the brief contents of the journal through the LCD display 
without having to print the journal. 
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INDEX 



A 

ABBR. Number List 148 

Abbreviated Dialling Numbers 29 

ADF Capacity 165 

Automatic Document Feeder 40 

Automatic Reception ,60 

Automatic Reduction , 61 

c 

Character ID 27 

Character Key 10 

Communication Journal (COMM. JOURNAL) 43, 145 

Confidential Code 117 

Confidentiai Communication 117 

Confidential Mailbox 117 

Contrast 41 

Copy 64 

Cover Sheet 89 

D 

Date and Time 25 

Deferred Polling 66 

Deferred Transmission 70 

Department Code 98 

Diagnostic Password 37 

Dialling Method (Tone or Pulse) 23 

Dimensions , — 167 

Direct Transmission 51 

Direct Transmission Reservation 58 

Directory Search Dialling 54 

Directory Sheet 33 

DistindSve Ring Detection 88 

Document Jam 159 

Document Misfeeding 162 

Document Size 165 

Document Thidmess 165 

Document Tray 14 

Du^ Access 57 

E 

E<ftRleMode 76 

F 

Fax Access Code — 84 

Fax Forward ... — 93 

Fax Pairametef List 151 

Fax Parameter Table 35 

RIeList 76 



File Transmission 

Fixed Reduction 

Rash 

Function Key List 

G 

Group Dialling 

H 

Halftone 

Header Format 

Header Print 

I 

ID Number 

Image Memory Capacity 

Incomplete File 

I ND.XMT JOURNAL ... 

Information Codes 

Initial Sending Station .. 

J 

Journal , 

K 

Key/Buzzer Volume 

L 

Loading Documents 

LOGO 

M 

Memory Card 

Memory Transmission 

Monitor Volume 

Multi-Station Transmission 
MutttpleLOQO , 

N 

Network Address , 

Networl< Password 

o 

Off-Hook Dialling 

OMR-XMT 

On-Hook Dialling 

One-Touch Dialling Numbers 

One-Touch Keys 

One-Touch List 

Operating Environment 

Overiap Printing 

Own Network Address 



Own Telephone Number 131 

P 

Paper Specification 18 

Password Reception 112 

Password Transmission 112 

Pause 11 

Polling 67 

Polling Password 67 

Power Consumption 167 

Power Failure Report 1... 152 

Pressure Adjusting Lever 162 

Print Collation 63 

Print IVlargin 166 

Print Reduction 61 

Print Reduction Ratio 61 

Priority Transrrtission Reservation 58 

Program Keys 70 

Program List 150 

R 

Receive To Memory 86 

Received Time Print 35 

Receiving Password 114 

Recording Paper Jam 158 

Recording Paper Specification 168 

Radial 59 

Reduction Ratio , 61 



Relay Address 131 

Relay Network 128 

Relay Station 128 

Relay Station Parameter 131 

Relay XMT Report (COMM. JOURNAL) 1 36 

Result Report 136 

Retry Incomplete File ' 83 

Ringer Volume , 24 

S 

Scanner Resolution 165 

Selective Reception 111 

Sut>-address Password 37 

Sub-addressing 138 

Sutjstitute Memory Reception 63 

T 

Timer Controlled Communk;ations , . . 66 

Toner Cartridge 17 

Transmission Password 113 

Transmission Reservation 57 

u 

User Parameters , 25 

V 

Veriflca^on stamp 42,163 

W 

Weight 167 
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